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PREFACE
The purpose of this conference was to provide a forum for an in-depth
review and discussion of the results of investigations being carried out by var-
ious organizations under NASA/JPL sponsorship as part of the Solar Cell Re-
search and Development Program. Participating organizations included cell
manufacturers and university and industrial research laboratories. Because
of the relevance of this program to activities outside JPL, members of the
aerospace industry involved in the space effort were invited to attend the con-
ference in addition to representatives of NASA, JPL, and JPL contractor
organizations.
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FOREWORD
The results of the investigations carried out during the past year repre-
sent the most significant achievements attained thus far with respect to the
lithium-doped solar cell program. Lithium-doped solar cells fabricated from
oxygen-lean and oxygen- rich silicon have been obtained with average initial
efficiencies of 11.9% at air mass zero and 28 C, as compared to state-of-the-
art N/P cells fabricated from 10 0-cm silicon with average efficiencies of
11. 3% under similar conditions. Improvements in cell-processing techniques
have made possible the fabrication of large-area lithium-doped cells. Ex-
cellent progress has been made in quantitative predictions of post-irradiation
lithium-doped cell characteristics as a function of cell design by means of
capacitance-voltage measurements, and this information has been used to
achieve further improvements in cell design. Specifically, analysis of irra-
diated lithium-doped cells has shown that the recovery characteristics can be
very well predicted by the lithium density gradient near the junction and that
very good cell-to-cell reproducibility of lithium density gradient can be ob-
tained with reduced lithium distribution time schedules. Low-flux real-time
irradiation tests have shown, for the first time, that lithium-doped solar cells
can exhibit power levels higher than those state-of-the-art N/P cells in space
environments. This is very encouraging, since the cells studied in these
latter experiments were, of necessity, cells fabricated about one year ago.
Since that time, significant improvements in lithium-doped solar cell design
have been achieved, and it is expected that more recent cells would present an
even greater advantage than observed here. Also, tests recently conducted
with 28-MeV electron irradiation indicate a very marked advantage of lithium-
doped cells over state-of-the-art N/P cells for radiation which results in
cluster defects.
The advancements made during this year with respect to lithium-doped
cell development have clearly shown the power of the interdisciplinary ap-
proach which was adopted throughout the life of the program. Problems such
as cell instability, low efficiency, poor process control, unpredictability of
recovery characteristics, variations in recovery rate, cell size limitations,
etc. , that at one time appeared to be all but insoluble, appear to be rapidly
falling by the wayside. These problems could not have been solved without
the involvement of the multi-expert team represented by the organizations
participating at this conference. Each organization isolated the problems with
respect to its own area of expertise, and the resultant body of information was
coordinated and distributed to the other organizations. It is strongly felt that
such an approach is applicable to many other programs (e. g., application of
space technology to the economic generation of terrestrial power by means of
solar energy conversion) and should prove to be of immense value in the ma-
jority of cases.
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The conference was held at the Jet Propulsion
Laboratory in Pasadena, Calif. , on April 29, 1971.
Attendees were members of the photovoltaic com-
munity interested in the radiation hardening of
solar cells and personnel involved in research on
lithium-doped silicon cells sponsored by NASA/
JPL. A large body of information was presented,
and a summary of all the significant points is not
feasible. Some of the points that will be of interest
to the majority of readers are summarized.
II. SUMMARY OF RESULTS
Lithium-doped silicon solar cells having di-
mensions as large as 1Z cm 2 are now possible,
due to significantly improved boron-diffusion tech-
niques, which stress the cells far less than tech-
niques used previously. A large increase was ob-
served in the short-circuit current measured in
tungsten (long wavelength) light for cells that were
fabricated using the improved diffusion techniques
as compared with previous cells, indicating a pre-
servation of minority carrier diffusion length in
the base region of the former cells. Sintering (at
about 600°C) of the contacts of lithium-doped cells
fabricated from Lopex silicon resulted in large in-
creases in maximum power (of between 1 and4
mW), mostly due to an open-circuit voltage im-
provement, over non-sintered cells. Efficiencies
as high as 12. 8% were observed, with the average
efficiency being about 11.9 %. The sample is
small, but the efficiency is significantly higher
than the average efficiency of 10 2-cm N/P cells
(state-of-the-art) which is about 11. 3 to 11. 5%.
Measurements of the lithium surface concen-
tration in silicon as a function of lithium diffusion
time indicated the occurrence of a peak in surface
concentration. The occurrence of lower lithium
concentrations for longer diffusion times is indi-
cative of diffusion from a limited source. The
peak occurred more rapidly and was of greater
magnitude as the diffusion temperature was
increased.
The uniformity of solar cells fabricated with
the addition of a redistribution cycle was more dif-
ficult to control than that of cells fabricated using
a single-cycle lithium distribution. Also, longer
lithium distribution cycles gave rise to larger
cell-to-cell variations in lithium concentration
gradient and open-circuit voltage.
The use of ion implantation has provided addi-
tional flexibility in lithium solar cell design. Ion
implantation was used to implant an N+ region at
the back face of the cell and to implant lithium
through the N+ layer. In this way, the amount of
lithium introduced prior to lithium distribution
(which is still accomplished by diffusion at 300 to
400°C) can be precisely controlled, and the ratio
of electrically active lithium after distribution to
the amount of lithium initially present in the cell
can be determined. The presence of the N + region
at the back surface was found to inhibit loss of
lithium after lithium distribution by a factor of ten
over the loss observed in samples without the N+
region. Very good post-irradiation recovery has
been obtained on ion-implanted cells fabricated in
this manner, with recovered powers being greater
than that of state-of-the-art N/P cells.
In highly lithium-doped float zone (low oxygen
content) silicon the carrier removal reached equi-
librium shortly after irradiation. In lightly
lithium-doped float-zone silicon and highly lithium-
doped crucible silicon, carrier removal reached
equilibrium approximately one to two years after
irradiation. A close pair vacancy-interstitial
model applies quite well to lithium-doped crucible-
grown silicon, but not as well for lithium-doped
float-zone silicon.
For a given fluence, the lithium-doped solar
cell short-circuit current appears to be a linear
function of the logarithm of the lithium density
gradient as measured with the capacitance-
voltage technique and a linear function of the log-
arithm of minority carrier diffusion length.
The damage coefficient of lithium-containing
cells immediately after irradiation appears to be
a function of the fluence and exhibits a square root
dependence on the lithium density gradient. Time
to half-recovery is linearly dependent on the log-
arithm of the lithium density gradient as is the de-
pendence of the recovered open-circuit voltage.
Long lithium-diffusion times resulted in large
variations in lithium density gradients (differences
as large as a factor of 24) while shorter diffusion
times yielded very small variations of lithium
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density gradients (within a factor of 2). This indi-
cates that one can tightly control post-irradiation
recovery rates by proper control of the lithium
distribution schedules.
Investigation of cells with various amounts of
lithium coverage on the back prior to distribution
(50, 80, and 100% coverage) indicated that the re-
covery of the 80 and 100% coverage cells were
similar to one another while the 50%-coverage
cells recovered more slowly and less completely.
The rate and extent of recovery was directly re-
lated to the lithium concentration near the junc-
tion. These results indicate that careful control
of the area coverage of the lithium prior to lithium
introduction is not critical to the cell recovery
characteristics.
It was postulated that the fact that the time to
half-recovery appears to increase with increasing
irradiation fluence might actually be a result of
annealing that occurs during the irradiation (higher
fluences generally require longer irradiation
times), so that the damage measured after bom-
bardment does not represent the actual total dam-
age, and the apparent half-recovery time is longer
than the actual half- recovery time. If the time to
half-recovery does not increase with increasing
fluence, this would simplify the description of the
annealing kinetics.
It was observed that carrier removal rates
increase with increasing lithium concentration and
hence with distance from the P-N junction. That
is, the amount of lithium which reacts with a
radiation-induced defect during the recovery stage
is proportional to the amount of lithium available
for interaction with the defect, indicating that the
defect can nucleate precipitation of large numbers
of lithium atoms if they are present in the vicinity
of the defect. For example, the change in lithium
concentration at 5 mrn from the junction was ob-
served to be five times as great as the A-center
(oxygen-vacancy defect) concentration at that
depth. Furthermore, in lithium-containing cells
fabricated from float-zone silicon, the carrier re-
moval rate was found to decrease with increasing
fluence, again indicating a defect-lithium inter-
action dependent upon the number of available
lithium atoms per defect. This indicates that the
model used in the past, which simply assumed
that two lithium donors were removed for each
annealed damage center, must be modified.
Annealing of 90% of the radiation damage was
observed in lithium-doped silicon after isothermal
and isochronal anneals of samples irradiated with
fission neutrons and with high energy (30 MeV)
electrons. Samples with high lithium concentra-
tion exhibited degradation coefficients immediately
after electron irradiation which were greater than
those of samples that did not contain lithium. The
post- irradiation characteristics lend themselves
to interpretation by a two-defect model, one defect
controlling the minority carrier lifetime T at low
temperatures and the other controlling T at higher
temperatures. The annealing appears to be a
first-order process, characterized by an activa-
tion energy and an atomic frequency factor.
From electron spin resonance measurements
it was inferred that lithium inhibited the produc-
tion of oxygen-vacancy radiation defect centers
and that the centers annealed at 350 K rather than
in the 600 K range observed for non-lithium-
treated samples. In contrast, the production of
phosphorus-vacancy radiation defects did not ap-
pear to be influenced by the presence of lithium.
The radiation-induced divacancy, as observed by
means of infrared spectroscopy, appeared to have
an introduction rate in lithium-doped silicon simi-
lar to that observed in non-lithium-doped silicon,
but in the lithium-doped silicon annealing of the
divacancy proceeded much more rapidly. As the
absorption band associated with the divacancy de-
creased through annealing, two new absorption
bands appeared, indicating the formation of a new
defect which is probably influenced by the asso-
ciation with lithium.
Hall measurements performed at 4 K allowed
separate determination of donor and acceptor con-
centration in silicon. Electron-irradiated lithium-
doped silicon exhibited a defect level located 0. 14
eV below the conduction band. It is postulated
that this defect may be a vacancy-oxygen defect
(A-center) associated with another impurity such
as an additional oxygen or carbon atom. It was
inferred that lithium interacted much more
strongly with the oxygen-vacancy defect than with
the phosphorus-vacancy defect and that as many
as four lithium atoms may be involved in the an-
nealing of radiation-induced defect centers. An-
nealing was observed to result in the disappear-
ance of acceptor levels in irradiated lithium-
containing samples but not in irradiated samples
containing phosphorus but no lithium. Also, the
carrier concentration of irradiated lithium-
containing samples was observed to decrease at
room temperature while the carrier concentration
of irradiated non-lithium-containing samples re-
mained constant.
Electron microscopy of neutron irradiated
lithium and non-lithium-containing solar cells was
performed using a surface replication technique.
The density and diameters of the radiation-induced
disordered regions were obtained as a function of
lithium doping and neutron fluence. It was found
that the number of disordered regions observed by
this technique increased with increasing fluence
and increasing lithium density. The diameter of
the disordered regions, however, were found to
decrease with increasing fluence and with increas-
ing lithium concentration. At a specific fluence,
the total volume of the disordered regions appears
to be relatively constant with respect to lithium
density, increasing lithium densities resulting in
more numerous, but smaller-diameter, disordered
regions. The defect density of the lithium-
containing cells did not appear to change with
annealing temperatures up to 1200°C, while the
defect density of the non-lithium-containing
samples did change. Electron transmission
microscopy of the lithium- and non-lithium-
containing cells indicated evidence of precipitate
formation in both cell types.
Low flux irradiations obtained using a Co 6 0
source indicated a 4% superiority in maximum
power of lithium-doped cells fabricated from
crucible-grown silicon over N/P (non-lithium
containing) 10 Q-cm silicon cells after a cumula-
tive dose of approximately 5 X 1014 equivalent
l-MeV electrons/cm 2 (100 days exposure) at a
temperature of 60°C. Similar lithium-containing
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cells irradiated at a temperature of 30°C were in-
ferior to N/P cells at this fluence level. Similar
groups of cells were also irradiated by means of ·
a Van de Graaf generator to a fluence of 5 X 10
1-MeV electrons/cm2 and allowed to anneal at 30
and 60°C. The same percentage superiority of
the lithium-containing cells over the N/P cells
was observed for the 60°C anneal as was observed
for the cells exposed to the Co 0 irradiation at
this temperature. This indicates that the use of
accelerated irradiation tests are valid for deter-
mining the relative radiation resistance of lithium-
doped cells with respect to N/P cells.
Two low flux experiments have also been
carried out using a Sr 9 0 source for a time period
of about six months (total fluence equivalent to
about three years in synchronous orbit). The
lithium-containing cells in these experiments rep-
resented the best cells obtainable about one year
ago, but not the best cells presently being fabri-
cated. For the cells maintained at temperatures
of 50°C and above,lithium-doped cells fabricated
from crucible-grown silicon exhibited maximum
powers which were relatively constant over the
life of the test and about 8% higher than non-
lithium-containing N/P cells. In one of the ex-
periments the cells were post-irradiation annealed
at the test temperature with no significant changes
in power output being observed. This indicated
that the cells were annealed as well as they could
be during the test; that is, maximum annealing of
radiation-induced damage was occurring during the
test.
There appeared to be no additional radiation
protection afforded by 1-mil integral shields for
the low flux environment studied. One of the
'experiments indicated that the maximum power of
unilluminated cells was consistently about 4%
higher than that of illuminated cells, while the
other experiment was inconclusive with respect to
this phenomenon. If the results of the former ex-
periment are accurate, this would indicate that the
results of most solar cell irradiation tests (i. e.,
not only lithium-doped cell tests), which are per-
formed with the cells in an unloaded unilluminated
condition, may significantly underestimate the
amount of damage to the solar cell maximum
power.
Lithium-doped solar cells fabricated from low
oxygen content silicon appear to have optimum an-
nealing characteristics at a temperature of about
20°C, while lithium-doped solar cells fabricated
from crucible-grown (oxygen- rich) silicon appear
to be superior for temperatures of 50°C and above,
for the conditions studied in these low flux experi-
ments.
Irradiation of lithium-doped cells fabricated
from crucible-grown silicon by 28-MeV electrons
to fluences of 5 X 1014 and 5 X 1015 e/cm2 ex-
hibited recovered short-circuit currents 100%
higher than similarly irradiated state-of-the-art
N/P cells. This is consistent with previous in-
vestigations using neutron irradiation, since in
both cases considerable cluster damage occurs.
All results obtained thus far strongly indicate that
lithium is extremely efficient in reducing the detri-
mental effects of radiation-induced defect clusters
on the cell electrical characteristics. This means
that for environments consisting of high energy
electrons, protons, or neutrons, lithium-doped
solar cells should be vastly superior to state-of-
the-art N/P solar cells.
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LITHIUM- DOPED SOLAR CELLS FOR SPACE USE
P. Payne and E. L. Ralph
Heliotek Division of Textron, Inc.
Sylmar, Calif.
I. INTRODUCTION
This paper summarizes the lithium-doped
solar cell research and development carried out
by Heliotek over the past nine months under JPL
Contract 952547, Part II. The work performed
can be separated into two basic areas: (1) experi-
mental work aimed at the improvement of cell
processes and efficiencies, and (2) demonstration
of these improvements by the fabrication and sta-
tistical analyses of quantities of various lithium-
doped solar cell types.
Over the past several years the lithium-doped
solar cell has progressed from a laboratory curi-
osity, because of its unusual radiation damage re-
covery characteristics, to a high-efficiency
radiation-resistant solar cell. Although signifi-
cant improvements are still being made and a
better understanding of the device has been
achieved, it is a good time to stop and evaluate the
state-of-the-art. Some important factors are:
(1) Lithium-doped solar cells have been made
that have exhibited higher power outputs
than conventional N/P solar cells after
irradiation to a fluence of >1015 1-MeV
electrons per cm 2 .
(2) Lithium-doped cells have recently been
made with very high efficiencies that are
substantially higher than N/P cells.
(3) The size of lithium-doped cells have been
increased from 1 X 2 cm to 2 X 2 cm and
even 2 X 6 cm as the result of the elimina-
tion of the boron diffusion stresses.
These factors indicate that the lithium-doped solar
cell basically meets or exceeds the electrical and
radiation resistance characteristics of conven-
tional N/P solar cells and improvements with lith-
ium cells are still being made. The logical step
to be made next is the pilot production of these
cells, so that questions of cost, reproducibility,
reliability, and space worthiness can be answered.
This paper summarizes the work that has
been done in the past nine months in respect to
lithium cell power output, cell thickness, large
area cells, integrity of cell contacts and types of
experimental cells prepared for radiation tests.
II. SUMMARY OF PREVIOUS DEVELOPMENT
EFFORTS
The lithium-doped P/N solar cell has gone
through distinct development stages over the past
four years, with each stage showing a definite
improvement in initial and post-irradiation re-
covered efficiencies.
During the initial work (1966 to 1967) float-
zone silicon was used. Lithium diffusion times
ranged from 5 to 120 min, and diffusion tempera-
tures ranged from 350 to 500 C. The concentra-
tion gradients in the silicon slice were very steep,
causing lithium cell instability, as exhibited by
shelf-life degradation and redegradation after post-
irradiation recovery. In order to reduce this gra-
dient, redistribution cycles (removal of the ex-
cess lithium from the cell surface and further
heating of the cell to move the lithium deeper into
the slice) ranging from 30 to 120 min were used.
Redistribution cycles produced higher output cells
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with little change in the recovery characteristics.
Table 1 shows typical air mass zero (AMO) elec-
trical output values for cells diffused 5 and 90min
and the change in output after 60- and 120-min
redistributions.
Discovery in 1967 of the recovery capabilities
of lithium-doped solar cells fabricated from cru-
cible grown (C. G. ) silicon led to extensive investi-
gation in this area. The higher oxygen concentra-
tion C. G. lithium cells exhibited retarded room
temperature post-irradiation recovery; however,
recovery rates equivalent to those obtained with
low oxygen concentration lithium cells were ob-
served when the cell temperature was raised to
60 or 100°C. Cell stability, both shelf-life and
after radiation recovery, which was poor for some
float-zone lithium cells, was not a problem with
C. G. lithium-doped solar cells. In June 1969 the
output of C. G. lithium cells was typically about
2 mW higher (28. 3 versus 26. 5 mW) than similarly
doped float-zone lithium cells.
The next stage of development was the inves-
tigation of lower lithium diffusion temperatures.
Eight-hour diffusions at 325°C were performed
and typical C. G. lithium cell efficiencies were ap-
proximately 2 mW higher (30. 0 versus 28. 3 mW)
than C. G. lithium cells that were diffused 90 min
and redistributed 60 min at 425°C. The outputs of
these cells after being irradiated with 1-MeV elec-
trons to a level of 3 X 1015 e/cm2 were 11 to 20%
higher than the 19. 5 mW average output of 10
£-cm N/P cells.
These improvements in lithium cell charac-
teristics were made independently of other pro-
cesses in the fabrication procedure. They were
primarily due to changes in lithium diffusion
parameters. In order to further improve cell out-
put, develop procedures which could be used in
production and show capability of meeting basic
requirements for space quality cells, investigation
in areas such as the boron diffusion, method of
lithium application, and contact quality has been
done.
III. BORON DIFFUSION INVESTIGATION
The objective of the boron diffusion investiga-
tion has been to develop a boron diffusion process
which could be used to diffuse large quantities
(>100 blanks per diffusion) of stress-free high-
efficiency cells. BC1 3 has been the diffusion
source most commonly used in fabricating lithium-
doped solar cells. This diffusion source was op-
timized for fabrication of P/N cells (432-lam thick
1 X 2 cm C. G. silicon blanks) early in the 1960's.
This process had a very serious limitation in that
it could not be used for fabricating thin cells or
cells of a 2 X 2 cm size or larger without a sig-
nificant amount of bowing due to stresses intro-
duced during the diffusion. Therefore, two meth-
ods for reducing the stresses generated during
boron diffusion were investigated: (1) a modifica-
tion of the standard BC1 3 diffusion, involving re-
duction of the boron deposition time, and (2) use
of BC13 with 02.
The BC1 3 diffusion, as it had been used over
the years, consisted of an 8-min warmup time, an
8-min boron deposition time and a 10-min diffusion
time. During the boron deposition the BC13 reacts
with the silicon; the silicon is etched and a heavy
deposit of boron silicides (Ref. 1) is left on the
cell surface. This etch reaction and buildup of
boron silicides had previously been shown to be
influenced by cell position on the boat during dif-
fusion, with the cells first exposed to the BC13
flow showing the greatest amount of silicon etched,
the highest frequency of bowing, and the lowest
output. In an experiment to determine whether
the stresses could be reduced by reduction of the
boron deposition time, the boron deposition time
was varied from 8 min down to 2 min. Both lapped
and etched blanks were included in the experiment.
It was found that the etched blanks (350 [am thick)
were more susceptible to bowing than the lapped
blanks (also 350 lam thick), i. e. , etched cells
(1 X 2 cm, 350 am thick) were bowed after using
an 8-min boron deposition time, whereas lapped
cells were not. Reduction of the boron deposi-
tion time to 2 to 5 min reduced this heavy boron
layer and produced unbowed cells. By using a
2-min boron deposition time 150 [lm thick 2 X 6
cm blanks were then successfully diffused with no
bowing. Typically, 8-min diffusions have produced
bowed 2 X 2 and 2 X 6 cm cells (250 [lm thick)
with the radius of curvature being as small as 8. 5
cm. The absence of bowing of the large area cells
achieved with a 2-min boron deposition time indi-
cated that the stresses were reduced considerably.
The other process modification investigated
for reduced stresses was BC1 3 with 02. Just as
with the previously described diffusion, an 8-min
warmup time was used. The 02 was introduced
into the BC13 gas just before the gas flow entered
the diffusion tube. The BC13 reacted with the OZ
to produce B 2 0 3 , which deposited on the cells as
a glass layer. This glass layer and the subsequent
diffusion did not bow the cells.
Since low- stress cells were produced with
both processes discussed above, the two pro-
cesses were compared to determine which resulted
in the best cell electrical output. Two groups of
100 cells were fabricated using the two different
processes. The silicon blanks used were 300 to
380 lam thick with a resistivity of 0. 2 to 1. 2 2-cm.
These were P/N cells with no lithium present.
Etched rather than lapped blanks were used since,
unlike the standard BC1 3 diffusion, neither of these
diffusion processes etch sufficient silicon to re-
move the crystal surface damage present on a
lapped blank. As shown in Fig. 1, the AMO out-
put of cells diffused in BC13 (no 02) with a 2-min
deposition time, averages 3 to 4 mW higher than
the output of the cells diffused in BC1
3
with 02.
The lower output of the cells diffused with 02 was
primarily due to lower open-circuit voltage and
higher series resistance. The average open-
circuit voltage of the cells diffused with 02 was
590 mV, whereas the open-circuit voltage of cells
diffused without 02 was 615 mV. The series re-
sistance of cells from each group was measured.
The series resistance of the cells diffused with 02
was typically around 0. 8 2, whereas for the cells
diffused with no 02 the series resistance was
around 0. 3 Q. Table 2 summarizes the electrical
data on these two groups of cells.
At the present time, although neither of these
two diffusions discussed can be used for diffusion
of one hundred cells or more per diffusion, the
BCl 3 diffusion with a short deposition time and
without 02 produces the best combination of low
stress and high efficiency.
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IV. EFFECT OF BORON DIFFUSION PARAM-
ETERS ON IMPROVEMENTS IN LITHIUM
CELL OUTPUT
Once reduced stresses were obtained on P/N
cells by reducing the boron deposition time, the
effects of this process change on lithium cell out-
put were investigated. Experimental lithium dif-
fusions were performed using 20 Q-cm Lopex
silicon material with both 2- and 8-min boron de-
position times. Both groups were placed in the
same lithium diffusion. The electrical character-
istics of these cells are summarized in Table 3.
The short-circuit current of the lithium cells sub-
jected to the 2-min boron deposition averaged 11
mA higher when measured in a 100 mW/cm 2 tung-
sten light source and 6 mA higher when measured
in a solar simulator (AMO) than lithium cells sub-
jected to an 8-min boron deposition time. Fig-
ures 2 and 3 show the short-circuit current distri-
bution obtained in the two light sources for the two
groups of cells (20 cells per group). These dis-
tributions show that the Z-min boron deposition
results not only in higher, but more uniform,
short-circuit currents.
In addition to the higher short-circuit currents
obtained for lithium cells subjected to a 2-min
boron diffusion, open-circuit voltages (measured
at 25°C) as high as 615 mV were obtained; the
highest open-circuit voltage observed for cells
diffused with an 8-min boron deposition was 595
mV. The higher short-circuit currents and open-
circuit voltages led to Lopex lithium cell AMO
outputs ranging from 27. 6 to 31. 7 mW, rather than
23. 6 to 28. 8 mW as was obtained when an 8-min
boron deposition was used.
Sintering of the contacted cell was investigated
to determine its effect upon the curve factor,which
for some cells was below 0. 70. Sintering con-
sisted of a heat treatment at 605°C for 6 min in an
H 2 atmosphere. In most cases the sintering im-
proved the curve factor slightly; in addition the
AMO short-circuit current of lithium cells sub-
jected to a 2-min boron deposition time increased
3 to 5 mA with sintering. Typically improvements
of 10 to 25 mV in open-circuit voltage were also
observed. These improvements in curve factor,
open-circuit voltage, and short-circuit current
resulted in AMO outputs 1 to 4 mW higher than the
unsintered cell output. Figure 4 shows I-V curves
of a typical cell before and after sintering. The
open-circuit voltage increased by 25 mW (600 to
625 mV); the short-circuit current increased by
3 mA (71. 5 to 74. 5 mA); the curve factor increased
from 0.706 to 0. 721; and the output increased by
3. 3 mW (30. 3 to 33. 6 mW).
In fabricating Lopex lithium cells for Lot 11
the following lithium diffusion schedules were
used: (1) 3 h at 340°C, (2) 7 h at 340'C, (3) 3 h
at 360°C, and (4) 7 h at 360'C. Figure 5 shows
the distributions in maximum power (after sinter-
ing) for the different groups of Lopex lithium cells.
The various lithium diffusion parameters produced
similar AMO outputs with the outputs for all the
groups ranging from 29 to 34 mW. This is equi-
valent to an AMO efficiency range of 10. 9 to 12. 8%.
The median efficiency is 11. 9%. These efficien-
cies are the highest obtained on lithium cells thus
far and are comparable to high-quality conventional
N/P cells.
In Fig. 6 the Lopex cells which make up each
group in Fig. 5 are treated as a single group and
the AMO output is compared to a typical AMO out-
put distribution of conventional 10 Q-cm N/P cells.
The lithium cell output is 3 to 10% higher than the
N/P cell output. Even if, for some reason, the
sintering step is eliminated from the process, the
lithium cell outputs are in the same range as the
10 0-cm N/P cells. Figure 7 compares I-V char-
acteristic curves of a typical 10 Q-cm N/P cell,
and a typical lithium cell from this group of 105
lithium cells. These curves show that the high
lithium-doped cell output is due to short-circuit
currents as high as 10 Q-cm N/P cell currents
and higher open-circuit voltages.
Not only has the BC13 diffusion with a 2-min
boron deposition resulted in improved lithium cell
output, but it has also made it possible to fabri-
cate 2 X 2 and 2 X 6 cm lithium cells. Figure 8
shows various sized lithium cells which have been
fabricated. Sample cells, 2 X 2 cm and 2 X 6
cm, which were fabricated from 20 Q-cm crucible
grown silicon and lithium diffused 8 h at 325°C
exhibited efficiencies ranging from 10. 3 to 11. 3%.
V. CONTACT QUALITY
In order to evaluate Ti-Ag contact integrity,
lithium-doped P/N cells were subjected to humidity
and peel testing.
The humidity test consisted of exposing lith-
ium cells with soldered contacts to 30 days of 90%
relative humidity at 45°C. The cells were mea-
sured at 25°C in 100 mW/cm2 tungsten light
source before and after thirty days of humidity ex-
posure. The cells exhibited 2. 5 to 3. 5% short-
circuit current degradation, 0 to 2% current deg-
radation at 450 mV, and no open-circuit voltage
degradation. Peel tests were performed on these
same cells after humidity exposure. The test
consisted of soldering wires to both front and back
contacts and pulling at a 90-deg angle to the cell
surface until contact failure. The ten samples all
exhibited peel strengths of 500 to 1000 g for both
front and back contacts.
A tape peel test is also used to test contact
integrity on unsoldered cells. Scotch brand ad-
hesive no. 810 is applied to both front and back
surfaces of the cells. If the contacts are weak,
they will peel off with the tape. This test is used
on all lithium cells fabricated and the failure level
is less than 5%.
VI. CONCLUSIONS
Lithium-doped P/N solar cells meet the basic
requirements of solar cells for space use. The
efficiencies of the Lopex lithium cells which range
from 10. 5 to 12. 8% are equal to or better than
C. G. lithium cell and 10 0-cm N/P cell efficien-
cies. Reduction in the stresses introduced during
boron diffusion has eliminated cell size restric-
tions and both 2 X 2 and 2 X 6 cm lithium-doped
cells have been fabricated. The Ti-Ag contacts
which are tested 100% with a tape peel test, and
pull tested and humidity tested on a sample basis
are comparable to the Ti-Ag contacts on N/P
cells.
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425 5 25. 8 to 27. 3
425 5 60 29.2 to 29.4
425 5 120 30.4 to 30. 6
425 90 - 25.5 to 27. 0
425 90 60 2 6 .7 to 2 7 .6
425 90 120 2 8 .3 to 2 9.3
Table 2. Electrical characteristics of 1 Q-cm P/N cells (no lithium)
BC13 (no 02) BC1 3 (with 0 )
Description 2-min deposition 2
range (median) range (median)
AMO output, mW 28 to 33 25 to 28
(30. 5) (26. 9)
V , mV 600 to 625 570 to 600
oc (615) (590)
Series resistance, 0.2 to 0. 5 0.4 to 1.0
__ (0.3) (0.8)
Table 3. Electrical characteristics of lithium-doped P/N cells




2 min 8 min
I , mAa 6 3. 5 to 6 6 . 0 48. 0 to 59. 0
sc (65.0) (51.0)
I (AMO), mA 69. 0 to 71. 0 60.0 to 66. 0
(70. 4) (613. 7)
(Voc)b mV 571 to 612 552 to 595
.- (595) (578)
Output (AMO), mW 27. 6 to 31. 7 23. 6 to 28. 8
(29.5) (26. 5)
a.
Measured in a tungsten light source at an intensity of 100 mW/cm .
bMeasured at 25°C.
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Fig. 1. Maximum" power distributions for 1 -cm P/N cells diffused with two different boron diffusion
techniques (measured at 25°C in solar simulator at 140 mW/cm2 intensity)
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Fig. 2. Comparison of short-circuit current of lithium cells as a function of boron deposition time
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Fig. 3. Comparison of short-circuit current of lithium cells as a function of boron deposition time
(measured at 25°C in solar simulator at 140 mW/cm Z intensity)
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Fig. 4. I-V characteristics curves of a typical lithium cell before and after sintering
(measured at 25°C in solar simulator at 140 mW/cm 2 intensity)
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3h 360QC 35 CELLS
24
7h 360°C 29 CELLS
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Fig. 5. Maximum power distributions of Lopex lithium fabricated for Lot 11 (measured at 25°C in solar
simulator at 140 mW/cm 2 intensity)
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Fig. 6. Comparison of sintered and unsintered Lopex lithium cell output distributions to a typical
10 Q-cm N/P cell output distribution (measured at 25'C in solar simulator at
140 mW/cm2 intensity)
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I. INTRODUCTION
This paper outlines the progress made in the
past year in the understanding and performance of
lithium-doped solar cells.
II. SURVEY OF 1970 PRESENTATION
In the corresponding presentation a year ago
(Ref. 1), the following achievements were reported:
(1) Improved boron diffusion methods, espe-
cially the use of reduced tack-on boron
trichloride cycles, were developed.
These methods had led to improved out-
put from cells, especially when oxygen-
lean silicon was used. Thus, the full
capability of the several forms of silicon
crystal growth was available for exploring
a wide range of possible recovery times
and degrees of cell stability.
(2) The lithium diffusion cycles used were
predominantly with a single time cycle
and with diffusion temperatures below
425°C, extending as low as 325°C.
(3) The cell output resulting from the com-
bination of these boron and lithium diffu-
sion methods was higher, as shown in
Figs. 1 and 2, where the cumulative
power distributions for JPL shipments
C-11 and C-12 are shown.
(4) The lithium distribution throughout the
cells was better understood by combining
resistance probing, which gave the donor
concentration in the bulk of the cell with
capacitance-voltage analysis. This
analysis explored the donor concentration
very close to the PN junction. The dis-
tributions resulting from five different
lithium diffusion schedules are given in
Fig. 3 (bulk distribution) and Fig. 4
(distribution near the PN junction).
III. SURVEY OF WORK SINCE 1970
The work reported here has extended the re-
sults summarized in the foregoing in the following
areas:
A. Cell Fabrication Sequence
The main fabrication steps required for cell
fabrication (silicon growth, cutting, surface prep-
aration, boron diffusion, lithium diffusion, con-
tact application, coating application) have consid-
erable interactions. Also the order of the
fabrication processes can affect cell performance,
often to a greater extent than anticipated. To
illustrate the effects of the order, if contacts are
applied to the front (boron diffused) P+ surface
before lithium diffusion, fairly severe heating
cycles can be used to sinter the contacts. How-
ever, both these front contacts (and the antire-
flective coating, if present) can be attacked by
lithium during its application and the diffusion
cycle unless the lithium source is sufficiently
diluted.
On the other hand, if the lithium is diffused
first, there is no attack of the front contact and
coating, and in addition, the P+ layer can be
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protected from possible interaction with the lith-
ium. However, the range of sintering cycles
available is now restricted to those which do not
cause appreciable disturbance of the lithium con-
centration in the cell. Evaluation work reported
by RCA (Ref. 2) showed good correlation between
cell recovery time after irradiation, and the lith-
ium concentration gradient near the PN junction.
Thus, it is particularly important that the sinter-
ing cycles do not change this lithium gradient
significantly.
In other words, the cell performance before
irradiation may be relatively insensitive to the
differences in lithium distribution. In addition,
tests using thin slices (approximately 7 mils)
showed that the redistribution cycle could lead to
severe cell degradation as a result of excess lith-
ium present in the PN junction depletion region,
although the average lithium level was low through-
out the N region.
D. Lithium Distribution
Work in.the past year has shown that it is pos-
sible to apply contacts and coating after lithium
diffusion to obtain good electrical output and satis-
factory contact adhesion by sintering for short
times at temperatures less than the lithium dif-
fusion temperature.
The effect of more severe sinter cycles on the
lithium distribution is also being investigated
quantitively.
B. Lithium Application
The paint-on lithium method provided well-
controlled groups of cells (e. g. , Figs. 1 and 2)
despite apparent disadvantages in lack of uniform-
ity. However, for consistency in larger scale
fabrication of cells, vacuum evaporation of lith-
ium metal was reevaluated. This reevaluation
was prompted by several changes of cell design,
all reducing some of the previous difficulties
found with lithium evaporation. These favorable
design changes included the need for less lithium
in the cells than in previous years, and the use of
lower lithium diffusion temperatures. Also the
altered sequence described in the foregoing Sub-
section A, with contacts and coating applied last,
allowed protection of the front cell surface during
the lithium diffusion. Many of the cell groups pre-
pared using lithium evaporation have shown satis-
factory close distribution of cell parameters and
lithium concentrations,
Some of the evaporated lithium groups had
wide spread in all parameters. Systematic tests
showed where the evaporation method was
technique-dependent, and allowed greater control
to be imposed. In analysis of these wide-range
groups, the methods developed to test lithium
distribution proved to be effective over the whole
range.
C. Lithium Diffusion Cycles
This year's work has concentrated on the
range of temperatures from 375 down to 325°C,
with various times from 2 up to 8 h at these
temperatures.
Two-stage diffusion cycles, e. g. , those com-
bining a tack-on followed by a redistribution cycle,
are now considered to be inherently more difficult
to control. First, the lithium concentration must
be controlled on application; later the amount of
the initial source left after tack-on must also be
closely controlled. Also, these two-stage cycles
often involve longer times at a given temperature
than a single cycle, with more chance of variations
occurring. At the lower lithium levels now being
used, it is possible for the wide spread in lithium
characteristics during the two cycles to be masked
by the general improvement in cell characteristics.
More information and insight has been added
to the way in which the lithium is distributed and
the resultant effects on cell properties.
1. Surface concentration (Cs). The buildup
of the lithium concentration at the back surface
where the lithium was applied, was measured as a
function of time at various temperatures.
Figure 5 shows the measured values. Quali-
tatively, the results are as expected, with a grad-
ual buildup of C s for longer times, to a maximum
value - the rate of increase and the maximum
value being higher for higher temperatures.
Two other features were noted. First, the
buildup was slower than expected, often requiring
around one hour to reach the maximum C
s
value.
Second, after the saturation region, C s decreased
for longer diffusion times. The points shown on
Fig. 5 for times greater than 2 h are those calcu-
lated for the C13 cells, discussed in Section El
following.
2. Concentration near the PN junction.
Theoretically, both the lithium concentration and
its gradient at any plane in the cell, including the
important region near the PN junction at the front
of the cell, are both directly proportional to C s .
However, as Figs. 3 and 4 showed the lithium
concentration gradient near the junction must be
much increased over the theoretical value in order
to give concentrations which agree with those cal-
culated from C-V measurements. Gradients up
to seven times the theoretical value have been
measured. The cause of this increase and the
associated lower concentration at the junction are
believed to be the perturbation of the theoretical
lithium distribution by the electric field in the
junction depletion region, which assists the flow
of lithium into the P+ layer.
The changes in lithium distribution were fol-
lowed by measurements on samples diffused at a
given temperature for several different times.
Figure 6 shows the results of such a test. The
lithium buildup at the PN junction was followed by
capacitance measurements. For the three shorter
times, no measurable increase at the junction was
observed in keeping with the theoretical curves
shown. The two longer times are seen to give
increases in lithium near the junction. The
changes needed in the theoretical distribution are
shown by the dotted lines. Good consistency
between measured and theoretical lithium distri-
butions was obtained if the dotted line changes
occurred over a distance around 20 JLm.
3. Changes in concentration with diffusion
time. The trend noted in the foregoing Subsection
D(1) for the C
s
value at a given temperature to
decrease steadily with diffusion time gave
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increased spread in C s values. This, in turn, led
to increased spread toward lower values of lithium
concentrations and gradient near the junction.
Although the cause of these changes was first
sought in effects near the junction, the C s mea-
surements showed that the likely cause was the
decrease in C s resulting from depletion of the
lithium source.
This depletion can be reduced by controlling
the amount of lithium deposited or by modification
of the diffusion procedure to minimize losses. In
the following Subsection EZ the cell parameters
resulting from wide variation in C s are compared
to the tighter grouping obtained when the lithium
source depletion was reduced.
E. JPL Shipment C13
This shipment consisted of ten groups, each
with thirty cells. The lithium diffusion schedules
used were between those used for Cll and they are
shown in Table 1. At each diffusion temperature,
the lithium was applied to batches of slices and the
diffusion was performed on a split boat, allowing
withdrawal of the shorter time group first, leaving
the longer time group in the furnace. The differ-
ences in cell properties for both short and long
time diffusions showed more correlation with the
separate batches, showing that the main variable
was in the paint-on lithium application. The
fabrication sequence applied front contacts and
coating before lithium diffusion.
In general, the cells showed good control and
good I-V performance. The controlling variable
was the diffusion time. Figure 7 shows the average
values of Pmax, Voc, Isc, and capacitance for the
thirty cell groups inC13. Pmax varies over about
4%. Voc and Isc show slightly larger ranges (up
to 5. 5%) but their out-of-phase variations led to
reduced spread in Pma,,. Also Voc and capaci-
tance vary in phase, the spread in capacitance
being up to 30%.
Figures 8 and 9 show in more detail some of
the parameters for the C13 groups. In these fig-
ures, average values and the spread in the groups
for Pmax, Voc, capacitance, and donor concen-
tration gradient near the junction are plotted as a
function of increasing diffusion time. The Pmax
values are satisfactorily high and tightly grouped.
The other parameters all show a trend toward
lower values and larger spreads at the longer time.
These two figures show that the I-V characteristics
can have small spread, but may be associated with
larger spread in the lithium concentration or its
gradient.
Figure 10 plots the cumulative percentage of
Pmax, averaged for all 300 cells in C13 with the
upper and lower thirty cell groups shown also.
For comparison, the distribution for C12 is given.
This figure shows that the general level of cell
output was good.
Figure 11, for ten cells in C13G and C13H
shows good correlation between Voc and the lith-
ium concentration and concentration gradient near
the junction, calculated from capacitance measure-
ments. For C13G, the shorter time diffusion, the
grouping is tighter and both Voc and the lithium
parameters are higher. Even for cells with less
lithium, the Voc values are generally high, and
this figure shows that greater resolution of the
underlying correlations is now feasible.
Figure 12 plotted for 100 cells, ten in each
C13 group, shows that Voc is approximately pro-
portional to the logarithm of the lithium concen-
tration. The estimated slope of the curve is
approximately 0. 026 V-1, a value expected if the
PN junction is operating at current levels where
it approaches diode diffusion theory operation.
The total spread in Voc is around 5%, whereas the
total spread in concentration is 400%.
Table 2 lists the values of surface concentra-
tion calculated for each of the C13 groups. These
C s values were obtained by combining the lithium
concentration and concentration gradient near the
PN junction (estimated from C-V methods). As-
suming the gradient occurred for a distance of
20 pim from the junction, a value of lithium con-
centration was obtained at this 20-[im plane. Then
the theoretical distribution was extrapolated from
this plane to the back surface to give the Cs value.
The groups in Table 2 are plotted in increasing
order of diffusion time, and show the steady fall-
off of C s.
In summary, C13 provided 300 cells of good
output, but with sufficient differences between the
groups to show that diffusion time was a more
important controlling parameter than had been
suspected earlier. To reduce the effects of source
depletion at the longer times, a later shipment
(C15) was planned to include both paint-on and
evaporated sources, to check that the source
depletion was reduced for the more concentrated
source.
1. JPL shipment C14. The intention in C14
was to compare oxygen-rich (C. G. ) silicon and
oxygen-lean (Lopex) silicon in two of the lower
temperature single time cycles. Also lower
resistivity Lopex silicon (15 l2-cm) was used to
check if the five-fold increase in background con-
centration was of advantage for higher fluence
irradiations. The fabrication sequence for C14
applied lithium before any contacts or coatings
were present. Table 3 gives details of the silicon
and lithium cycles used.
Figure 13 gives the average values and the
spread of Pmax, Voc and capacitance for the C14
groups. The general level of Pmax (and Voc) was
good. For a given lithium cycle, the C. G. silicon
cells had higher Voc (and Isc) than the Lopex cells.
However, this higher Voc was accompanied by the
lower capacitance (and thus lower lithium concen-
tration near the junction) usually found for C. G.
silicon. This lower capacitance can explain the
higher Isc values obtained for C. G. silicon, but
does not explain the Voc differences. In this case,
the differences in silicon grown by the two methods
have more effect on I-V characteristics than the
differences obtained in lithium concentration.
2. JPL shipment C15. The purpose of C15
was to compare three different silicon ingots using
either paint-on or evaporated lithium sources for
each group and a diffusion schedule similar to those
used in C13. A schedule of 350°C for 240 min was
chosen; and in addition, a group of C. G. cells was
fabricated using the evaporated source and 350°C
for 480 min to check if the lithium depletion was
reduced for the longer diffusion time.
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Table 4 shows details of the C15 groups.
Figure 14 plots the average values and the
spread for the various C15 groups. Again, the
overall level of Pmax is good and, as seen in Cl 
and C14, the Pmax values for C. G. silicon are
slightly higher than those for Lopex cells. There
is no significant difference in these preirradiation
measurements between the medium and high resis-
tivity Lopex groups. Also, as for C14, the lithium
concentration near the PN junction, as measured
by capacitance, was higher for the Lopex ingots.
The overall spread is not markedly lower for
the lithium evaporation groups, possibly because
the diffusion time is not long. However, the
spread in Pmax and especially in capacitance for
the 8-h diffusion group C15G was much lower than
obtained for the longer time C13 groups. This
shows that lithium depletion has been minimized by
the more concentrated source.
During fabrication of the evaporated lithium
groups, some batches showed signs of severe lith-
ium depletion. These signs included both serious
reduction in Voc (with accompanying higher Isc)
and low capacitance values often near the level
found for cells made with no lithium. Resistance
probe measurements showed that the lithium con-
centration was much reduced for these batches.
These tests showed that lithium evaporation was
technique dependent. Using improved techniques
mainly in reducing the interaction of lithium and
silicon before the slices were placed in the dif-
fusion furnace, gave increased lithium concen-
trations with very closely grouped sets of param-
eters. Figure 15 compares the spread of three
cell parameters, Voc, capacitance and Pmax for
three different conditions of lithium application -
namely paint-on, lithium evaporation with varying
interaction, and well-controlled lithium evapora-
tion. The silicon used for these three tests was
the same (Lopex, 75 Q-cm) as was the lithium dif-
fusion schedule at 3500C for 240 min. The paint-
on source again shows tight grouping of Pmax and
Voc with a wider spread in capacitance. The less
controlled evaporation group had lower values for
Pmax, Voc, and capacitance with wide spreads.
The well-controlled evaporation group had high
values with small spread for all parameters.
F. More Complex Structures
The present design of lithium cell with suitably
chosen silicon and lithium diffusion conditions can
give cells with good performance for many possible
missions. Any further complexity added to the
cell design must be justified by the more severe
conditions imposed by particular missions.
The study of two of the possible complexities
needed to maintain cell stability following high
fluence irradiation has been continued this year.
1. Use of additional N + layer at the back
surface. This layer, using donors other than lith-
ium, has been used particularly with oxygen-lean
silicon to reduce the back contact resistance.
However, as will be noted in the following Sub-
section G1, present contact resistances are satis-
factorily low. More tests are needed to check the
threshold fluence at which carrier removal by
lithium depletion (occurring during the recovery
phase following irradiation) increases the contact
resistance appreciably.
2. Use of additional N + layer near the front
surface. Past results have shown that this layer
can increase the stability of the PN junction when
lithium carriers are removed following high
fluences. Again tests are needed to find the
threshold fluence which makes this N+ layer neces-
sary. The threshold fluence will be higher as the
starting donor concentration is increased. Thus
comparison of the C15 Lopex groups will be of
inte rest.
The other possible use of the front surface N+
layer is to control the final distribution of lithium
near the PN junction after the lithium diffusion
cycle. Tests in progress will show if any advan-
tageous distributions can be obtained.
3. Front surface introduction of lithium. In
the past year, tests continued on the possible
merits of introducing lithium through the front
surface of both P/N and N/P cells. The cells
made to date with this method did not show any
advantages over the conventional design cells.
G. Other Topics
1. Contacts. For the levels of lithium used
in the past year, Ti-Ag contacts have given curve
fill factors (CFF) values between 0. 70 and 0. 76.
The sequence used for shipment C13 (front con-
tacts applied before lithium) generally gave CFF
around 0. 72. The later shipments C14 and C15,
where both contacts were applied after lithium
diffusion, had CFF around 0. 74 with minimum
lithium depletion at the back surface, CFF > 0. 75
have been obtained. This lessens the need for an
extra N + layer at the back surface to reduce con-
tact resistance.
Evaluation of various contact sintering cycles
is in progress. The cycles will be compared for
adhesion of the contacts, the effects on the I-V
characteristics of the lithium cells, and the effects
on lithium distribution within the cells.
2. Improved antireflective coatings. Im-
proved coatings, using double layers of dielectrics
have given slight increase (2%) in the output of
lithium cells. The increase was less than that
obtained on N/P cells because present lithium cells
already have a form of double-layer coating.
3. Maximum output versus lithium concen-
tration. A search was made for the highest Pmax
values obtained for different lithium concentrations
near the PN junction. The curve joining the pairs
of corresponding points for all the cells measured
is given in Fig. 16. For lithium concentrations
around 5 X 1014 cm-3 , Pmax = 33 mW is possible
for 2-cm 2 cells. 31 mW was obtained for 1015
lithium atoms cm-3 for C. G. silicon, and for >1015
lithium atoms cm-3 for Lopex silicon. This figure
shows the current feasibility of reaching an opti-
mum trade off between Pmax and recovery
characteristics.
IV. SUMMARY
This year has shown further improvement in
the performance and understanding of lithium cells.
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They have proved to be superior to N/P cells for
several possible missions, particularly when ener-
getic heavy particles (protons or neutons) are a
significant fraction of the bombarding particles.
The high output and repeatability are obtainable
from both oxygen- rich and oxygen-lean silicon.
The precision of analysis of cell behavior has been
improved.
The analytical techniques developed will allow
even further control of the lithium distribution,
aiding in closer grouping of both pre- and post-
irradiation performance.
The fabrication sequence alterations have led
to higher cell output, better appearance, and in-
creased contact strength.
The present methods of fabrication and anal-
ysis are well suited to beginning the evaluation of
possible pilot-line scaling up.
There is still a need for a figure of merit to
allow assessment of the radiation capability of the
cells. Before lithium cells are used in large
numbers, they must pass a relatively simple test
to prove that all the cells on the array will degrade
and recover in a similar fashion. At present, the
test suggested by RCA (Ref. 2), wherein the lith-
ium concentration gradient is measured, provides
the best figure of merit, but further tests are
necessary.
As shown in Fig. 15, there is still some room
for improvement in the cell output for a given li-
thium concentration. It will be of interest to see
if other papers on irradiation effects substantiate
the optimism that the cell fabricators have re-
garding lithium cells.
REFERENCES
1. Iles, P. A. , "Progress Report on
Lithium-Diffused Silicon Solar Cells" in Proceed-
ings of the Third Annual Conference on Effects of
Lithium Doping on Silicon Solar Cells, Jet Pro-
pulsion Laboratory, Pasadena, Calif., April 1970.
2. Faith, T. J., Corra, J. P., and Holmes-
Siedle, A. G., "Room Temperature Stability and
Performance of Lithium-Containing Solar Cells -
An Evaluation," in the Conference Record of the
Eighth IEEE Photovoltaic Specialists Conference,
Seattle, Wash. , August 1970.
ACKNOWLEDGMENT
We would like to thank NASA and JPL for their
support under Contract No. 952546 and Mr. Paul
Berman for his technical support.
JPL Technical Memorandum 33-491 17
Table 1. Lithium diffusion schedules for C11 and C13











































Table 2. Surface concentration of lithium for C13 groups
Cell group Temperature, °C Time, min Calculated Cs, cm
17
C13A 330 180 1.3 X 10
C13C 340 180 1.7 X 1017
C13G 360 180 1.6 X 10 
C13I 370 240 0.95 x 1017
C13E 350 300 1.2 X10
17
C13F 350 300 1.2 x 10
C13J 370 360 0.75 X 1017
C13B 330 420 0.70 x 1017
C13D 340 420 0.50 X 10
C13H 360 420 0.65 x 1017
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Diffusion t Diffusion time, min
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Table 3. Details of JPL shipment C14
Cell group No. of cells Silicon used Lithium diffusion
C14A 30 Lopex- 15Q1-cm Paint on at 375°C for 180 min
C14B 30 C. G. - 30 Q-cm Paint on at 375°C for 180 min
C14C 30 Lopex- 15Q-cm Paint on at 350°C for 300 min
C14D 30 C. G. - 30Q-cm Paint on at 350°C for 300 min
Table 4. Details of JPL shipment C15
Cell group No. of cells Silicon used Lithium diffusion
C15A 30 Lopex- 15 Q-cm Paint on at 350°C for 240 min
C15B 30 Lopex- 15 2-cm Evaporated at 350°C for 240 min
C15C 30 Lopex-75 1Q-cm Paint on at 350°C for 240 min
C15D 30 Lopex-- 75 2- cm Evaporated at 350°C for 240 min
C15E 30 C.G. -30 2-cm Paint on at 350 C for 240 min
C15F 30 C.G. -- 30 2-cm Evaporated at 350°C for 240 min
C15G 30 C.G. -30 2-cm Evaporated at 350°C for 480 min
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Fig. 1. Cumulative Pmax distribution for JPL shipment C11
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Fig. 2. Cumulative Pmax distribution for JPL shipment C12
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Fig. 3. Donor concentration profiles (in the bulk) for
various lithium diffusion schedules
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Fig. 4. Donor concentration profiles (near the P/N junction)
for various lithium diffusion schedules
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Fig. 5. Build-up of surface concentration of lithium for increasing
time at various temperatures
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Fig. 6. Changes in lithium concentration profile and the values
measured at the P/N junction as the diffusion time at
330°C was increased










Fig. 7. Average values for Pma,, Voc, Isc, and capacitance
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Fig. 8. Average values and spread for Pmax, Voc, and capacitance for the
C13 groups, plotted as a function of diffusion time
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Fig. 9. Average values and spread of donor concentration gradient at the
P/N junction, for the ten C13 groups, plotted as a function of
diffusion time
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Fig. 10. Cumulative Pmax distribution for total and extreme groups in C13
(C12 shown for comparison)
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Fig. 11. Voc plotted versus capacitance and
lithium concentration gradient near
the junction for two 10-cell groups
in C13
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Fig. 13. Average values and spread of Pmax, Voc, and
for C14 cell groups
capacitance
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Fig. 14. Average values and spread for Pmax, Voc, and capacitance
for C15 cell groups
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Fig. 15. Histogram plots of Voc, capacitance, and Pmax for three different conditions of lithium
application in two C15 groups
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Fig. 16. Highest observed pairs of values for Pmax and lithium concentration
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AIR FORCE/ION PHYSICS HARDENED
LITHIUM DOPED SOLAR CELL DEVELOPMENT
A. Kirkpatrick, F. Bartels, C. Carnes,




Ion Physics Corporation (IPC) is working under
Air Force Contract F33615-70-C-1491 to develop
a lithium-doped solar cell hardened against both
space radiation and nuclear weapons burst environ-
ments. Performance objectives for the hardened
cell are sufficiently severe that they are not met
by any of the lithium cells which have been reported
on to date. IPC is developing a cell structure de-
signed to meet these program goals. The first
12 months of the 24-month program have involved
development of elements of the cell structure. The
completed structure is now to be assembled and
optimized.
II. THE IPC CELL STRUCTURE
Because the performance characteristics of
the lithium-doped solar cell are determined by the
concentration profile of lithium throughout the cell,
IPC is attempting to develop a structure allowing
independent control over profile shape in the base,
concentration in the base and profile in the vicinity
of the junction.
The IPC cell is illustrated in Fig. 1. The cell
is 10 mils thick and has 5- 1 lm aluminum contacts.
Base material is 20 f-cm phosphorus-doped sili-
con with <100> orientation. The cell is a P+ N+
NN+ structure in which the N+ phosphorus-doped
region completely encloses the base N region.
Purpose of the N+ region at the front below the P+
layer is to reduce diffusion of lithium into the P+
layer and to prevent widening of the space charge
region due to lithium depletion after irradiation.
The N+ layer at the cell back prevents outdiffusion
of lithium and insures low resistance ohmic
contact.
The cell is fabricated in the following
sequence:
(1) The silicon wafer is diffused at 1000°C
with PH 3 to produce the back N+ layer.
(2) The front P+ layer is produced by dif-
fusion at 950°C with BZH6 .
(3) The cell is sized using an orientation
dependent etch which leaves <111> planes
as the cell edges.
(4) Phosphorus is ion implanted from the
front to produce the buried N+ layer
which also extends down the cell edge
surfaces.
(5) Lithium is introduced through the back
surface by ion implantation and is dis-
tributed through the cell using conventional
elevated temperature distribution cycles.
(6) Aluminum contacts and antireflection
coating are applied.
A. Lithium Implantation
Implantation of the lithium is fundamental to
the IPC cell design. In the implantation process a
high energy beam of the desired ion is formed,
analyzed and rastered over the surface to be
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implanted. The number of ions introduced is
measured directly by integration of total charge
collected at the substrate. Typically IPC used
250 keV Li 7 which penetrates approximately 1 FLm
into the silicon.
Implantation of the lithium offers many im-
portant advantages over other lithium introduction
techniques:
(1) The amount of lithium introduced is
precisely controlled and is uniform and
reproducible.
(2) The amount of lithium introduced is
independent of the distribution
temperature.
(3) No surface treatment is required after
implantation as there is no surface
residue, surface etching or pitting.
Following implantation, the lithium is distrib-
uted using distribution cycles approximately
equivalent to those employed with diffused lithium
cells. During distribution a large portion of the
implanted lithium is lost from the back surface of
the cell. The N+ barrier layer at the back surface
into which the implant is made reduces this loss by
more than an order of magnitude. Shown in Fig. 2
are experimental lithium profiles after distribution
at high temperature of cells with and without the
N+ barrier. Because IPC is able to "count" every
lithium ion introduced into the cell, it is possible
to determine from each profile a "utilization
fraction," f, which is the fraction of initially im-
planted lithium remaining after distribution.
Typically for implants at 250 keV into the N+
barrier with distribution times of the order of
hours at 450°C or below this fraction ranges
between 0. 02 and 0. 03.
Desired cell base lithium concentrations
averaging slightly above 1016 cm-3 are obtained by
implanting 1 X 1016 lithium ions cm- 2 . This level
can be produced in about 2 min per cell from the
IPC research implantation facility. As seen in
Fig. 3, the lithium concentration throughout the
base can be varied almost linearly with implant
fluence.
The N+ layer at the back surface into which
the lithium implantation is made has an additional
important function. Ion implantation into a crystal
lattice causes structural damage which for most
applications is then annealed at elevated tempera-
tures typically in the range of 700°C and above.
When lithium is implanted into silicon, the lattice
damage which occurs is not completely annealed
at temperatures below 450°C. Short 5-min anneals
at 700°C are sufficient but could cause reproduci-
bility problems with the lithium profile. If the
implantation is made into 20 l-cm silicon without
an N+ surface layer and adequate anneal is not
provided, the resulting solar cell has high series
resistance of several ohms. However, when the
implant is made into the heavily doped N+ layer,
it is found that no anneal is required to insure
good ohmic contact and low series resistance.
B. The Implanted Phosphorus Front Barrier
In order to reduce lithium diffusion into the P+
region and to prevent widening of the junction
space-charge region due to lithium depletion after
irradiation, IPC will implant a thin N phosphorus
layer immediately below the front P+ layer. With-
out this N+ barrier it is possible to control shape
and concentration of the lithium profile through the
base but desired control over the lithium profile
in the junction vicinity is dependent upon use of the
barrier. This barrier is the only component of
the planned structure on which development has
not yet been successfully completed.
Desired concentration profiles near the junction
are illustrated in Fig. 4. Phosphorus is implanted
at 200 to 300 keV to penetrate approximately
0. 15 Bm below the junction and to produce a peak
concentration of approximately 101 6 cm-3. The
phosphorus N+ region below the P+ surface layer
is to act as a barrier to reduce loss of lithium
into the P+ layer sink during distribution and con-
sequently to provide control of the lithium level.
Peak concentration in the N+ layer is selected to
be approximately equal to the lithium level in the
vicinity of the junction and should serve as a
barrier to lithium diffusion until concentration
reaches this level. If the phosphorus concentra-
tion is made much higher than the required lithium
level, the N+ region will retard flow of holes to
the junction and will reduce cell performance.
Investigation of the front barrier is proceed-
ing. Results to date have been inconclusive. With
a few exceptions, cells having the front barrier
have shown losses in Voc of 30 to 100 mV relative
to otherwise identical cells without the barrier.
Some cells have shown evidence of high junction
vicinity lithium concentration and low concentra-
tion gradient, but these results have not been
consistent or reproducible.
III. PRESENT STATUS
A first lot of 110 crucible-grown silicon cells
has been fabricated without the front N + barrier.
Lithium implant fluence was 1 X 1016 cm-2 at
250 keV followed by 450°C 120-min distribution.
Layer stripping showed lithium utilization fraction
of 0.028 with a profile peak of 1. 3 X 1016 cm-3 .
Median maximum power of these 10-mil thick
aluminum contacted cells was 58 mW.
Introduction of lithium by ion implantation
eliminates reproducibility and surface problem
deficiencies of other introduction techniques.
Implantation has been demonstrated to make pos-
sible a degree of control over the cell lithium
content which has not previously been available,
Front barrier development remains to be com-
pleted. Successful development of the barrier will
make available the freedom to select optimum
lithium concentration throughout the cell, including
in the vicinity of the junction.
JPL Technical Memorandum 33-49132
BORON DIFFUSED
P+ LAYER
<100> / IMPLANTED PHOSPHORUSt ~ / N+ LAYER
<111> /
10-mil LITHIUM-DOPED N REGION \
PHOSPHORUS DIFFUSED
N+ LAYER














! :: : 1 . r : !: : t__ _ :-: : : !
...._ :_ :_:WITH N+ LAYER f f=0.043, .. i__ .'-
~__-- ... I t i .t-7 _
: · 77 -- : i. . :. 
- .'I _ WITHOUT N+ LAYER[ i4f 0.002_ -....




-:.--, --- - - - -_
SILICON <100> C.G. 
_ -i LITHIUM IMPLANT 1 x 1016 cm 2
I - 300 keV 
DISTRIBUTION: 700°C 5 min
0 2 4 6 8 10 12
DEPTH FROM CELL BACK, mils
Fig. 2. Effect of back N + layer on lithium profile




5x1022 ! i i
: r: ::=-' :- .-i.::-:-- i:
l. -- -t _- - !
__ 17 _, 7 ____ 1 ,__ i7Ii
_ 1 ---I-_ i- -- ~ l $'1' 2
IMPLANT FLUENCE 1 x 10 cm
io22 -- if 0.026 -;
10
_ _:: - -- - ' : -__
o ILT------ - F c --E---
2 -, i f = 0.021
u .. .t ' _
z --- - 7- 7 _- !7
l:i' I . !N .. ...
2 -DISTRIBUTION 425°C/200 mn 
1021
DEPTH FROM CELL BACK, is. : : 
Fig. 3. Effect of implant :::fluence on profile:
-_ _. --- -- T -- ITT!-" 1 - ,
........ i ..... _-' ,- . . . ...... , i--. ... .
102 0 I' ' i - ' - .- '-': ....
1022
Z _ . DIFFUSED BORON P+
U
z





1014 _ ____ _ I I _
0 1 2 3
MICRONS FROM FRONT SURFACE
Fig. 4. Planned concentration profiles
JPL Technical Memorandum 33-49134
•1
DEPENDENCE OF DEFECT INTRODUCTION ON TEMPERATURE
AND RESISTIVITY AND SOME LONG-TERM ANNEALING EFFECTS
G. J. Brucker
Astro-Electronics Division of RCA
Princeton, New Jersey
I. INTRODUCTION
The effort reported here represents data which
was obtained after the termination (June 1970) of
our contractual investigation of lithium properties
in bulk-silicon samples before and after irradia-
tion. The objective of this phase of the study was
to obtain the analytical information required to
characterize the interactions of lithium with
radiation-induced defects in silicon, and hopefully
to develop a model of the damage and recovery
mechanisms in irradiated-lithium-containing solar
cells. The approach to the objectives was based
on making measurements of the Hall coefficient
and resistivity of samples irradiated by 1-MeV
electrons. Experiments on bulk samples included
Hall coefficient and resistivity measurements
taken as a function of: (1) bombardment tempera-
ture, (2) resistivity, (3) fluence, (4) oxygen con-
centration, and (5) annealing time at temperatures
from 300 to 373 K.
II. RESULTS
A. Carrier Removal
Previous work of several investigators (Refs.
1, 2) demonstrated that the defect introduction
rate in phosphorus-containing silicon decreases as
the bombardment temperature is decreased and
also as the dopant concentration is increased at a
fixed bombardment temperature. One of the
objectives of our study was to determine the de-
pendence of carrier-removal rate in irradiated
silicon on bombardment temperature and lithium
concentration. To achieve this objective, several
Hall bars fabricated from 1500 Q- cmand 5000 Q2 -cm
float-zone refined silicon and from 30 to 50 Q-cm
quartz-crucible silicon were diffused with lithium
to concentrations from 2 X 1020 to 3 X 1023 Li/M 3
and irradiated at bombardment temperatures from
79 to 200 K. The rates of carrier-removal were
determined after each bombardment. These rates
measured in float zone (FZ) silicon after annealing
to a temperature of 200 K versus the reciprocal of
the bombardment temperature are shown in Fig. 1.
Lithium concentrations of the samples used in the
measurements are shown as a parameter. The
carrier-removal rates were normalized at a bom-
bardment temperature of 200 K, and the ordinate
of the curves is labeled as the probability of defect
formation. The curves shift along the temperature
axis toward lower temperatures as the lithium
density is decreased over three orders of magni-
tude. These concentrations of lithium correspond
to resistivities from 0. 03 to 20 Q-cm. This shift
of the temperature dependence portion of the
curves is in qualitative agreement with the pre-
diction of the interstitial-vacancy close-pair
model (Refs. 1,-2) of radiation damage in silicon
at low temperatures. It was previously reported
(Ref. 3) that the saturated value of carrier-
removal rate measured at a bombardment temper-
ature of 200 K appeared to increase with lithium
concentration. This conclusion is in agreement
with the results obtained on the samples containing
concentrations to 3 X 1023 Li/m 3 .
A similar set of curves is shown in Fig. 2 for
the samples fabricated from quartz-crucible sili-
con with lithium concentrations from 2 X 1021 to
3 X 1023 Li/m 3 . The saturated value of carrier-
removal rate obtained for the samples doped
with 3 X 1023 Li/mn 3 is equal to 10 m- 1 which is
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the same value obtained for the samples doped
with 2 X 1022 Li/m3.
B. Annealing Properties-High Lithium
Concentrations
Following the completion of the bombardments,
the float-zone samples doped to 3 X 1023 Li/m 3
were annealed at temperatures ranging from 250 to
300 K. Hall and resistivity measurements were
obtained on these samples as a function of time
and measurement temperature. The time to half
recovery, tR of the mobility (TM = 79 K) was
determined from these annealing cycles, and the
reciprocal of this quantity is shown in Fig. 3. The
error in the measurement is large at the higher
temperatures since the sample recovered to its
original value of mobility in less than a minute at
300 K. Nevertheless, the activation energy deter-
mined from the slope of the curve is 0. 68 eV which
is close to the activation energy (0. 66 eV) for lith-
ium diffusion in oxygen-lean silicon measured by
Pell (Ref. 4) and also reported (Ref. 5) in mea-
surements made on solar cells.
C. Long-Term Annealing Effects
Results reported (Ref. 6) on the long-term
annealing effects in lithium-containing quartz-
crucible and float-zone samples with low lithium
concentrations showed a disturbing property,
namely, the continuous loss of carrier density
(measured at low and high temperature) as a
function of time in irradiated samples annealing
at room temperature. These samples were re-
cently remeasured, and the carrier densities mea-
sured as a function of time are shown in Fig. 4 for
three samples. Two float-zone samples were
doped to a low and a high concentration, respec-
tively, and the quartz-crucible sample contained
a high concentration of lithium. It appears that
the runaway loss of carriers has finally ceased to
occur in the quartz-crucible (>2 yr) and low-
lithium-density sample of float-zone silicon. Thus,
the precipitation-like process which produces a
charge-neutral defect complex and which was pre-
viously postulated (Ref. 6) as one of the annealing
mechanisms appears to equilibrate. The behavior
of the other sample of float-zone silicon is typical
of the more heavily doped samples, namely, an
initial dissociation of defects with an increase of
carrier density, and then they reach equilibrium
over the long-term period.
III. DISCUSSION OF RESULTS
The irradiation temperature dependence of the
production rate of impurity complexes in silicon
has been explained (Refs. 1, 2) by a model based
on the formation of close-spaced interstitial-
vacancy pairs by electron bombardment. This
model yields a probability PC, of vacancy libera-
tion from the interstitial to form vacancy-impurity
defects described by
PC = 1 + g exp · ·F  (1)C [F KT
where g is the ratio of the number of ways the
state can be occupied to the number of ways the
state can be unoccupied, EF(n0, T) is the Fermi
level for electrons which is a function of initial
carrier concentration n o and temperature T, and
EM is the energy level of the metastable interstitial-
vacancy pair. Equation (1) was used in an attempt
to fit the data of Figs. 1 and 2. The preliminary
results indicate that there is not a unique pair of
values for the parameters g and EM which will
satisfactorily fit the data obtained on the float-zone
samples over the three orders of magnitude range
in lithium concentration. The best value of E
appears to be =0. 09 eV, but several values of g
are required to fit the entire range of concentra-
tions. In addition, the values of g are small (as
low as 10- 3 ) and thus not physically reasonable.
This model does not appear to be the complete
description of defect production mechanisms in
lithium-doped float-zone silicon over this range of
concentrations.
The attempts at curve fitting were more suc-
cessful with the quartz crucible samples. In this
case, EM = 0. 07 eV and g = 0. 1 gave a reason-
able fit over the two orders of magnitude in lithium
concentration of these samples. This higher value
of g is more physically reasonable, and the lower
value of EM is in agreement with the value used by
previous investigators (Ref. 1) in fitting their data
on phosphorus-doped silicon. Our investigations
have shown (Ref. 4) that the oxygen-vacancy defect
is the dominating carrier-removal center in the
lithium-containing silicon. Thus, it is reasonable
to expect that these samples would behave simi-
larly to the phosphorous-doped (5 X 1020 P/M3 ,
p = 10 Q2-cm) quartz-crucible silicon as our data
indicates.
The mobility recovery shown in Fig. 3 demon-
strated again in agreement with the detailed mea-
surements obtained on solar cells (Ref. 5) that the
diffusion of free lithium is definitely related to the
recovery process. This conclusion applies to the
short-term recovery period that is within the first
few minutes or hours following bombardment.
The long-term annealing effects shown in
Fig. 4 are important, since they indicated that the
carrier density changes will finally equilibrate in
lightly doped float-zone silicon or in the more
heavily doped quartz-crucible silicon after a suf-
ficiently long annealing time. This behavior is
observed only under the conditions of these irradi-
ations, namely the damage level was not large
compared to the lithium concentrations. The
author and other investigators (Ref. 7) have ob-
served that after large fluences, the loss of car-
riers does not equilibrate, and the samples will
return to the starting resistivity of the silicon
before diffusion with lithium. This applies to both
float-zone and quartz-crucible silicon.
IV. CONCLUSIONS
The simple close-pair vacancy-interstitial
model does not completely describe the dependence
of defect introduction on temperature and resistiv-
ity in lithium containing float-zone silicon. Better
agreement of the model with experimental results
is obtained in samples of lithium-containing quartz-
crucible silicon. Further evidence of the relation-
ship between diffusion of free lithium and recovery
of damage was obtained. This was deduced from
the activation energy for recovery of 0. 68 eV mea-
sured in lithium-containing float-zone silicon.
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Equilibrium and stability of the carrier density is
possible after long-term annealing at 300K in
irradiated quartz-crucible (>2 yr) or lightly doped
(2 to 5 X 1020 Li/m 3 ) float-zone silicon (<1 yr).
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Fig. 1. Probability of defect formation versus
reciprocal bombardment temperature
for electron irradiated float-zone silicon
measured at 79 K after annealing to
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Fig. 2. Probability of defect formation versus
reciprocal bombardment temperature
for electron irradiated quartz-crucible
silicon, measured at 79 K after anneal-
ing at 200 K. Initial lithium concentra-
tion is the curve parameter
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Fig. 3. Reciprocal half recovery time of the
mobility in electron irradiated float-
zone silicon versus the reciprocal
annealing temperature. Measure-
ments of mobility at 79 K. Activation
energy for the recovery process is
indicated. Initial lithium concentra-
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Fig. 4. Carrier density versus time after electron irradiation for samples of float-zone and
quartz-crucible silicon, measured at 300 K. Initial lithium concentration is
indicated for each sample
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JDensity and Fluence Dependence of Lithium Cell Damage
and Recovery Characteristics
T. J. Faith, Jr.
RCA Astro Electronics Division
Princeton, N. J.
ABSTRACT
Experimental results on lithium-containing
solar cells point toward the lithium donor density
gradient dNL/dw as being the crucial parameter
in the prediction of cell behavior after irradiation
by electrons. Recovery measurements on a large
number (180) of oxygen-rich and oxygen-lean
lithium cells fabricated by all three manufacturers
have confirmed that cell recovery speed is directly
proportional to the value of the lithium gradienrt for
electron fluences ranging from 3 X 1013 e/cm ~ to
3 X 1015 e/cm 2 . An approximate relationship
between the time to half recovery, 0, (at room
temperature) the lithium gradient, dNL/dw, and
the l-MeV electron fluence 1' was derived for
oxygen-rich cells:
8 dNL/dw = 2.7 X 1012- 0.57 days/cm 4
which holds for the entire range of fluences tested.
For oxygen-lean (Centralab and Heliotek) cells the
relation
e dNL/dw = 8.5 X 108 0. 61 days/cm4
holds up to 1 X 1015 e/cm 2 , above which a more
rapid increase with fluence occurs, probably due
to the greater significance of lithium depletion
during irradiation. A similar relationship holds
for oxygen-lean Texas Instruments cells, but with
a proportionality constant approximately ten times
that of the cells from the other manufacturers.
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Seventy oxygen-rich (C13) cells with initial
performance significantly above a group of com-
mercial 10 R-cm n/p cells were recently irradi-
ated to fluences ranging from 3 X 1013 to 3 X 1015
e/cm2 . Through pre-irradiation capacitance
measurements (giving dNL/dw) and pre- and post-
irradiation short-circuit current and diffusion
length measurements, a relationship was derived
between the diffusion length damage constant
before recovery, KL(O), and dNL/dw and O.
KL(O) = 5. 3 X 101 8 (dNL/dw)/ (1 - 0. 063 log 1 0 D)
Gradient measurements have also been cor-
related with lithium diffusion schedules. Results
have shown that long diffusion times (>_5 h) with
a paint-on source result in large cell-to-cell
variations in gradient, probably due to a loss of
the lithium source with time. They also indicate
that this problem can be overcome either by
short diffusion times or by use of an evaporated
lithium source.
I. INTRODUCTION
The principal performance parameters char-
acterizing lithium cell behavior in a radiation en-
vironment are: (1) the initial (pre-irradiation)
performance levels, (2) the rate of cell degrada-
tion or damage constant, (3) cell recovery rate
versus cell temperature, and (4) final photovoltaic
performance after recovery from a given fluence.
Under the present contract, experiments on solar
cells irradiated by l-MeV electrons have been
designed with the aim of eventually relating the
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above performance parameters and the manufac-
turers' fabrication parameters to a set of physical
parameters obtainable through non-destructive
measurements on unirradiated cells. This would
provide the cell manufacturers with: (1) the opti-
mum set of fabrication parameters for a given cell
application, and (2) a set of quality-control tests
that can be integrated into the production line.
In earlier work on this contract the dependence
of recovery rate on cell temperature was obtained
for both oxygen-rich and oxygen-lean lithium cells
through measurements of activation energy for
diffusion-length recovery (Ref. 1). For a given
cell temperature, the recovery rate of short-
circuit current in the 1014 e/cm 2 fluence range
was shown to vary linearly with the lithium density
gradient (Ref. 2) for both oxygen-rich and oxygen-
lean cells. In recent work: (1) recovery rate
versus lithium gradient measurements were ex-
tended to cover the fluence range from 3 X 1013 to
3 X 1015 e/cm 2 ; (2) a relationship between
diffusion-length damage constant KL, lithium gra-
dient dNL/dw, and 1-MeV electron fluence 4 were
obtained through measurements on seventy irradi-
ated cells of lot C13, and (3) pre-irradiation capac-
itance measurements on one hundred C13 cells
established relationship between fabrication param-
eters (temperature and time of lithium diffusion)
and the degree of control of the lithium density
gradient, dNL/dw, near the junction.
II. INITIAL CELL PERFORMANCE
A shipment of one hundred high performance
lithium cells fabricated from quartz-crucible
silicon (lot C13) were recently received from JPL.
They consisted of ten groups (C13A to C13J), ten
cells per group, with varying lithium diffusion
temperatures and diffusion times. Lithium density
gradients were obtained from reverse-bias capaci-
tance measurements (Ref. 3) on all of the C13
cells. Some of the individual groups showed large
cell-to-cell variations in gradient. This finding
and its relationship to the individual cell groups
will be discussed later in the paper; in this section
the cells are divided into three batches according
to lithium gradient, without distinctions between
groups. The three photovoltaic parameters, maxi-
mum power, Pmax; short-circuit current, I sc;
and open-circuit voltage, Voc, are plotted in
Figs. 1, 2, and 3, respectively. For these figures
the cells were divided into batch 1, consisting of
20 cells with gradient ranging from 0. 65 X 1018 to
3. 3 X 1018 cm-4 ; batch 2, with 40 cells ranging
from 3. 3 X 1018 to 9.0 X 1018 cm- 4 ; and batch 3,
with 40 cells ranging from 9. 0 X 1018 to 1. 6
X 1019 cm-4 . 1
The data points appear along the abscissa at
the average value of dNL/dw for the batch and the
five ordinates represent (from top to bottom) the
highest value, the values exceeded by 20, 50, and
80% of the cells, and the lowest value for the batch.
Equivalent values for a batch of 20 commercial
10 Q-cm N/P cells are shown on the left in each
figure. The general trends show the power and
short-circuit current to remain approximately
constant over the first two batches, then drop with
batch 3, while the open-circuit voltage increases
monotonically with gradient. The maximum power
of all lithium batches exceeds that of the n/p
batch, most of this advantage being due to the
higher Voc which is due, in turn, to the heavier
base doping in the lithium cells.
III. DAMAGE CONSTANT
Seventy of the C13 cells were irradiated with
1 MeV electrons; seventeen cells to a fluence of
3 X 1013 e/cmz, nine to 1 X 1014 e/cm2 , twenty
to 3 X 10 1 4 e/cm 2 , eight to 1 X 1015 e/cm2 , and
sixteen to 3 X 1015 e/cm 2 . The cells were chosen
so that seven cells from each group were irradi-
ated, and so that the cells irradiated to 3 X 1013
e/cm 2 , 3 x 1014 e/cm 2 and 3 X 1015 e/cm2
covered the widest possible range of lithium gra-
dients. Room-temperature2photovoltaic charac-
teristics under 140 mW/cm tungsten illumination
were taken on all cells immediately after irradi-
ation. The cells were then stored at 80°C to
recover.
A number of interesting results were obtained
from the short-circuit current readings made
immediately after irradiation (before recovery).
This current is plotted in Fig. 4 versus lithium
donor density gradient, dNL/dw, for the seventy
irradiated cells. Within the scatter of the data,
the points at each fluence fit well along a straight
line, all five lines having approximately the same
slope. A best least-squares fit to the equation
Isc = IA - B logl0 (10-18 dNL/dw) (1)
was calculated for each fluence.
The values of B were found to be 8. 4, 8. 7,
8. 4, 8. 5 and 8. 9 for 4 = 3 X 10 1 3 , 1 X 1014,
3 X 1014, 1 X 10 1 5 , and 3 X 1015 e/crm2, re-
spectively. These equations give a specific rela-
tion between the amount of initial damage (before
recovery) and the lithium gradient in crucible-
grown cells. It is advantageous to describe this
damage in terms of a more standard quantity,
namely the diffusion-length damage constant be-
fore recovery, KL(O), given by
1 1
KL(O)D = 2- 2L(O) L0
(2)
where Lo and L(O) are the diffusion lengths in
the base region of the cell before irradiation and
immediately after irradiation, respectively. To
obtain KL(O), the relationship between Isc and L
must be known; Fig. 5 gives such a plot for C13
cells. The data for this figure was generated
from simultaneous short-circuit-current and dif-
fusion length2 measurements (Ref. 4) made on the
C13 cells, 30 of which were unirradiated, the other
1 Batch 1 has the smaller number of cells because of the comparatively small fraction of cells in the low
gradient range.
2 Obtained from measurements using band-gap light that was calibrated with the electron-voltaic method
using 15 different lithium and N/P solar cells.
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70 being at various stages of recovery after irradi-
ation. The best fit to this data is
Isc = 34.4 log 1 0 L (3)
For fluences above 3 X 1013 e/cm 2 , 1/L(O)2 >>
1/L6 in Eq. (2) and the latter term can be dropped
with less than 10 percent error. This approxima-
tion, combining Eqs. (1), (2) and (3), and using
B = 8. 6 in Eq. (1), gives
0- (+IA/ /17.2) dNL
KL(O) = A (4)
~L 4) V dw
which is valid for all of the fluences employed
except D = 3 X 1013 e/cm2 . For this lowest fluence
KL(O) was calculated taking Lo into account. The
result, which is shown in Fig. 6, was
KL(O) = 8.5 X 10 19 /dNL/dw (5)
Equations (4) and (5), together with the appropriate
values of IA listed in Fig. 4, give the fluence de-
pendence of KL(O), which is plotted in Fig. 7 for
dNL/dw = 101 cm-4. Figure 7 shows a logarith-
mic dependence on fluence described (for dNL/dw
= 1018 cm - 4 ) by
KL(O) = 5.3 X 10-9(1 - 0.063 log
1
0 D) (6)
Inserting the lithium gradient dependence, the
expression for KL as a function of 'p and dNL/dw
is given by
KL(O) =
5. 3 X 10-18 (dNL/dw)l/z (1 - 0. 063 log
1 0
D) (7)
The applicability of this relationship to other
crucible cells was tested using the post-irradiation
data on thirteen previously irradiated cells from
lot H3A. These H3A cells covered a wide range of
gradients: 3 X 1017 < dNL/dw s 1. 3 X 1019 cm-4 ;
they were irradiated to a fluence of 3 X 1014 e/crn2 .
Figure 8 shows KL(O) plotted against dNL/dw for
these cells. The square-root dependence on gra-
dient is evident, the best least-squares fit being
obtained with the relationship
KL(O) = 4.4 X 10 - 1 9 (dNL/dw)l/2 (8)
3 Lots T3, T4, T5, T6, T7, T9, T10, H5, H7, H1A,
C8F, C1OC, C1OF, and CllC were represented.
4 Trademark of Texas Instruments Corp.
This is within 10% of the value of 4. 8 X 10 - 1 9
(dNL/dw)l/ 2 obtained for the C13 cells, as can be
seen in Fig. 7, where the H3A data point is shown
together with the C13 data.
The C13 cells are now recovering at 80°C.
At completion of short-circuit current recovery,
the effective damage constant, KL(R), after cell
recovery can be computed from
1 1
KL(R), = 2 2
L(R) L00
(9)
where L(R) is the diffusion length after recovery.
There is a large uncertainty in KL(R) for low
fluences since I(R) - Io. Results at 3 X 1013 e/cm2
show a very large scatter, KL(R) ranging from
0.5 X l0-1 to 2.0 X 10-10 e-1. The results at
1 X 10-14 e/cm2 are more coherent and show a
slight increase with lithium gradient, KL(R {
ranging from 1.0 X 10- 10 to 1. 6 X 10-l e- for
gradients ranging from 4 X 1018 to 1. 6 X 1019
cm 4.
IV. RECOVERY CHARACTERISTICS
Prior to the tests on the C13 cells, a large
number of previously unirradiated oxygen-lean
cells from past shipments were gathered and
irradiated to fluences ranging from 3 X 1013 e/cm 2
to 3 X 1015 e/cm 2 . Cells from Texas Instruments,
Heliotek and Centralab3 of both Lopex4 and float-
zone silicon were represented. They included a
wide range of diffusion schedules and initial per-
formance levels. After irradiation, short-circuit
current was measured as a function of time on all
of the cells. The purpose of the experiment was
to test the validity of the previously observed
(Ref. 2) linear relationship between recovery
speed and lithium density gradient for a large
batch of cells covering the widest possible range
of lithium gradients and a wide range of fluences.
A typical short-circuit current versus time
curve during recovery is shown in Fig. 9. The
time to half recovery, 0, defined by
I(R) - I() _ 0. 5
I(R) - I(O) - (10)
where I(R) is the short-circuit current at peak
recovery, provides the most well-defined index
of (inverse) recovery rate. For the cell in Fig. 9,
O = 55 min (or 0. 038 days). The values of 0 for
the Centralab and Heliotek cells are plotted
against lithium density gradient in Fig. 10 for
four fluences ranging from 3 X 1013 to 3 X 1015
e/cm 2 . Included are all the cells tested from
these manufacturers except those of lots C4 and
C5 and those with lithium gradients greater than
1020 cm - 4 . The points on these logarithmic plots
H5A, H7A, H (NASA-furnished in 1967), C4, C5,
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fit remarkably well along straight lines with minus
one slope, confirming the linear relationship be-
tween recovery speed and lithium gradient. The
6 dNL/dw products (averaged over the cells at
each fluence) are: 1. 7 X 1017 days/cm4 for
3 X 1013 e/cm 2 ; 3.4 X 1017 days/cm4 for 1 X 1014
e/cm 2 ; 7. 2 X 1017 days/cm4 for 3 X 1014 e/cm2 ,
and 6. 8 X 10 1 8 days/cm4 for 3 X 10 1 5 e/cm2 .
There are two cell lots that do not follow these
curves, lots C4 and C5, which recover at a faster
rate than the curves predict. However, these two
lots had already been identified as mavericks in
previous work (Ref. 2), having been shown to suf-
fer open-circuit voltage instability due to a de-
crease in lithium gradient with time. In addition,
cells with gradients greater than 1020 cm-4
(C1OC and C10OF cells) recovered more slowly at
low fluence than predicted by the curves. A
feasible explanation for this is that the gradient in
these cells is not a good index of the average
lithium density near the junction. The capacitance
measurements on these high gradient cells give
evidence of this in the form of a leveling off of the
lithium density; i. e., a decrease in gradient, at
distances of less than 1 pam from the junction.
Curves of 0 versus dNL/dw for oxygen-rich
crucible cells are shown in the upper portion of
Fig. 10. The data are drawn from previous re-
sults on cells that recovered at room temperature,
60 0 C, or 80°C. (In the latter two cases equiva-
lent recovery time at room temperature was cal-
culated using the activation energy previously
obtained (Ref. 1) for crucible cell recovery. ) At
1 X 1014 e/cm2 and 3 X 1014 e/cm 2 the separation
between the oxygen-lean (FZ and L) curve and the
crucible curve is z700, which is approximately
the ratio of the room-temperature lithium diffusion
constant in oxygen-lean silicon to that in oxygen-
rich silicon (Ref. 5). At the highest fluence,
3 X 1015 e/cm2 , the separation is only =250.
This suggests that lithium is lost more rapidly in
defect formation in oxygen-lean cells than in
oxygen-rich cells, supporting previous carrier
removal observations (Ref. 1) in bulk-sample
measurements.
A puzzling anomaly was observed in the case
of the oxygen-lean T cells. While the constancy
of the 0 dNL/dw product was satisfied by these
cells at each fluence as shown in Fig. 11, the
products were approximately an order of magni-
tude higher than the equivalent products for the
Centralab and Heliotek cells. This can be seen
by comparing the products in Fig. 11 with those
of Fig. 10. This discrepancy is not understood at
present. One of the main differences between the
manufacturers is that the TI cells have used an
evaporated lithium source whereas all of the
oxygen-lean C and H cells tested to date have used
a paint-on source. It would seem likely that a
difference in silicon type would cause differences
in recovery rate. This would be particularly
feasible for Lopex versus float-zone recovery
since the oxygen-content is generally higher in
Lopex silicon. However, as was shown in Fig. 10,
the same recovery rate applies for both Lopex and
float-zone C and H cells. Dislocation counts are
now being made on some of the cells in an effort
to confirm the silicon types employed.
The approximate linear dependence of re-
covery speed on lithium gradient at all the fluences
tested enables prediction of the recovery speed of
any lithium cell with lithium gradient between 1017
and 1020 cm - 4 in this fluence range. This is
illustrated in Fig. 12, which gives plots of the 0
dNL/dw products of all the cells tested versus
1-MeV electron fluence.
Below 1015 e/cm 2 this product increases
gradually with fluence in all types of cells. In
oxygen-lean cells there is a more pronounced
dependence on fluence above 1015 e/cm2. In the
oxygen-rich cells the relation
o dNL/dw 2. 7 X 1012 0. 57 days /cm 4
(11)
provides a good approximation of cell recovery
speed over the entire range of fluences.
V. LITHIUM DIFFUSION SCHEDULE AND
DENSITY CONTROL
From the above and previous results, it is
evident that many of the characteristics of lithium
cells under electron irradiation can be predicted
through knowledge of the lithium density gradient,
dNL/dw. Consequently, it is desirable to find
relationships between this parameter and the
fabrication parameters of the cell manufacturers.
This has been accomplished for cell lots C13 (100
cells) and H3A (15 cells). Lot C13 consists of
10 groups of 10 cells, comprising nine different
lithium diffusion schedules with diffusion tempera-
tures ranging from 330°C to 370°C and diffusion
times from 3 to 7 h. The lithium source was a
lithium-in-oil suspension painted on the back sur-
face of the cell. Figure 13 gives the distribution
of lithium gradients measured for the cells in
each of the 10 cell groups. There are five sepa-
rate ordinates, each running from 1 to 10. The
value of the ordinate at a given lithium gradient
indicates the number of cells of that particular
group with a lithium gradient greater than the
value of the abscissa. A pair of cell groups shares
each ordinate, since two groups were diffused at
each lithium diffusion temperature. Each group
is identified by a letter followed by a number in
parentheses which gives the lithium diffusion time
in hours.
Several important factors are brought out in
Fig. 13: (1) for a given diffusion temperature,
the shorter diffusion time gives a narrower gra-
dient distribution; i. e., better gradient control;
(2) the gradient distribution for the shorter diffu-
sion time is always situated near the upper limit
of that for the longer diffusion time; (3) at the
highest diffusion temperature, even the short time
diffusion shows a rather broad distribution; and
(4) the average gradient (for short diffusion times)
increases with diffusion temperature. Items (1),
(2), and (3) indicate that as the diffusion time in-
creases the lithium reservoir is somehow lost to
the cell, either through lithium depletion or through
interruption of the lithium-silicon interface.
Therefore, for lithium introduction by the paint-on
technique, the shortest practical diffusion time
should be used.
A previously received cell lot, H3A, consisted
of 15 quartz-crucible cells diffused with lithium
for 8 h at 325°C. Ten of the cells used a paint-on
source; the other five, an evaporated lithium
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source. The cell distribution versus lithium gra-
dient is shown in Fig. 14. The cells using the
paint-on source have a very broad distribution
similar to those of the C13 cells using long diffu-
sion times. The cells using an evaporated source,
however, have a narrow distribution at the high
end of the gradient scale. This supports the hypoth-
esis of loss of the lithium source in the paint-on
cells and also indicates that an evaporated source
may provide the solution to this problem.
VI. CONCLUSIONS
Previous work has shown the lithium density
gradient, dNL/dw, obtained from non-destructive
capacitance measurements, to be a convenient and
useful way to characterize the lithium density in a
lithium cell by a single parameter. The present
work has investigated the relationship between this
physical parameter and the performance and re-
covery parameters of the lithium cell. Results
show that knowledge of the lithium gradient enables
the prediction of recovery speed for both oxygen-
rich and oxygen-lean cells within a factor of
approximately 2 for 1 MeV-electron fluences from
3 X 1013 to 3 X 1015 e/cm 2 .
A relationship between the diffusion-length
damage constant immediately after irradiation
(before recovery) KL(O), the lithium gradient,
dNL/dw, and the electron fluence, 4, has been
obtained for C13 crucible cells:
recovering, and this will be investigated upon
completion of recovery.
These relations make it possible, in principle,
to predict cell behavior in an electron environment
using a simple non-destructive capacitance mea-
surement. It is evident that a similar approach
to predicting cell behavior under heavy particle
irradiation should also be examined.
Gradient measurements have also been corre-
lated with lithium diffusion schedules. Results
have shown that long diffusion time (>_5 h) with a
paint-on source result in large cell-to-cell varia-
tions in gradient, probably due to a loss of the
lithium source with time. The results also indi-
cate that this problem can be overcome either by
short diffusion times or by use of an evaporated
lithium source.
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Fig. 1. Initial maximum power distributions for C13 quartz-
crucible lithium cells versus lithium donor density
gradients with comparisons of 10 0-cm commercial
N/P cells
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Fig. 2. Initial short-circuit current distributions for C13 quartz-
crucible lithium cells versus lithium donor density
gradients with comparisons of 10 Q-cm commercial
N/P cells
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Fig. 3. Initial open-circuit voltage distribution for C13 quartz-
crucible lithium cells versus lithium donor density
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Fig. 4. Short-circuit current immediately after irradiation
versus lithium density gradient for seventy C13
cells irradiated by 1-MeV electrons to fluences
ranging from 3 X 1013 e/cm2 to 3 X 1015 e/cm 2
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Fig. 5. Short-circuit current versus dif-
fusion length for 100 crucible
C13 cells (30 cells unirradiated,
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Fig. 6. Diffusion-length damage constant im-
mediately after irradiation (before
recovery) versus lithium gradient for
seventeen C13 cells irradiated to a
fluence of 3 X 1013 e/cm 2
1014 1015
1-MeV ELECTRON FLUENCE, 7 (e/cm 2 )
Fig. 7. Diffusion-length damage constant im-
mediately after irradiation (at dNL/dw =
1018 cm-4 ) versus 1-MeV electron
fluence for C13 and H3A cells
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Fig. 8. Diffusion-length damage constant im-
mediately after irradiation versus
lithium gradient for H3A cells irrad-
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TIME AFTER IRRADIATION, T (MINUTES)
Fig. 9. Typical short-circuit current recovery
curve illustrating the index of cell
recovery rate 0 used in subsequent
illustrations
100 101 1o2
rO HALF RECOVERY, 0 (DAYS)
Fig. 10. Time to half recovery at room temperature versus
lithium gradient for oxygen-rich cells and for
Centralab and Heliotek oxygen-lean cells irradiated
to fluences ranging from 3 X 1013 to 3 X 1015 e/cm 2
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Fig. 11. Time to half recovery at room tem-
perature versus lithium gradient for
oxygen-lean Texas Instruments cells
irradiated to fluences ranging from
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Fig. 12. Product of time to half recovery and lithium gradient,
0 dNL/dw plotted versus 1-MeV electron fluence for
oxygen-rich and oxygen-lean lithium cells
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Fig. 13. Distribution of cells versus lithium gradient for the ten
different cell groups within Lot C13. Numbers in
parentheses indicate duration of lithium diffusion
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Fig. 14. Distribution of cells versus lithium gradient for H3A
cells using two different lithium sources, paint-on
and evaporated
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IVI
DEGRADATION AND RECOVERY MECHANISMS IN
LITHIUM-DOPED SOLAR CELLS*




Several large groups of lithium-doped solar
cells were received from JPL for radiation hard-
ness evaluation. These cells included some of the
most advanced devices produced to date. The
evaluations consisted of the determination of the
lithium concentrations in the devices and the effect
of irradiations with 3 X 1014 and 3 X 1015 e/cm 2
with l-MeV electrons. In addition some studies
were performed using 28-MeV electrons. Capac-
itance measurements were used to systematically
study the changes in lithium concentration which
occur during irradiation and recovery.
II. LITHIUM-DOPED SOLAR CELL EVALUATION
During the past year, lithium-doped solar
cells from Centralab and Heliotek have been irra-
diated with 1-MeV electrons and their recovery
characteristics have been studied. Several dif-
ferent processing techniques were represented in
these cells, including different diffusion gases and
varying percentage of lithium coverage of the rear
surface. Data for cell groups CllA through CllD,
H1A, HZA, H4A, H5A1, H5AZ and H5A3, arelisted
in Table 1. All of the cells received radiation
exposure to 1-MeV electrons. Tungsten I-V char-
acteristics and capacitance versus voltage mea-
surements were then obtained as a function of time
at either room temperature or 60°C. The general
radiation damage and recovery characteristics of
each cell group are summarized in Tables I and 2.
The recovered levels given in the tables are the
peak of the recovery curve and do not take into
account any redegradation that may have occurred.
In general, it can be observed that the higher lith-
ium concentrations result in lower initial charac-
teristics, higher recovered levels, and more rapid
annealing rates, whereas with lower lithium con-
centrations, higher initial and slower recovery
rates exist. It should be noted that most cell
groups tested were superior to the contemporary
N/P cells in recovered level. The initial short-
circuit current of many of the cells studied was
inferior to the contemporary N/P cells.
A. Centralab Cells
The Centralab cells submitted for evaluation
were all fabricated from quartz-crucible-grown
silicon, with the exception of group CllC. The
variable of boron dopant gas was investigated by
diffusing the P-type front surface with boron
trichloride in the case of group C11A and boron
tribromide in the case of group CGlB. The short-
circuit current values of cells received in group
C1lB were rather low (53 mA) compared to that
group CllA. This difference is not believed to be
related to the use of boron tribromide. It is known
that when Texas Instruments manufactured solar
cells, their P-type diffusions were made with
boron tribromide. A second important difference
between the cells of these two groups is concen-
tration of lithium found at the junction. Although
the cells of both CllA and CllB groups were lith-
ium diffused in the same manner (480 min at
325°C), the data in Table 2 indicates that group
*This work was performed for the Jet Propulsion Laboratory, California Institute of Technology, spon-
sored by the National Aeronautics andSpace Administration under Contract No. NAS 7-100.
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CllA contains twice the lithium concentration of
group CllB. This difference is not considered to
be related to use of boron tribromide. The effect
of this lower lithium concentration can be seen in
the 60°C recovery data in Table 2. The cells of
group Cl lA are nearly fully recovered 200 h after
irradiation; however, those of CllB appear to be
only half recovered at a comparable recovery
time. This slower recovery is probably due to
the lower lithium concentration. The recovered
Isc values of the CllA group cells are 38 mA after
irradiation of 3 X 1015 e/cm 2 . The value is sig-
nificantly better than the comparable data for con-
ventional N/P cells. Recovery in the CllB group
has not progressed sufficiently to determine final
recovered Isc value.
The cells of group ClD were lithium diffused
at the slightly higher temperature of 375°C for
180 min. This diffusion schedule resulted in a
higher concentration of lithium at the junction.
These cells have about 5 X 1014 lithium atoms/
cm 3 . The CllA cells diffused at 325°C for480min
had only 3 X 1014 Li/cm 3 . It is also noted that
slope of the log capacitance versus log voltage is
-0. 26. This is the lowest value found in the cur-
rent group of cell under evaluation. The high lith-
ium concentrations in group CllD are reflected in
a slightly more rapid recovery after irradiation.
The initial Isc values of the cells in groups CllA
and CllD are comparable with those of conven-
tional N/P solar cells. The cells of groups Cl lA,
CllB, and CllD are interesting in that they have
the lowest lithium concentrations of any quartz-
crucible-silicon cell evaluated by TRW. The rel-
atively poor performance of cells in group C lB
indicate that for this type of cell, the concentration
of lithium at the junction should be kept above
2 X 101 4 /cm3 .
The remaining Centralab group, C11C, was
fabricated from Lopex (low oxygen, low dislocation)
silicon. In general, the performance of the group
was very good. The cells were lithium diffused at
325°C for 480 min. The resulting lithium concen-
tration in this group was 1.5 X 1014 /cm3 . The
results of the 3 X 1014e/cm2 and 3 X 101 5e/cm2
radiations are shown in Table 1. In both cases,
the Isc recovered to values greater than those of
comparably irradiated N/P solar cells, as shown
by the dashed lines on these graphs. Although the
recovery kinetics are relatively slow in these cells,
due to the lower lithium concentration, the irra-
diated cell performance is among the best received
to date.
The cells from the C13 series, manufactured
by Centralab, represent a matrix of lithium dif-
fusion temperatures and times. The matrix is
designed to investigate the optimum lithium dif-
fusion and the reproducibility of the process. All
the cells were fabricated from quartz crucible
grown silicon with resistivities between 25 and
40 Q-cm. The diffusion matrix is shownin Table 2.
Also shown in the table are the mean donor con-
centrations at the junction of the cells of each
group in the matrix. The voltage-capacitance
relationship or range of relationships is also
shown for each group. The donor concentrations
were determined by means of capacitance. Since
the phosphorus concentration is approximately
1.5 X 1014 atoms/cm3 , the lithium concentrations
were estimated by subtracting the phosphorus con-
centration from the donor concentrations. Since
the phosphorus concentration may go as high as
2 X 10 1 4 atoms/cm3 (i. e. , 25 0-cm), some
groups may contain cells with very low lithium
concentrations. Specifically these are the cells
which received diffusions of 6 or 7 h. It can also
be observed that both higher temperatures and
longer diffusion times result in greater variations
in lithium concentration.
It can be seen from the data in Table 2 that,
in the time span studied, the lithium concentrations
at the junction are decreasing with time. Such a
decreasing lithium concentration is inconsistent
with diffusion from an infinite source. Since the
donor concentration originally was equal to the
phosphorus concentration, it was necessary for
the donor concentration to rise from the original
to a maximum before declining. This decrease in
lithium concentration with diffusion time is char-
acteristic of diffusion from a starved source. As
the lithium source is exhausted, the surface con-
centration of the cells will decrease and concen-
trations at the junction will decrease. In the past,
manufacturers of lithium solar cells have inter-
rupted the lithium diffusion and removed the lith-
ium source to produce starved source diffusion.
This second diffusion has been referred to as a
redistribution. The data in Table 2 indicate that
redistribution is not necessary. It is not clear
what causes the exhaustion of the lithium source.
Three cells of each C13 series group were
irradiated with 3 X 1015e/cm2 (1 MeV) and were
allowed to recover at 60°C. The most pronounced
changes during recovery occur in the short-circuit
current. The open-circuit voltages of nearly all
cells in the C13 series were about 0.6 V. After a
3 X 101 5 e/cm 2 irradiation, the Voc was reduced
to about 0. 45 V in all cases. Very little recovery
is subsequently observed in this parameter. The
changes in I c for cells of the C13 series are
shown in Tagle 2. Several general observations
can be made about these cells. With a few excep-
tions, the 3 X 1015e/cm2 irradiation reduced the
Isc to 20 to 25 mA. In most cases, the time neces-
sary for the Isc to reach the half recovery point
was 100 to 200 h at 60'C. This time is somewhat
longer than what was previously found in similar
cells. Except for cells with low lithium concen-
tration, most cells ultimately recover to Isc
values of 35 to 40 mA. The most important factor
in the extent of the recovery is the lithium concen-
tration at the junction rather than the diffusion
schedule. As previously noted, the shorter low-
temperature diffusions produce the more consis-
tent results. The donor concentration of each cell
irradiated is noted in Table 2.
B. Heliotek Cells
All Heliotek cells received for evaluation dur-
ing the past quarter were fabricated from either
floating zone or Lopex silicon and, therefore, had
lower oxygen concentrations. There are two dif-
ferent experimental variables represented in these
Heliotek cells. Two groups (H1A and H4A) were
diffused at lower temperatures: 325°C lithium
diffusion for 480 min. Group H2A was lithium diff-
used at 425°C for 90 min with a 120-min re-
distribution cycle. This latter diffusion schedule
has been used extensively in the past and can be
regarded as control. The capacitance measure-
ments results from the H1A group, shown in
Table 1, indicate that very little or no lithium
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reached the junction. For this reason the irra-
diation recovery results shown in Table 1 are very
poor. Although some recovery is observed after
3 X 1014 e/cm2, the higher fluence of 3 X 1015
e/cm2 exhausts the lithium and no recovery is
observed. These results are in direct conflict
with those for group H4A which had an identical
history. The H4A cells had approximately
5 X 1014 lithium atoms/cm3 at the junction, and
exhibited satisfactory recovery as shown in
Table 1. The recovered Isc values of the H4A
cell would probably have been higher if the before-
irradiation Isc values had been higher than 46 mA.
This condition is not necessarily a result of the
lithium diffusion, as other cells with similar lith-
ium concentrations have initial Isc values in
excess of 60 mA. Despite this difficulty, the data
indicated that cells of group H4A recover to Isc
values of 40 mA after a fluence of 3 X 1015e/cm 2 .
This is considerably higher than a comparable
irradiated N/P solar cell.
The irradiation recovery results for the cells
of group H2A are shown in Table 1. As mentioned
previously, this lithium diffusion schedule has pre-
viously been used many times to produce superior
lithium cells. The results in Table 1 confirm that
such cells exhibit excellent Isc values when re-
covered from an irradiation. The results in the
case of the 3 X 1015e/cm2 fluence are particularly
interesting in that the recovered Isc reached a
value of 44 mA. The fact that these cells were
fabricated from Lopex silicon as opposed to float-
zone silicon is not considered significant.
The remaining groups of Heliotek cells repre-
sent a series of experiments to determine the
effectiveness of area coverage during the appli-
cation of lithium diffusion source material to the
back of the cell. Groups H5A1, H5A2, and H5A3,
respectively, received 100, 80, and 50% back sur-
face area coverage. The results of this experi-
ment are very interesting for comparative analysis.
The first point of interest is the measured lithium
concentrations at the junctions of the various
groups as seen in Table 1. The cells with 100%
coverage (H5A1) have approximately 6 X 1014 lith-
ium atoms/cm 2 at the junction. The groups which
received less coverage (H5A2, H5A3) had roughly
half the above lithium concentration. The results
indicate quite clearly that decreased area coverage
reduces the concentration of lithium at the junction.
The relationship does not appear to be linear,
since the cells with 80% coverage (H5A2) have lith-
ium concentrations nearly as low as those with
50% (H5A3). It can be concluded that incomplete
area coverage with the lithium source material
significantly reduces the lithium concentration at
the junction. It is also of interest to compare the
cells of these groups to cells of other groups. The
cells of group H2ZA were made with the same mate-
rial and diffusion schedule, but presumably no con-
trol on area coverage. The data in Table 1 indi-
cate the H2A cells had much lower lithium concen-
trations than any of the cells in H5 groups. It
must be concluded that there are other unknown
factors which extend strong influences on the con-
centration of lithium reaching the junction. One
possible factor could be the chemical activity of
the lithium in the source material.
The effects of various lithium source area
coverages on radiation response can be seen in
Table 1. The initial Isc values of these cells are
all relatively low. The values average approx-
imately 51 mA. This parameter influences radi-
ation recovery behavior, because the maximum
recovered parameters can only approach and not
exceed their initial values. Despite this problem,
the cells of group H5A1 (100% coverage) recovered
to a maximum Isc of 50 mA after an irradiation of
3 X 10 1 4 e/cm and 39 mA after 3 X 1015e/cm2 . In
both cases these values are above those of simi-
larly irradiated conventional N/P solar cells.
The H5A1 cells, irradiated with 3 X 1014 e/cm 2 ,
show some redegradation of Isc after the maxi-
mum was reached. The radiation recovery of
cells of group H5A2 (80% coverage) was not dras-
tically altered by the reduced coverage. The cells
of group H5A2 which were irradiated with 3 X 1014
e/cm3 recovered to Isc values of 45 mA. The
recovery probably would have exceeded the above
value if the initial Isc value had been greater than
46 mA. The 3 X 1015e/cm2 irradiation of H5A2
cell allowed the Isc recovery to 39 mA after irrad-
iation. This value is equal to that achieved in the
group having 100% coverage (H5A1). This result
is difficult to explain, considering the lower lith-
ium concentration and the studies of D. L. Kendall
at Texas Instruments which indicated very little
lateral spreading of lithium during diffusion. The
results for cells of H5A3 (50% coverage) show
comparable performance after 3 X 10 1 4 e/cm2
(Table 1). In the case of the higher electron flu-
ence on the H5A3 cell, the recovered Isc values
were significantly reduced. It appears that incom-
plete coverage with diffusion source material does
not reduce recovery behavior, except in extreme
cases.
III. ELECTRON ENERGY DEPENDENCE OF
LITHIUM-DOPED CELL RECOVERY
Most of the studies of radiation behavior of
lithium-doped cells have been done with a 1-MeV
electron environment. With the exception of a few
studies with reactor neutrons and one early study
with protons, there is a complete lack of much of
the data needed to accurately predict behavior in
space. One area in which more data are desirable
is response of these cells to electrons with ener-
gies greater than l-MeV. Through the courtesy
of Dr. J. A. Naber of Gulf Radiation Technology,
several lithium-doped cells were irradiated with
28-MeV electrons.
Because of the necessary delays between the
irradiation at the Gulf facilities and analysis at
TRW, cells made from quartz-crucible-grown
silicon were selected because of their slow recov-
ery rate at room temperature. This allowed the
cells to be mailed to TRW before any post-
irradiation recovery occurred. The cells used in
this experiment were from the CllD series,
manufactured by Centralab. These cells are con-
sidered to be typical of good lithium-doped cells
and adequate 1-MeV electron data had previously
been obtained. Cells were irradiated with 3 X 1014
and 3 X 10 1 5 e/cm2 . The Isc recovered at 60°C to
46 and 31 mA, respectively, for the two fluences.
The degraded and recovered Isc values as a func-
tion electron fluence are shown in Fig. 1. The
previously accumulated 1-MeV data are also shown
and typical 1- and 28-MeV data for a 10 S2-cm N/P
solar cell are also shown as dashed lines. The
dotted line indicates the Isc value (38 mA) at which
the critical fluence has been arbitrarily defined.
It has been observed that all solar cells are
JPL Technical Memorandum 33-491
'7 VQ
55
degraded by penetrating radiation at a rate of
about 6. 5 mA/cm 2 under tungsten illumination for
each decade of fluence added. It is apparent that
the initially degraded Isc values of the lithium-
doped cells decrease at a much smaller rate. In
this case, the lower rate is probably due to anneal-
ing of defects which occurs during the irradiation.
After the 600C recovery, the Isc of the lithium-
doped cells decline 13 mA per decade of fluence.
The important point in Fig. 1 is that, while at
1-MeV the lithium cells are slightly superior to
the conventional N/P cell, at 28-MeV the lithium
cell will withstand over ten times the fluence
before being degraded to the same Isc value of a
similarly irradiated conventional cell.
IV. LITHIUM-DOPED SOLAR CELL REMOVAL
RATE STUDIES
During the past quarter, extensive capacitance
studies were made on Heliotek and Centralab cells
previously evaluated under 1-MeV electron irradi-
ation. By using techniques previously discussed
in reports of this series, the donor concentration
in the N-type base can be determined as a function
of distance into the base. These studies can be
made before irradiation, after irradiation, and
after recovery. In this manner the changes in
carrier concentration occurring during irradiation
and recovery can be determined. These data can
be of use in the construction of physical models of
the damage and recovery processes and to provide
information for the design of improved solar cells.




Nd = donor concentration
V = voltage
C = capacitance
q = electronic charge
E = dielectric constant
The factor S is related to the exponent of the
k = VCn relationship for the cell.
A capacitance study was done on Centralab
cells from the CI lC group. These cells were
fabricated from Lopex silicon and showed excel-
lent initial and recovery characteristics. The
phosphorus concentration of the silicon was ap-
proximately 6 X 1013/cm3 . The before-irradiation
data indicate a very much lower donor concentra-
tion compared to other cells which have exhibited
good recovery. Cell CllC-7 and CllC-3 were
irradiated with 3 X 1014 and 3 X 1015 e/cm2 elec-
trons, respectively. After recovery from an
irradiation of 3 X 10 1 5 e/cm 2 , the donor concen-
tration is approaching the phosphorus concentration.
This indicates near exhaustion of lithium donors.
The removal rates were calculated for these cells
and are plotted in Fig. 2 as a function of barrier
width. The removal rates are of interest in this
case because of the two different electron fluences
used. Although there was some difference in lith-
ium concentration between the two cells, the dif-
ferences in removal can be considered to be largely
due to differences in fluence. One might expect
that the removal rates would be relatively inde-
pendent of electron fluence, if the behavior is
based upon discrete solid-state reactions in which
one atomistic species reacts stoichiometrically
with another. The fact that during satisfactory
recoveries the removal rate has been observed to
vary between 1. 5 to 4 times that observed during
irradiation, indicates that no discrete quantity of
lithium appears to react with the radiation prod-
ucts. The data in Fig. 2 indicate that in C11C
cells, the removal rates during irradiation and
recovery from a 3 X 10 1 4 e/cm2 fluence are sig-
nificantly greater than those resulting from a
3 X 1015e/cm 2 fluence. Not only are the removal
rates lower with the higher fluence, but the ratio
of the rates during recovery and irradiation de-
crease from 4 to 2 when the fluence is increased
from 3 X 1014 to 3 X 1015e/cm2. It is obvious
that the models which we have proposed in the past
must be modified to account for the widely varying
removal rates which we have observed in cells
made from low-oxygen silicon.
Our analysis of lithium distributions also in-
cluded two cells made from silicon grown from
quartz crucibles. Our previous studies have
shown that the very small removal rate observed
during irradiation of this type cell can be explained
by the production Si-A centers (oxygen-vacancy
pairs) with an introduction rate of about 0. 2 cm - 1 .
The two cells (CllA-13, CllD-3) had previously
exhibited excellent recovery when irradiated with
3 X 10 1 5 e/cm2 . The result indicated a very low
removal rate during irradiation of both cells.
This is because the concentrations of Si-A centers
produced are barely detectable in these donor con-
centrations. Much larger changes in donor con-
centration occur during the recovery phase. To
further study possible relationships, the removal
rate data are replotted in Fig. 3 as a function of
lithium concentration present at the particular
barrier width position after irradiation. In addi-
tion similar data from a cell (H14-4921) analyzed
during our previous years work are added to Fig. 3.
It can be seen from the data of the three cells
shown in Fig. 3 that the removal rate during recov-
ery is directly proportional to the concentration of
lithium present at that point in the cell. Since our
previous work has shown that Si-A centers are
introduced uniformly throughout the active N-type
area of the cell, it must be concluded that the
amount of lithium which reacts with the radiation
produced defects is independent of the concentra-
tion of Si-A centers. The earlier proposed models
involved the reaction of one or possibly two lith-
ium donor atoms with a Si-A center. It is clear
that this model will require considerable modifi-
cation. It is possible that precipitation rather
than ion pairing may be the basis of the recovery
reaction. It has already been proposed that the
O-V vacancy pair is the nucleation site for the
precipitation of lithium in silicon and germanium.
In such a process the quantity of lithium donors
reacting during recovery would be independent of
the number of radiation defects, and the ratio of
lithium donors reacting during recovery to the
number of radiation defects could vary considerably.
Using previously described capacitance versus
voltage methods, the donor concentrations at vari-
ous distances into the N-type base were determined
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before and after irradiation and during the recov-
ery process. The results of such a study of cell
C13D-1 are shown in Fig. 4. After 720 h the re-
covery process, as indicated by the Isc is nearly
complete and the changes in donor concentration
have diminished. To allow a more systematic
study of the lithium donor changes, the data for
specific barrier widths were reduced to lithium
donor concentration and normalized to that present
immediately after an irradiation with 3 X 1015
e/cm 2 . These data are shown as a function of
time after irradiation, at three different points in
the cell, in Fig. 5.
The mathematical form of the change in lith-
ium concentration with time could indicate infor-
mation regarding the nature of the recovery pro-
cess. The data in Fig. 5 are plotted in semilog
form to detect any relationship between the loga-
rithum of the lithium concentration and the time
elapsed. Such relationships may indicate first-
order chemical kinetics or some aspects of the
precipitation of a second phase. The data in Fig. 5
indicate that the lithium concentration decreases
in a nearly straight line form until half of the lith-
ium donors have reacted. The rate of reaction
appears to slow to zero as the lithium concentra-
tion approaches about 25% of its original value.
It was established earlier that an irradiation
of 3 X 10 1 5 e/cm2 produced a uniform concentra-
tion of defects (probably Si-A centers) of 6 X 10 1 4
cm-3 in a lithium-doped cell made from quartz-
crucible silicon. Our work has indicated that such
an irradiation will cause at least 70% of lithium
present to react with the defects. Using cell
C13D-1 as an example, this means that near the
zero bias position of the N-type side of the space
charge region (2 pLm) about 6 X 101 4 cm- 3 lithium
donors react during the recovery. This amounts
to a one-to-one relation between defects and react-
ing lithium donors. At a distance of 3 B±m deeper
in the N-type region, about 3 X 10 1 5 cm-3 lithium
donors react during recovery. At this point, the
concentration of lithium donors reacting during
the recovery period is five times that of the radia-
tion defects detected. It would be highly desirable
to extend these measurements to deeper areas of
the N-type base. After the 3 X 1015e/cm 2 irradia-
tion of cell C13D-1, the measured diffusion length
of the cell was 4.3 pLm. The data in Fig. 4 indi-
cate that immediately after the irradiation, the
capacitance-voltage measurement investigates the
lithium concentration of the entire active portion
of the N-type base. During the recovery phase,
the measured diffusion length increased to 17. 5 pm.
The distance is currently beyond the limits of the
capacitance technique. If the original concentra-
tion of donors found before irradiation is extrap-
olated to 17.5 Clm, about 2 X 10 1 6cm
-
3 lithium
donors are present. If 75% of these react during
recovery phase, 50 lithium donor ion cores react
for each radiation defect detected. Such behavior
is clearly beyond explanation by models previously
proposed. A model involving the nucleation of
lithium precipitation by the radiation defects
appears to be the only one consistent with observed
results.
V. CONCLUSIONS
Several groups of lithium-doped solar cells
have been evaluated under 1-MeV electron irradi-
ation. Many of these groups indicated superior
electrical output after irradiation and recovery as
compared to similarly irradiated N/P solar cells.
The superior cells are those with lithium concen-
trations of 2 to 5 X 1014 atoms/cm3 at the junction.
An irradiation of lithium-doped cells with 28-MeV
electrons indicated a tenfold advantage of lithium-
doped cell over N/P cells. Studies of the changes
in the lithium concentration during recovery have
shown the amounts of lithium reacting is highly
nonlinear in regard to the electron fluence and
varies greatly with distance from the junction.
The results indicate that precipitation of lithium
on radiation defects may be the cause of recovery
rather than ion pairing.
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Table 1. Float-zone silicon cell recovery characteristics
Cell Diffusion NLi, Average C 1-MeV electron Initial Damaged Recovered
group schedule -3 versus fluence, level Is
c
, level Is
c, level Is c ,( ° C/min/min) cm slope e/cm2 mA mA mA
CllC 325/480/0 1. 1 X 1014 -0. 37 3 X 1014 60.3 34 54
H1A 325/480/0 0 -0.47 3 X 10 1 4 58 33 45
H2A 425/90/120 0.4 X 10 1 4 -0.32 3 10 1 4 51 31 48
H4A 325/480/0 4.9 X 1014 -0. 35 3 X 1014 47 27 46
H5A1 425/90/120 4.2 X 10 -0.34 3 X 10 52.5 27 50
H5A2 425/90/120 2.8 X 1014 -0.34 3 X 1014 46.5 27 45.5
H5A3 425/90/120 2.3 X 10 1 4 -0.36 3 X 1014 52.0 27 47
CllC 325/480/0 1.9 x 1014 -0.34 3 X 10 58.5 24.3 39
H1A 325/480/0 0 -0.47 3 X 10 1 5 56 24 25
H2A 425/90/120 2.7 X 1014 -0.30 3 X 1015 56 22 44
H4A 325/480/0 5.6 X 10 1 4 -0.33 3 X 1015 46 19.5 40
H5A1 425/90/120 8.5 X 104 -0.32 3 X 10 1 5 47.5 17.2 39
H5A2 425/90/120 4.4 X 1014 -0.35 3 X 1015 51 19 39
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Fig. 1. Short-circuit current versus electron fluence
1016











Fig. 2. Removal rates of cells of CllC group






















LITHIUM DONOR CONCENTRATION (1015 ATOM/ cm3 )
Fig. 3. Removal rate versus lithium donor concentration
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Fig. 4. Donor concentration during recovery, C13D-1 cell
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Fig. 5. Change in lithium donor concentration during recovery, C13D-1 cell
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RADIATION TOLERANCE OF ALUMINUM-DOPED SILICON*




Data are presented that indicate that heat-
treated Czochralski-grown aluminum-doped silicon
that undergoes an appreciable resistivity increase
(5a factor of two) during heating at -450°C is sig-
nificantly more resistant to both neutron and
gamma irradiation than boron-doped material (or
aluminum-doped material that either has not been
heat-treated or does not experience an appreciable
resistivity change during such a treatment). Data
interpretation is, however, quite difficult due to
the occurrence of severe trapping effects in heat-
treated material. Studies of radiation effects on
aluminum-doped silicon solar cells are planned
for the near future to resolve these uncertainties
in the bulk material results.
I. INTRODUCTION
The development of methods for increasing
the radiation tolerance of silicon could result in
significant additions to the technology employed in
fabricating semiconductor devices that are to be
used in a radiation environment. Lithium-doped
silicon, for example, exhibits radiation resistance
(Refs. 1, 2) and is currently being studied in detail
for possible solar-cell applications by various
workers. The quite interesting properties exhib-
ited by lithium-doped material lead one to speculate
as to whether there might be other dopants which
would create desirable radiation-tolerance char-
acteristics. (As a recent example, it has been
reported (Ref. 3) that copper-doped N/P silicon
solar cells appear to be more radiation tolerant
than conventional cells.)
During recent years, there have been occa-
sional reports by different researchers within the
technical community that aluminum-doped silicon
is more resistant to radiation than is material
doped with other acceptors. For example,
Mandelkorn, et al., (Ref. 4) reported that aluminum-
doped silicon solar cells were more radiation-
tolerant than boron-doped units (1-MeV electron
and 10-MeV proton bombardment). Additionally,
we have reported (Ref. 5) that neutron-irradiated
aluminum-doped bulk silicon exhibits a lifetime
damage constantl significantly larger (i. e., more
radiation-resistant) than that for boron- and
gallium-doped material. Attempts by other
workers to reproduce results obtained onaluminum-
doped material apparently were not successful.
Our previous finding for neutron-irradiated bulk
material (Ref. 5) was reproduced (Ref. 6), but it
was not entirely clear at that time what conditions
were necessary in order to prepare radiation-
tolerant aluminum-doped silicon. In this paper,
we present results of a study of the radiation
resistance of aluminum-doped silicon in which it
*Work supported in part by the National Aeronautics and Space Administration through the Jet Propulsion
Laboratory, California Institute of Technology, and in part by the Defense Atomic Support Agency
through Harry Diamond Laboratories.
1 Defined as the amount of radiation required to reduce the lifetime of initially perfect material to 1 [is.
That is, damage constant = K = t[(1/T) - (1/To)]-1 , where 4 is the fluence, and To and T are the pre-
and post-irradiation lifetimes, respectively.
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is shown that heat-treated aluminum-doped
Czochralski-grown material can be prepared that
appears to exhibit significantly improved tolerance
to both neutron and gamma irradiation when com-
pared to boron-doped silicon.
II. BACKGROUND
A chronological review of the results of our
previous studies on aluminum-doped silicon is
presented first for the purpose of placing our most
recent results in the proper perspective. Figure 1
shows the results of a systematic study (Ref. 5) of
damage constants for neutron-irradiated P-type
silicon of various resistivities. The increase in
damage constant with increasing resistivity is
readily explained in terms of the Hall-Shockley-
Read model, but the particular parameters shown
should not be considered significant. The sample
designation system used in Fig. 1 is as follows:
first letter corresponds to manufacturer (K =
Knapic, D = Dow, M = Merck, T = Texas
Instruments); second letter corresponds to growth
process (C = Czochralski, V = vacuum float zone,
L = Lopex); third letter(s) corresponds to dopant
(gallium, boron, and aluminum). Only one
aluminum-doped specimen was examined, but it
was found that the damage constant was signifi-
cantly higher than for boron- and gallium-doped
material of the same resistivity. However, since
the pre-irradiation lifetime for this sample was
very low, and since a significant amount of trap-
ping was observed in the photoconductivity decay,
this result was considered tentative at best.
Following our initial finding, a more detailed
investigation of aluminum-doped material was con-
ducted (Ref. 7). Samples prepared from a
Gzochralski-grown silicon ingot exhibited an ex-
tremely short pre-irradiation lifetime, so it was
decided to anneal the specimens in an attempt to
increase the lifetime. Anneals at 350 and 400°C
apparently increased the lifetime but also changed
the resistivity. The samples were neutron-
irradiated along with boron-doped control samples,
and damage constant results of this earlier study
are shown in Fig. 2 (circles only). It was found
that the aluminum-doped material was consider-
ably more radiation-resistant that the boron-doped
specimens. However, trapping was still present
to such an extent that the data was not considered
to be highly accurate.
In an attempt to remedy the trapping problem,
which was presumably associated with the presence
of a large oxygen concentration, we repeated the
above experiment with aluminum-doped float-zone
material. These samples had long lifetimes and
trapping effects were small. However, the float
zone specimens were found to be just as radiation-
sensitive as boron-doped silicon. Subsequent
experiments with better Czochralski-grown mate-
rial were likewise unsuccessful. This led us to
postulate that the radiation resistance observed
earlier was associated with the heat-treatment
given to the specimens. Additional work indicated
that heat-treated samples were not radiation resis-
tant unless the annealing resulted in appreciable
carrier concentration changes, which is the topic
of the present paper. Before presenting out most
recent findings, a brief review of pertinent litera-
ture on the effects of heat-treating on silicon is
presented. ,
Resistivity changes in undoped heat-treated
pulled-crystal silicon were first reported 16 years
ago (Ref. 7). Such changes were explained quali-
tatively on the basis of the formation of silicon-
oxygen compounds, one of which (SiO4 ) acts as a
donor below -500°C (Ref. 8). A detailed study of
the effects of acceptors and oxygen on heat-treated
silicon was performed by Fuller, Doleiden, and
Wolfstirn (Ref. 9). In this study, results for
gallium-doped material were found to be quite
similar to those obtained for boron doping, but
aluminum-doped material exhibited a somewhat
different behavior. Before discussing the dif-
ferences, some general features of the results of
Fuller, Doleiden, and Wolfstirn are summarized.
Heating oxygen-containing acceptor-doped silicon
for long periods at the proper temperature (typi-
cally in the range of 400 to 500°C) results in the
formation of donor sites with accompanying car-
rier concentration changes. The amount of change
depends primarily on four parameters: (1) ac-
ceptor concentration; (2) oxygen concentration;
(3) heat-treatment temperature; (4) amount of
time the specimen is heat-treated at a particular
temperature. The reactions that produce the
observed carrier concentration changes were not
definitely determined by Fuller, Doleiden, and
Wolfstirn, but the data supported the postulation
of the formation of primarily three distinct com-
pounds: (1) SiO4 donor sites; (2) neutral oxygen-
acceptor sites; (3) acceptor-oxygen sites that act
as donors. Considerably larger carrier concen-
tration changes could be obtained in aluminum-
doped material than in comparable boron-doped
specimens. In fact, particular aluminum-doped
samples were actually converted to N-type; this
was not possible in the boron case. It is postu-
lated that the reason for this difference may be
that acceptor-oxygen donor sites are formed more
readily in the aluminum case than for boron
doping.
III. EXPERIMENTAL RESULTS
A considerable amount of research on
aluminum-doped silicon was performed, the
primary conclusion of which was the following:
heat-treated Czochralski-grown aluminum-doped
material that undergoes an appreciable resistivity
increase (5a factor of two) is apparently much
more radiation tolerant than boron-doped material
or aluminum-doped material that either has not
been heat-treated or does not experience an ap-
preciable resistivity change during such a treat-
ment. It should be noted that float-zone aluminum-
doped silicon is excluded as a radiation-tolerant
material by this conclusion because the resistivity
does not change appreciably during heat-treatment.
Much of the work leading up to the conclusion
stated above involved studying the variation of
resistivity during heat-treatments of -450°C,
employing the results of Fuller, Doleiden, and
Wolfstirn as a guide. Resistivity was monitored
at various times during anneals using four-point
probe techniques. Figure 3 shows the resistivity
variation with time at 450°C for a low-resistivity
specimen. After 315 h, the resistivity had in-
creased by a factor of -1.7. In a number of
-1 Q-cm specimens examined, the resistivity
typically doubled after 24 h at 450°C.
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Following heat treatment, pre-irradiation
lifetime measurements were performed and then
specimens were gamma-irradiated at a Co 6 0
source (dose rate -1.2 X 105 R/h). Other speci-
mens were subjected to neutron irradiation in a
TRIGA reactor. Following irradiation, damage
constants were determined. Figure 4 shows typi-
cal results for gamma-irradiated specimens. It
is seen that aluminum-doped material that ex-
perienced a 50 to 100% resistivity change upon
heat treatment was significantly more radiation
tolerant than both the boron-doped control samples
and the aluminum-doped samples which did not
undergo an appreciable resistivity change. Fig-
ure 2 shows results for neutron-irradiated
aluminum- and boron-doped specimens (triangles
only). It is seen that the earlier results (circles)
were qualitatively reproduced, once again indicat-
ing tolerance to neutron irradiation.
A carrier removal experiment was performed
on neutron-irradiated heat-treated aluminum-
doped silicon. The study involved examination of
both pre- and post-irradiation resistivity profiles
for both boron- and aluminum-doped samples. The
neutron dose employed was 1.65 X 1014 nvt
(>10 keV). No significant differences between the
two types of samples were observed; i. e. , the per-
cent resistivity increase in aluminum-doped mater-
ial due to carrier removal was similar to that
observed in boron-doped material. This result
suggests that heat-treated aluminum-doped silicon
may be advantageous from the standpoint of life-
time degradation but may offer no improvement of
the carrier removal problem.
IV. DISCUSSION
The interesting question is raised as to
whether heat-treated boron-doped material, which
experiences an appreciable resistivity change,
would also be more radiation tolerant. Fuller,
et al., (Ref. 9) indicate that significant resistivity
changes are possible for oxygen-rich boron-doped
specimens. However, they also found that donors
produced in heat-treated boron-doped material
disappear above -800°C, as compared to -1100°C
in aluminum-doped material. Hence, heat-treated
boron-doped material would seem to be less suit-
able for applications requiring high-temperature
diffusions (>800°C).
It is difficult to specify at present what mech-
anism is responsible for the observed decrease in
radiation sensitivity for aluminum-doped material.
The effect of the radiation-induced defects on car-
rier lifetime is presumably diminished by an inter-
action between these defects and one or more of
the three types of compounds (mentioned above)
thought to be formed during heat treatment. The
SiO4 donors can most likely be ruled out because
they are presumably present in considerable
quantity in heat-treated material which has not
experienced a significant resistivity change. Be-
cause of the indicated correlation between resistiv-
ity change and decreased radiation sensitivity, it'
is tempting to speculate that the stable aluminum-
oxygen donor sites are involved in reducing the
effectiveness of the radiation-induced defects.
There is a problem regarding the interpre-
tation of our data which should be emphasized.
Damage constant measurements for bulk material
have all been based on minority carrier lifetimes
determined using photoconductivity decay tech-
niques (Ref. 10). Because of severe trapping
that occurs in the heat-treated aluminum-doped
material, analysis of transient decays has been
quite difficult at best. Our feeling is that the
radiation-tolerance results are still qualitatively
accurate. However, final proof will not come
until diffusion length measurements are made on
heat-treated aluminum-doped material before
and after irradiation. We are currently working
toward this goal. Solar cells are presently being
fabricated from aluminum-doped material, and
radiation testing will follow. If the cells are
radiation hard, as our bulk studies have predicted,
a considerable effort would undoubtedly have to
be expended to optimize the fabrication technique
in terms of maximizing both the pre-irradiation
conversion efficiency and the radiation tolerance
of aluminum-doped solar cells.
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Fig, 1. Damage constant versus resistivity for neutron-irradiated P-type silicon. Damage constant
is expressed in nvt (>10 keV) required to reduce the lifetime of an initially perfect sample to
1 Fs. The theoretical curve corresponds to energy level parameters determined from
temperature dependence measurements.
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(A
EXPERIMENTAL AND COMPUTER STUDIES OF THE RADIATION
EFFECTS IN SILICON SOLAR CELLS*




This paper is presented in two parts. The
first section will be a summary of selected experi-
mental results obtained on lithium-diffused bulk
silicon. Particular emphasis was placed on the
radiation-induced degradation and thermal anneal
of minority-carrier in bulk silicon because solar
cell output is related to the minority-carrier life-
time. The temperature dependence of the
minority-carrier lifetime indicates the density and
energy levels of the recombination centers, pro-
viding clues to their identity. Electron spin res-
onance and infrared absorption techniques were
used to investigate the introduction and anneal of
three specific radiation-induced defects, which
are thought to contribute to the recombination
process.
The results reported herein are a continuation
and summary of work previously reported (Refs.
1-8).
The second part of the paper will discuss the
merits of a computer code developed by Gulf
Radiation Technology which calculates the current-
voltage (I-V) output of a computer simulated P-N
junction. With this code, the user stipulates the
initial properties and environment of a cell. The
cell's properties and environment may then be
varied in a manner which might reflect the antic-
*Work performed for the Jet Propulsion Laboratory,
Administration under Contract NAS 7- 100.
ipated radiation exposure and mission environ-
ment, and the current-voltage output is recal-
culated. Thus, a variety of cell types and experi-
mental conditions can be rapidly evaluated. This
code can also be utilized by cell manufacturers to
evaluate the merit of different cell types, doping
profiles, and cell parameters. It can be utilized
by those engaged in solar cell testing programs to
evaluate a greater variety of cell types, radiation
histories, and ambient conditions than is feasible
by experimental techniques alone. Systems engi-
neers can use the code to predict the radiation
vulnerability of solar cells in varied environments.
II. EXPERIMENTAL PROGRAM
A. Samples and Radiation
The experimental program has been devoted
to an investigation of bulk lithium-diffused silicon.
Electron spin resonance and infrared absorption
were used to study certain specific defects, and
minority-carrier lifetime measurements were
used to study radiation-induced recombination
centers. Samples were lithium-diffused by either
a lithium-oil paint-on technique or by a lithium-tin
bath technique. Samples with lithium donor den-
sities from as low as 2 X 1020 Li/m3 (2 X 1014
Li/cm 3 ) to as high as 4 X 1023 Li/m3 (4 X 1017
Li/cm3 ) were investigated. Resistivity profiles
were used to monitor samples for diffusion uni-
formity. Donor density was occasionally verified
sponsored by the National Aeronautics and Space
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by Hall effect measurements. Samples were dif-
fused from vacuum float-zone (FZ) and quartz-
crucible (QC) phosphorus-doped silicon, ranging
in initial room-temperature resistivity from 102
Q-m (104 Q-cm) to 0. 005 Q-m (0. 5 2-cm). While
QC silicon has approximately a hundred times the
oxygen concentration of FZ silicon, its dislocation
density is much less.
Samples were damaged with 30-MeV electrons
at temperatures ranging from 115 to 300 K or by
fission neutrons (E > 10 keV) at 273 to 300 K. The
damage was thermally annealed at temperatures
up to 673 K.
B. Study of Three Specific Defects
The introduction of three specific defects by
30-MeV electron irradiation and their subsequent
thermal anneal were investigated using electron
spin resonance or infrared absorption techniques.
Specifically, the oxygen-vacancy (Si-B1), diva-
cancy (Si-G7), and phosphorus-vacancy (Si-G8)
centers have been studied. The results of these
studies have been previously reported elsewhere
(Refs. 7, 8) but may be summarized as follows.
The oxygen-vacancy and phosphorus-vacancy
centers were studied by ESR techniques. In QC
silicon, the Si-Bl center introduction rate is the
same as in nondiffused silicon (-15 m- 1 = 0. 15
cm- 1) as long as the lithium density is much less
than the oxygen density. When the lithium and oxy-
gen densities are comparable, and B1 center in-
troduction rate is significantly reduced (-2. 5 m- 1 
0. 025 cm- 1). This can be attributed to the lithium-
oxygen pairing, reducing the number of oxygen
atoms available to form oxygen-vacancy (Si-Bl)
centers, or to competition between oxygen and the
positively charged lithium or lithium oxide donors
for the vacancies. The B1 center in lithium-
diffused silicon is found to anneal below 400K in-
stead of near 600K, as in nondiffused silicon.
The LiO+ density and conductivity decreased as
the Si-Bl center annealed.
Electron spin resonance was also used to study
the phosphorus-vacancy (Si-G8) center. In
phosphorus-doped lithium-diffused silicon
(1022 P/m 3 = 1016 P/cm 3 , -1022 Li/m3 - 1016
Li/cm3 ), 30-MeV electron irradiations of 1021
e/m2 (1017 e/cm 2 ) below 150K are found to pro-
duce Si-G8 (phosphorus-vacancy) defects at a rate
comparable to nondiffused silicon. Production and
annealing studies on the Si-G8 center at these den-
sities and fluence levels indicate that the presence
of lithium had little or no effect on the creation or
annealing of that center. It is possible that at
these high fluences, relative to the initial lithium
density, the active lithium has been depleted.
The divacancy (Si-G7) was observed by moni-
toring the introduction and anneal of the 1. 8-ylm
optical absorption band. In this investigation, it
was found that for 30-MeV electron irradiations
at less than 150K to fluences of 102 1 e/m 2 (1017
e/cm 2 ), the introduction rate of the Si-G7 center
(divacancy) is comparable in electron-irradiated
lithium-diffused (5 X 1022 Li/m 3 = 5 X 1016 Li/
cm 3 ) and nondiffused silicon. The divacancy an-
neals at or below 300 K in diffused silicon com-
pared with -325 to 575 K in nondiffused silicon.
As the 1. 8-Bim divacancy band disappears, new
bands near 1. 4 and 1. 65 uLm appear, and these
anneal near 600 K. These bands have been ob-
served by other investigators (Ref. 9) and attri-
buted to the divacancy plus one or two lithium
atoms.
C. Minority-Carrier Lifetime Measurements
The introduction and anneal of recombination
centers were determined from minority-carrier
lifetime measurements. Minority-carrier lifetime
was determined from measurements of the decay
of photoconductivity or by steady-state techniques.
These measurements are described in detail else-
where (Refs. 3, 8). The present results were at
injection levels (An/no) of less than 1%. Inter-
pretation of the results is based on Shockley-Read
recombination theory (Ref. 10). Capture cross-
section temperature dependence as estimated by
Lax (Ref. 11) or Leadon (Ref. 12) was assumed.
The temperature dependence of minority-carrier
lifetime was measured before and after irradiation
and again after thermal anneal. Figure 1 shows
minority-carrier lifetime versus inverse tem-
perature for a lithium-diffused quartz-crucible
and a lithium-diffused float-zone sample. The
minority-carrier lifetime temperature dependence
of the QC silicon can be attributed to recombina-
tion centers further than about 0. 3 eV from either
band edge, but the lifetime of FZ silicon has a
more severe temperature dependence and a dis-
continuity near 1000/T = 4. 5 K- 1. This can be
attributed to recombination centers about 0. 17 eV
below the conduction band, which were not ob-
served in QC silicon, in addition to centers fur-
ther than 0. 35 eV from either band edge. The
lines drawn through the data represent the low
injection-level lifetimes calculated by Shockley-
Read theory, assuming the temperature-dependent
capture cross sections of Lax. The presence of
a recombination center near Ec - 0. 17 eV in FZ
silicon and its absence in QC silicon suggests that
this center is not the oxygen-vacancy (Si-B1) cen-
ter, which is known to have an energy level in this
range.
The minority-carrier lifetime degradation
rate is defined in terms of lifetime T and electron
fluence 4 to be
K = A(1)
compared with phosphorus-doped silicon, and was
found to increase with increasing lithium donor
density. The degradation constant was found to be
essentially independent of oxygen content. This
shows that the 30-MeV electron-induced defects
either contain lithium or are affected in their pro-
duction by lithium. The minority-carrier lifetime
degradation constant was found to vary with tem-
perature in a way which could be attributed to the
temperature dependence of the capture cross
section.
Both isothermal and isochronal annealing ex-
periments have been performed on a variety of
lithium-diffused samples. The unannealed fraction
of annealable defects for isothermal annealing is
given by
JPL Technical Memorandum 33-49172
1/T - 1/Tf
1/T 0 - l1/Tf
where TO is the lifetime after irradiation and be-
fore anneal, Tf is the fully annealed lifetime, and
T
t
is the lifetime at the annealing temperature after
time t. Linearity of the isothermal annealing data
implies first-order annealing kinetics (Ref. 13)
in which the number of recombination centers is
given by
N = N O exp (-Rt)
where N o is the initial number of annealable defects
and R is the rate constant, which is given by
R = v exp (-E/kT)
where E is the activation energy and v is the effec-
tive frequency factor. In every case, our iso-
thermal anneals indicated first-order annealing
kinetics were appropriate.
For isochronal anneals, the unannealed frac-





where rT is the lifetime observed at 300K after
anneal at temperature T, and T
O
and Tf are the
pre- and post-anneal lifetimes.
Analysis of isochronal and isothermal anneals,
using first-order kinetics, yields the activation
energy and frequency factor of the rate constant.
Figure 2 shows the results of five separate iso-
chronal annealing experiments on lithium-diffused
QC silicon. A single first-order annealing stage
at 380 ±10K is readily apparent. Similar results
were obtained on fission-neutron-irradiated
silicon.
Table 1 summarizes our experimental findings
for the annealing of radiation-induced recombina-
tion centers in lithium-diffused silicon exposed to
30-MeV electron and fission neutrons (E > 10 keV).
The activation energies compare with the 0. 65
+ 0. 05 eV energy for lithium diffusion in oxygen-
lean FZ silicon, and with 1. 07 ± 0. 05 eV energy of
lithium-oxygen dissociation and diffusion in oxygen-
rich QC silicon (Refs. 14-16). This data supports
the supposition that radiation-induced damage, in-
cluding the clustered damage attributed to fission
neutrons, is annealed by the diffusion of lithium to
the defect.
In addition, the effective frequency factors are
much less than the atomic frequency factor of about
1013 s- 1 and scale with the lithium donor density.
This is consistent with a process involving the
long-range migration of one annealing species to
another (Ref. 13), which we take to be the migra-
tion of lithium to the damage site.
A more detailed discussion of our experimen-
tal findings and theoretical interpretations is pre-
sented elsewhere (Ref. 8), and a considerable body
of additional data, provided by us and other inves-
tigators using other techniques, is available on
bulk silicon. The following section of this paper
describes one means of applying this body of data
to the problem of predicting the response of a
solar cell to various radiation and environmental
conditions.
III. CODE FOR PREDICTING PERFORMANCE
OF SOLAR CELLS
The purpose of this presentation is to de-
scribe a computer program that can be used for
predicting the output performance of solar cells.
This code was developed under Defense Atomic
Support Agency contract and applied to solar cells
under the JPL contract. Briefly, this code, which
is fully operational at the present time, solves the
complete equations for a one-dimensional P-N
junction. The code starts with the current and
continuity equations for electrons and holes,
Poisson's equation for the electric field inside the
cell, and appropriate equations for the generation
and recombination of excess carriers. Arbitrary
one-dimensional space profiles of doping density,
mobilities, recombination lifetimes, and ioniza-
tion densities are inputs to the code. The partial
differential equations are converted to finite dif-
ference approximations, which are then solved by
iteration. In principle, there are no adjustable
parameters in the code. If one had accurate values
for all of the material properties, the code would
predict the absolute magnitudes of the current and
voltage for selected values of load resistance.
Thus, the accuracy of the results is primarily
determined by how well one can measure or esti-
mate the important physical parameters of the
cell.
This code could be useful both in the design of
new devices and in the analysis of radiation effects
to solar cells. For example, if a cell manufac-
turer is designing a new type of cell, perhaps with
an unusual doping profile, he could estimate the
performance of the new device relative to a con-
ventional cell and optimize its parameters before
he goes through the expense of constructing it.
Similarly, the radiation-effects physicist could
use such a code to help him analyze his solar cell
data in terms of kinds and densities of defects
created by the radiation and to extrapolate the re-
sults to other radiation environments.
The three basic equations of the code are the
one-dimensional continuity equations for holes (p)
in the valence band and electrons (n) in the con-
duction band, and Poisson's equation for the elec-
tric field (E).
ap(x, t)=
at = g(x,t)- R(x,t)- ax
an (x,t)
an(x,t) t) - R(x,t)- x
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In the above equations, the dimension x is normal
to the face of the cell and g(x, t) is the time- and
space-dependent ionization rate of electron-hole
pairs by the external radiation. This quantity is
calculated ahead of time, using the spectral dis-
tribution of the incident light and the attenuation
coefficients for the particular material, and is
then an input into the code. The quantity q is the
magnitude of the electronic charge, K is the di-
electric constant in MKS units, AN(x) is the net
doping of the semiconductor (positive for n-type,
negative for p-type), and Jp and Jn are the particle
current densities given by
Jp = pE- D a2 (4)p = np pax
J = -n)iE - D ax (5)
In Eqs. (4) and (5), the first terms are the drif
components of the currents with mobilities ip a
}in, while the second terms give the diffusion cl
rents with diffusion coefficients Dp and D n .
The term R(x, t) is the rate of recombinati
of excess carriers via recombination centers.
There are several different options available to
user, depending on the sophistication he wishes
use in describing the recombination process.
many situations, it is adequate to use a Shockle





T (p + PF ) + rO (n + nF)
n P
where n
i is the intrinsic carrier density, PF an
n F are the values of p and n when the Fermi le-
coincides with the level of the recombination ce
ter that is being considered, and TOn and r O a
the recombination lifetimes of electrons in hpa'
p-type material and of holes in heavily n-type
material, respectively.
This recombination equation does have the
limitation that it only simulates the simultaneou
annihilation of a free electron and a free hole.
does not consider the trapping of carriers on de
fect centers and, therefore, carrier removal.
Since the latter phenomena can be important wh
the details of the trapping kinetics affect the ca
rier lifetimes or removal rates, the code also
the capability of simulating both single-level an
double-level traps. This could be important, f
example, if the radiation produces a high-densi
region of defect centers which significantly de-
pletes the majority carriers and creates a p-n
junction effect.
For a single-level trap with density N
1
and
two possible charge states, negative (N 1 ) and
neutral (N?), the (-R) term in Eq. (1) would be
replaced by







and the (-R) term in Eq. (2) would be replaced by
-R° = n(nNOl N nF)
n n I I (8)
The quantity ap is the product of the thermal ve-
locity of a hole in the valance band and the cross
section a- for capture of a hole by a negatively
charged Sefect, and ao is a similar term for cap-
ture of an electron by a neutral defect. In addition
to modifying Eqs. (1) and (2), the density of the
negatively charged center (Ni) must be included
in the summation of charges in Eq. (3). Further-
more, additional equations are required for the
rate of change of N1 and N?. For constant total
N 1 ,
dN_ dN 01 1 oR-
dt dt n p
Similar equations are available in the code for a
double-level defect with three charge states, N2,
No, and NJ, but, for brevity, they are not pre-
sented here.
s to To obtain a solution to the above equations,
In they are converted to finite difference form for
ey- some prescribed mesh distribution. The distri-
)m- bution of the meshes can be chosen arbitrarily by
the user to most judiciously utilize the permissible
number of meshes. On the Univac 1108, core
storage limits the number of meshes to about 230,
which is an adequate number to simulate a three-
(6) layer planar transistor, and is certainly enough
for a two-region solar cell.
Since this code was originally developed to
study time-dependent processes in semiconductor
nd devices, the finite difference equations are solved
vel by iteration for finite time steps. Under condi-
en- tions of steady illumination and circuit load, the
are code quickly goes to the steady-state solution.
vily The resulting steady voltage and current form one
point on the I-V curve. Additional points are ob-
tained by changing the external load resistance
and again allowing the problem to run to equilib-
rium.
Is
It Since Eqs. (1), (2), and (3) are time-
e- dependent partial differential equations, one must
specify boundary conditions at the two ends of the
Len device and self-consistent initial distributions on
Lr- n, p, and E. The self-consistent initial distri-
has butions could have been specified in any number of
-d ways. To simplify the task of the user, a new
or problem is started from a condition of zero elec-
ity tric field and charge neutrality everywhere. This
is usually a physically unrealistic, but mathe-
matically correct, starting point. The code then
does the work of proceeding to the correct solu-
tion. For a subsequent run, with the same device,
i it is usually possible and economical to restart
from any previous cycle.
Two types of boundary conditions are avail-
able. The first, called "bulk, " forces the car-
rier densities at the two ends of the device to have
(7) zero slopes. This is the condition that would
apply if the p-n junction were far from the contacts
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(9)
and the densities have a chance to approach their
bulk values far from the junction (hence the name
"bulk"). This boundary condition is suitable when
the details of the contact are not important in the
problem.
On the other hand, when the details of the
contact between the semiconductor and the metal
are important, the contact potential between the
two materials can be simulated in the second type
of boundary condition. A large surface recom-
bination velocity can be simulated by defining a
narrow region at the surface with a very short re-
combination lifetime. Of course, an additional
requirement is that the current through the ex-
terior circuit must equal the current through the
device, including the displacement current in time-
dependent problems. Detailed descriptions of the
starting and operating procedures for the code can
be found in Refs. 17 and 18.
Since this code solves the complete equations
for the solar cell, the answers that it provides
should be as good, within the accuracy of the finite
difference method of solution, as the input data
supplied to the code. For comparative design
studies, the theoretical device characteristics can
be specified exactly and the effect of varying one
or more parameters individually can be evaluated.
For the analysis of radiation effects in an actual
device, the problem is somewhat different because
the parameters for the undamaged test device,
such as doping profile and lifetimes, are usually
not accurately known. For the best results, it is
always desirable to avail oneself of all possible
nondestructive tests to determine the device
parameters, such as capacitance-voltage mea-
surements and resistivity for the doping density
profile and diffusion lengths for the lifetimes.
However, in the final analysis, it may be
necessary to adjust these parameters somewhat
by trial and error to obtain acceptable agreement
with the preirradiated test data. Once these char-
acteristics are determined for the undamaged cell,
the change in the bulk parameters due to radiation
damage can then be estimated and included in the
code. If the test data on radiation effects in the
bulk material are sufficiently good so that the
model for the radiation damage and the change per
unit dose can be correctly determined, the pre-
dicted results for the irradiated cell should be in
acceptable agreement with the post- irradiation test
data. If there is significant disagreement, it must
mean that the model for the radiation damage or
the magnitude of the radiation effects is different
from that estimated. In this way, the code can be
used as a tool for analyzing and interpreting radia-
tion effects test data. After agreement has been
obtained between the experimental and calculated
results for a number of test conditions, the code
can then be used to extend the test results to other
test or operating conditions.
As an example of the results from this code,
Fig. 3 shows predicted I-V curves for a particular
solar cell for several fluences of 300-keV protons
impinging on the illuminated surface. The param-
eters for the undamaged cell were adjusted to give
agreement with the performance curve supplied by
the manufacturer. The proton damage was simu-
lated by a distribution of recombination centers,
concentrated mainly in the region -of the maximum
range of the protons. If adequate test data for the
proton fluences were available, the validity of the
model for the proton damage could be tested by
comparing experiment to prediction.
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Table 1. Summary of the results of isochronal and isothermal annealing experiments on electron- and
neutron-irradiated lithium-diffused float-zone and quartz-crucible silicon
Sample type Float zone Quartz crucible
Lithium donor 2. 5 X 1022 4. 5 X 10 O 2 X 10 2. 5 X 1021 4. 5 X 1020 2. 5 X 10
density, Li/m- 3
Fluence 1017 10 6 to X 1014X .5 X 1016 1016 4 X 1014
(particles/m ) to 8 X 1016
Radiation 30-MeV 30-MeV Fission 30-MeV. 30-MeV Fission
electrons electrons neutrons electrons electrons neutrons
Activation 0. 85 +0. 10 0.60 +0. 10 0.67 +0. 05 1.0 ±0. 2 0.75 m0. 10 1.2 m0. 6
energy, eV
Frequency factor, 10 10 Unknown -107 108 to 1010 107 to 108 Unknown
-1
sec
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Fig. 1. Inverse temperature dependence of minority-
carrier lifetime of lithium-diffused float-
zone and quartz-crucible silicon before
and after irradiation with 30-MeV electrons
at room temperature
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Fig. 2. Unannealed fraction of annealable defects after 5-min isochronal anneals at indicated
temperatures after 30-MeV irradiation of lithium-diffused N-type QC silicon
irradiated at 300 K
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Fig. 3. Current-voltage curves of a graded-junction cell degraded by 300-keV protons to
various fluences
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Measurement of the Hall coefficient as a func-
tion of temperature between 15 and 300K allows
the separate determination of donor and acceptor
concentrations in silicon. In this experiment these
concentrations were monitored in samples which
were irradiated at 240K by l-MeV electrons and
then thermally annealed at 300 K. Presumably in
both lithium- and phosphorus-doped silicon one
would expect irradiation to increase the acceptor
concentration and decrease the donor concentra-
tion due to the formation of vacancy donor pairs.
Annealing should not change either concentration
in phosphorus-doped silicon and should cause both
concentrations to decrease in silicon doped with
moderate amounts of lithium. In addition to this,
in both lithium- and phosphorus-doped silicon the
concentration and energy level of the A center can
be measured at each point in the sample's history.
This experiment was limited to float-zoned silicon
doped with less than 6 X 1014 donors/cm 3 .
II. THE A CENTER
Before going into the details of this experiment
some evidence will be given concerning the anoma-
lous activation energy previously reported for the
A center. Measurements made on a variety of
samples indicated a level at Ec -0.14 eV, instead
of at Ec -19 eV as expected for the A center
(Ref. 1). All of these samples were cut from one
of two boules made by Dow Corning. A sample of
Semi-element's pulled silicon was irradiated and
the A center energy measured to be 0. 19 eV.
Another sample of 14Q2-cm float-zoned Si(P) made
by Dow Corning was then lightly irradiated and
the production rate and energy of the A center
measured. Then the same sample was irradiated
much more heavily so that enough deep centers
would be created to depopulate the level at 0. 14 eV
and indicate the presence of any deeper levels.
The results of this experiment were as follows:
Concen- Production
Dose, Energy,
e/cm2 tration, eV rate
e/cm Z cm_3 eVcm
2 X 1014 2. 5X 1013 0.14 0.13
1.3X 1015 1.5 X1013 0.19 0.01
This data resolves the problem. In this boule
centers at 0. 14 eV and 0. 19 eV are both being
formed as a result of irradiation. However, the
center at 0. 14 eV is being formed with a much
higher production rate than the usual A center at
0. 19 eV. When the sample was heavily irradiated
the Hall effect ceased to count the level at 0. 14 eV
and also began to indicate the presence of a level
at Ec -0. 19 eV. The level at Ec -0. 14 eV may be
related to the level at Ec -0. 13 eV seen by Stein
in pulled silicon (Ref. 2). If so, the only unusual
property of this Dow Corning material is that the
formation rates of these two levels are reversed
*Work performed for the Jet Propulsion Laboratory (Contract WO-8056) and supported by the National
Aeronautics and Space Administration under Contract NAS7-100.
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in their normal order of importance. Since oxygen
does form a number of different complexes in sili-
con, it is most likely that the 0. 14 eV center is
the usual A center but with perhaps an additional
oxygen present in a nearby interstitial site. The
possibility that another impurity such as carbon
may be involved cannot be discounted, however.
III. LITHIUM AND THE A CENTER
The experiment to be described was designed
to study the interaction of lithium with the A cen-
ter. In order to determine what effects were due
to the presence of lithium it was necessary to use
a sample and a control cut from the same boule
and having similar resistivities. The presence of
both phosphorus and lithium in the sample reduced
somewhat the variety of information obtainable,
i.e., it was not possible to demonstrate that the
LiV complex is formed during irradiation. A
separate experiment would be necessary to investi-
gate this question.
Two samples were prepared from the same
boule of float-zoned 14 2-cm Dow Corning silicon
containing 3. 5 X 1014 donors/cm3 . Into one
sample an additional 3.4 X 1014 lithium donors/
cm 3 were introduced from a lithium in oil suspen-
sion using a tack-on and redistribution of 5/60/
425°C. Measurements of the Hall effect versus
temperature were made; (1) before irradiation,
(2) after irradiation at 240 Kby 1.7 X 1014 1 MeV
e/cm2 , (3) after 2 h, (4) and after 17 h at 300 K.
The electrical contacts degraded due to thermal
cycling after 17 h thereby terminating the experi-
ment. Irradiation was performed at 240 Kso that
lithium could be considered immobile during
irradiation. As a result the effects of irradiation
could be separated from those due to lithium
mobility. Donor and acceptor concentrations were
obtained by least squares analysis of the data
using Fermi statistics for silicon containing two
kinds of donors and two kinds of acceptors. These
calculations assumed the values of excited state
splitting and ground state degeneracy obtained
from optical experiments reported in the litera-
ture (Refs. 3-5).
Figure 1 shows the behavior of room tempera-
ture carrier concentration in the two samples as
a function of annealing time and is the behavior
expected. There was no measurable annealing in
the phosphorus-doped sample and a decreasing
carrier concentration in the sample containing
lithium.
Figure 2 shows the change in donor concen-
tration in these samples caused by annealing at
300 K. The most apparent difference between the
two samples for annealing times longer than 2 h is
that the donor concentration decreases in the
lithium-doped sample and is constant in the
phosphorus-doped sample. This change in the
lithium-doped sample was clearly caused by radi-
ation damage, since such samples do not show a
change in resistivity with time prior to irradia-
tion. From the data shown here it is not possible
to show that the LiV complex forms during irradi-
ation. From the pre-irradiation and post-
irradiation points it is clear that there is more
donor loss during irradiation in the sample con-
taining both lithium and phosphorus than in the
sample doped only with phosphorus. Unfortunately,
several samples doped only with phosphorus
showed a range of values for carrier removal
rate. An experiment similar to this one, but
using a sample doped only with lithium, would
demonstrate the formation of LiV.
Comparison of the data before annealing and
after 2 h of annealing indicates a decrease in
donor concentration caused by bringing the sample
up to room temperature from 250 K. This was not
expected in the phosphorus-doped sample and
represents a short-term thermal annealing in the
direction of increased damage. Other samples
containing phosphorus were irradiated at 250 K
but were held at 250 Kfor 2 h before making any
measurements. This was found to decrease the
magnitude of the annealing stage, indicating that
annealing occurs at 250 K as well as 300K. In
studies of unannealed Si(Li), data should be taken
after substantial annealing at 250 K, which will
remove this stage without allowing the lithium to
be mobile. This short-term annealing is even
more striking in Fig. 3, which shows the acceptor
concentration.
The total measured acceptor concentration
and A center concentration are represented by At
and 0. 14, respectively. For the phosphorus-
doped sample the value indicated for the E-center
concentration is the measured decrease in donor
concentration caused by irradiation. Inspection
of this data indicates that this annealing may be
caused by thermal release of trapped vacancies
which then form additional damage complexes.
Such vacancies would have to be much more
tightly bound than the vacancy-interstitial close-
spaced pair, as the observed annealing tempera-
tures are very high (Ref. 2). This behavior may
also be a characteristic peculiar to these boules'
of silicon. As was expected, the behavior of
acceptor concentration with continued annealing
was very different in the two samples. Whereas
annealing causes acceptor concentration to de-
crease in the lithium-doped sample, it has no
effect in the phosphorus-doped sample. It is
evident from this figure that A centers interact
much more strongly with lithium than does the E
center. Comparing the changes in total acceptor
concentration with those in A center concentration
it is apparent that almost 80% of those centers
that are neutralized within 17 h were A centers.
Since there were probably as many E centers in
the lithium-doped sample as there were in the
control sample, it is clear the A centers com-
pletely monopolized the neutralization process
despite the fact there were more E centers than
A centers.
By comparing the changes in donor and ac-
ceptor concentrations seen in Figs. 2 and 3 an
idea canbe obtained as to how many lithium ions are
required to neutralize the A centers. The con-
centration changes between 2 and 17 h are:





A0.14 = -1.0X 1013
Since the total acceptor concentration (At) in-
cludes the A center concentration (0. 14) it is
apparent that 80% of the annealed centers were
A centers. Comparing this change to the much
JPL Technical Memorandum 33-4918Z
larger loss in lithium concentration it seems that
as many as four lithium atoms may be required
to neutralize this A center.
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THE OBSERVATION OF STRUCTURAL DEFECTS IN NEUTRON-
IRRADIATED LITHIUM-DOPED SILICON SOLAR CELLS
G. A. Sargent




Electron microscopy has been used as a tech-
nique to observe the distribution and morphology
of lattice defects introduced into lithium-doped
silicon solar cells by neutron irradiation. Upon
etching the surface of the solar cells after irradi-
ation, crater-like defects are observed that are
thought to be associated with the space charge
region around vacancy clusters. The crater defect
density was found to increase with increasing
irradiation dose and increasing lithium content;
however, the defect size was found to decrease
with increasing dose and lithium.
Thermal annealing experiments showed that
the crater defects were stable in the temperature
range 300 to 1200K in all of the lithium-doped
samples. Some annealing of the crater defects
was observed to occur in the undoped cells which
were irradiated at the lowest doses.
I. INTRODUCTION
It is now generally accepted that a localized
cluster of lattice defects may be produced by a
recoil from a single collision between an energetic
neutron and a lattice ion (Refs. 1-5). The energy
of the recoil is dissipated by creating lattice dis-
order. Subsequent rapid quenching of the lattice
should freeze a large concentration of lattice
defects into the neighborhood.
Until recently, the behavior of irradiated
semiconductors has been interpreted on the basis
of isolated Frenkel defects in terms of the model
of James and Lark-Horovitz (Ref. 6). However,
Gossick (Ref. 7) and Crawford and Cleland (Ref. 8)
have proposed a model of disordered regions that
is more applicable to neutron-irradiated semi-
conductors and predicts the existence of regions of
highly localized damage. Their model assumes
that a region of lattice disorder is produced upon
irradiation which may contain a high concentration
of defects such as vacancies. Surrounding the dis-
ordered region is a potential well that arises
because the position of the Fermi level relative to
the energy band is different within the disordered
region compared to that outside. Crawford and
Cleland have estimated the size of the defect re-
gion to be of the order of 15 to 20 nm. For P-type
silicon the dimensions of the space-change region
surrounding the defect region due to the potential
well is predicted to be about 200 to 250 nm in
diameter.
The measurement of electrical properties by
Closser (Ref. 9) and Stein (Refs. 10-12) have sub-
sequently provided direct evidence for the exis-
tence of damage regions as predicted by the theo-
retical models of Gossick and Crawford and
Cleland.
Until recently little work has been carried out
to determine the exact structural nature of the
lattice disorder created by irradiation damage.
X-ray diffraction (Ref. 13) techniques and direct
observation of thin foils by electron microscopy
(Refs. 14-16) met with limited success in this
respect. However, an alternative method for
observing defects in semiconductors using surface
replication electron microscopy has been
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perfected by Bertolotti and his coworkers
(Refs. 17-20).
Bertolotti found that upon etching the surface
of neutron-irradiated silicon samples craters were
produced, the dimensions of which were found to
compare with the dimensions of the space-charge
regions as predicted by the theory of Gossick
(Ref. 7) and Crawford and Cleland (Ref. 8). Within
the craters a small well-defined region could also
be observed, the size of which compared well with
the theoretical estimates for the size of the defect
clusters.
The main objective of the work to be described
in this present paper was to make use of the tech-
nique developed by Bertolotti to determine the
effects of neutron irradiation on the structural
characteristics of undoped and lithium-doped sili-
con solar cells. The overall objective was to
obtain a better understanding of the morphology of
the defects produced by irradiation damage and
their interaction with dopants such as lithium.
Such knowledge could lead to the development of
solar cells which are more radiation resistant.
II. EXPERIMENTAL TECHNIQUE
The work was carried out on commercial
undoped and lithium-doped silicon solar cells pre-
pared by Heliotek. The cells were produced from
float-zone melted single crystals of phosphorus-
doped N-type silicon. Boron was diffused into the
slice to give a junction depth of 0.5 pLm. Lithium
was diffused in using the paint-on technique to
produce three types of cells: 10 1 5 , 1016 and 10 1 7
lithium atoms/cm3 . In addition, a fourth type of
cell was produced with no lithium.
Samples of the undoped and lithium-doped
cells were irradiated with monoenergetic 14. 7-eV
neutrons produced by a Cockroft-Walton generator.
The irradiation was carried out at room tempera-
ture, and the dose was controlled by varying the
distance of the samples from the target.
After irradiation the surface of the solar cells
was prepared for replication by mechanically
grinding and polishing and then by etching with
CP4A etchant. A carbon replica of the surface
was obtained by evaporation. The replica was
shadowed with chromium and was observed in an
electron microscope at 75 kV.
To study the recovery of the irradiation dam-
age a number of samples were annealed at temper-
atures of 293, 593, 700, 900 and 1200K for 10 min
in a vacuum furnace (10-6 torr).
III. RESULTS AND DISCUSSION
Figure 1 shows a photograph obtained in the
electron microscope of a surface replica taken
from the etched surface of an unirradiated sample
which contained no lithium. This photograph
shows a finely etched uniform structure without
any additional significant features. In contrast,
Fig. 2 shows a surface replica from a sample
which contained no lithium but was irradiated with
1011 neutrons/cm2 . This is a typical example of
the appearance of the etched surfaces of the
samples after neutron irradiation. The area
shows a finely etched background structure on
which many crater-like depressions can be
observed.
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According to the Gossick theory (Ref. 7),- the
dimensions of the craters revealed by the above
techniques actually correspond to the size of the
space-charge region which surrounds a cluster of
lattice defects formed during the irradiation.
Therefore, the density of the craters should relate
to the total defect volume produced at a given
irradiation dose.
The average density and diameter of the cra-
ters were measured as a function of dose and
lithium content. Values of the average crater
defect density and diameter as functions of irradi-
ation dose and lithium content are presented in
Figs. 3 and 4, respectively. It can be seen that
the average defect density increases with increas-
ing irradiation dose and increasing lithium content.
On the other hand, however, it can be seen from
Fig. 4 that the average defect diameter decreases
with increasing dose and lithium content. It was
found from these results that, for a given irradi-
ation dose, the total defect volume is essentially
constant. It appears that the presence of lithium
provides more nucleation sites for the defect
clusters to form, and as a result the average
defect diameter is smaller. Under comparable
irradiation conditions, 14. 7-MeV neutrons at a
dose of 10 1 2 /cmZ, the present results are in good
agreement with those reported by Bertolotti, et al.,
(Ref. 19). Therefore, the present results support
the theories of Gossick (Ref. 7) and Crawford and
Cleland (Ref. 8).
From the annealing experiments it was found
that no change could be detected in either the
average defect density or the average size over
the temperature range 300 to 1200K, with the
exception of those samples which were undoped
and irradiated at the two lowest doses, i.e., 1010
and 1011 n/cm2 . These results are shown in
Figs. 5 and 6 where the average defect density
and size are plotted, respectively, as a function
of annealing temperature. In these samples
annealing was found to be significant at a tempera-
ture of about 800 K and was reflected in both an
increase in defect density and a decrease in defect
diameter.
It would appear from these results, therefore,
that the defect structure which is formed during
the irradiation at room temperature of either the
undoped or doped material, at the highest doses,
represents the most stable defect structure. The
large defect clusters which are formed at the low
doses in the undoped material have a tendency to
collapse upon annealing to form smaller defects at
a higher density.
The results of the annealing experiments
carried out in the present work appear to be signif-
icantly different from those observed previously
from recovery of electrical properties in neutron
irradiated silicon, byStein (Ref. 21) and Passenheim
and Naber (Ref. 22). However, it is not possible
at the present time to make direct correlation with
these results as the irradiation conditions and
annealing times were significantly different.
It is not apparent from the present results
exactly what role lithium plays in the nucleation
and stabilization of the irradiation-induced defects.
At the high temperatures used in the annealing
experiments it is unlikely that lithium would re-
main in the bulk lattice. There is some evidence
(Refs. 23, 24), however, that at the temperature
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at which the irradiation is carried out the
irradiation-induced defects are trapped at pre-
cipitated metallic lithium and form stable clusters.
The subsequent annealing of the defect cluster,
once it has reached a stable configuration or criti-
cal size, could be quite independent of the presence
of lithium. Hence, the presence or mobility of
lithium at the higher annealing temperature would
not necessarily influence the annealing kinetics of
the defect clusters.
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Fig. 3. Average defect density as a function











Neutron Dose (Neutrons per cm2 )
Fig. 4. Average defect diameter as a function
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The origination of the lithium-doped radiation-
hardened silicon solar cell in 1966 (Ref. 1) has
been followed by an intensive effort to study the
specifics of the radiation damage and recovery
processes. As one step in the direction toward
optimizing the chemical and physical parameters
of the cell for maximum radiation hardness, it is
essential to determine the performance of this
solar cell in various radiation environments. The
amount and rate of this recovery process have
been shown to depend on the oxygen impurity in the
silicon, the type of irradiating particle, the
fluence, and the temperature of the cell following
the irradiation. In addition, low-flux rate irra-
diation as contrasted with Van de Graaff bombard-
ment, have provided valuable information on the
behavior of these cells in a simulated space en-
vironment. A part of this paper will discuss the
recent results of a continuing real-time-rate irra-
diation (Ref. 2) which was begun in September
1969. Since that time, better lithium-doped cells
have been made, and placed into the study. We
shall also discuss the results of 1-MeV electron
and 4-MeV proton Van de Graaff irradiation and
annealing of a solar cell made from crucible-
grown silicon which has been lithium-diffused for
8 h at 325°C.
Three modes of radiation were used to study
damage and recovery in the lithium solar cells.
They comprised 1. 2-MeV gamma photons from
the Naval Research Laboratory (NRL) Cobalt 60
source, 1-MeV electrons from a Van de Graaff,
and 4-MeV protons from a Van de Graaff. The
damage caused by the 1.2-MeV gamma photon
comes about from energized electrons which are
produced in the chamber walls, in the solar cell
holder, and within the solar cell by means of
Compton interactions of the gamma ray with elec-
trons in the material (Ref. 3). These electrons
have a spectrum of energies ranging upward to
0. 8 MeV. These energetic electrons create lattice
vacancies in the silicon, followed by the formation
of defects and recombination centers similar to
those occurring in I-MeV electron irradiated
silicon. A first approximation for equivalency of
damage in solar cells from Cobalt 60 gammas, as
compared with electrons, can be made by deter-
mining the number of gamma photons that will
produce the same number of lattice displacements
as a 1-MeV electron. If values (Ref. 4) are used
for the total number of displaced silicon atoms
per unit of incident flux of 10-2 for l-MeV gamma
photons and 4.6 for 1-MeV electrons, the equiv-
alent electron dose corresponding to 1 rad (Si),
*This work was performed for the Jet Propulsion- Laboratory, sponsored by the National Aeronautics
and Space Administration under Contract No. NAS7-100.
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which is 2. 22 X 107 photons/cm2 , is 4.35 X 106
e/cm 2 . This equivalency factor is applicable only
when the gamma environment is one of electronic
equilibrium for the irradiated sample. In this
case, this condition is essentially satisfied.
The flux values, in units of particles/cm 2 -s,
varied widely. In the case of gamma flux, the
value was 5 X 10 6 e/cm 2 -s, later increased to
2.7 X 107 e/cm Z -s. For the electron Van de
Graaff irradiations the flux was 5 X 1011 e/cm 2 -s,
and for the proton Van de Graaff, 3 X 109
particles/cm 2 -s.
The solar cells discussed here are five types.
There are four groups of Heliotek lithium-doped
P/N cells, one of Centralab lithium-doped P/N c
cells, and a group of Centralab 10-l-cm N/P
flight-quality solar cells. Table 1 shows the ex-
perimental matrix for the gamma ray portion of
this study.
The experimental apparatus for the gamma
irradiations consisted of three stainless-steel
cylindrical cans about 7. 6 cm in diameter, 24 cm
long, with a 0. 51-cm-thick wall. The solar cells
were held in contact with temperature-controlled
brass plates by means of spring clips. Each cell
was loaded with a 10-Q resistor, with pressure
contact made through the spring clips and brass
plate.
Illumination was provided during irradiation
by means of five 12-V automobile lamps in each
can. Replacement of lamps was required about
every 3 mon because of radiation darkening of the
glass bulbs. Then cans were evacuated after seal-
ing, and back-filled with 0.7 N/cm2 (1 psi) of
argon to provide for thermal conduction of the heat
from the lamps to the chamber walls. (Under
vacuum, the bulbs failed in a few hours. )
The cell temperatures were controlled by
means of a combination of electrical strip heaters
and water-carrying copper tubing fastened to the
rear of the solar cell mounting plates. One can
was held at 30 0 C, and two cans at 60°C with a
variation of L1°C. For measurements of the I-V
curves, the solar cells were removed from the
cans and placed under a Spectrosun X-Z5L solar
simulator calibrated for 140 mW/cm2 air mass
zero. Solar cell temperature was 25°C for all
measurements at the simulator. During the times
the cells were out of the irradiation chambers,
they were held at dry-ice temperature to prevent
annealing, except for the actual measurement
time.
The irradiations at the NRL 2-MeV electron
Van de Graaff were carried out on solar cells at
room temperature, with forced-air cooling on the
sample. The fluence obtained was 5 X 1014
l-MeV e/cm 2 . All of the solar simulator mea-
surements were performed with cell temperatures
of 25°C. The annealing of the solar cells after
irradiation was done in forced-draft laboratory
ovens at 60 and 30°C with solar simulator mea-
surements being performed at intervals through-
out the recovery period.
The 4-MeV proton bombardment was per-
formed at the NRL 5-MeV proton Van de Graaff to
a fluence of 2. 2 X 1011 p/m2 , with the two solar
cells in a vacuum of 6. 7 X 10-3 N/m2 during the
irradiation. As in the case of the electron-
irradiated cells, these samples were measured at
the solar simulator at 25°C at intervals through-
out their 60°C annealing period.
III. RESULTS
The results of Cobalt 60 gamma irradiations
over a period of 18 mon will be discussed. During
this time the solar cells were removed from the
source 12 times for measurements. A total
gamma exposure of 1.4 X 108 R was received by
the cells, equivalent to a 1-MeV electron fluence
of 6. 1 X 1014 e/cm 2 . It should be mentioned that
the dose rate was increased from 5 X 106 e/cm2 -s
to 2. 7 X 107 e/cm2 -s after a fluence of 2 X 1014.
The trend of the data show that the results were
not affected by this increase. Figure 1 is a plot
of the power output of the cells as they are irra-
diated at 60°C in a continuous gamma ray environ-
ment. The power is measured with a cell tem-
perature of 25°C at one sun of illumination. It
can be seen from Table 2 that the four types of
lithium cells were much lower in initial efficiency
than the N/P 10 Q-cm cell which was used for
comparison. The results of the 30 0 C irradiation
showed slightly more damage than these at high
fluences, although up to 1 X 1014 e/cm 2 there was
generally little difference between the 30 and 60°C
data (Ref. 2). The groups H2 and H5 were desig-
nated generally to be low lithium content. In fact,
junction capacity measurements on H5 indicated
no lithium concentration near the junction. The
poor radiation hardness attests to this finding.
On the other hand, the more heavily doped H6 and
H9 were also so low in efficiency that they were
never competitive to the HZ and N/P cells in the
course of the experiment.
A quite different picture of the performance
of a lithium cell is given in Fig. 2. The maximum
efficiency shown here for the CllA cell is 11.2%
compared with 10.4% for the N/P cell. However,
the rapid decrease in power brings the lithium cell
performance exactly to the level of the N/P cell
at 60°C irradiation temperature. The results of
the 30°C irradiation show that the Cl1A cell out-
put is definitely lower. One might assume that
the increased mobility of lithium at the higher
temperature causes a more rapid annealing rate
for the damage centers which are being produced.
The most important point of this figure is that the
power level of the C11A cell ultimately stays above
the N/P cell at fluences beyond 4 X 1014 e/cm2 ,
with an improvement of about 5%. In terms of
long exposures in an electron environment, it
appears that the lithium cell will offer an advantage
over the conventional N/P cell.
The next part of the study was to investigate
the annealing rate of rapidly damaged solar cells
as a function of temperature and cell type. The
C lA lithium- doped cell was chosen because of its
good characteristics, and was compared with the
same type of N/P cell used throughout this work.
Figure 3 depicts the post-irradiation annealing of
the power lost through 1-MeV electron irradiation
in C11A and N/P solar cells. The N/P cell shows
a slight recovery immediately after the irradia-
tion, then quickly saturating and even slightly de-
clining. The CllA cell shows additional damage
occurring within the first few hours following the
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irradiation. The 30 0 C annealing does not regain
any of the power lost during the irradiation. How-
ever, annealing at 60°C produces a large recovery
of the lost power. This result can be seen more
quantitatively in Fig. 4 where the percentage of
recovered power is shown. Percentage recovery
is defined as
P -P
a r X 100
P0 - Pr
where P0 is the original power, Pr is measured
after the irradiation, and Pa after annealing. In
Fig. 4 one observes that the lithium cell has
recovered 42% of its power after Z00 h at 60°C,
while the N/P cell has recovered only 100%o. In
actual power level, the lithium cell is about 5%
greater at 200 h (Fig. 3).
All of the previous results, for 60'C gamma
radiation and 60°C annealing after electron radia-
tion are summarized in Fig. 5. The maximum
annealing time for this data is 100 days, whereas
the time to gamma irradiate cells to this dose is
about 200 days. With this fact in mind, we ob-
serve that more damage is produced during the
slow irradiation with simultaneous annealing than
is left in the cells when they are rapidly damaged,
then allowed to anneal for an equivalent length of
time. Some of the Heliotek lithium cells used in
the first part of the gamma experiment were re-
moved after a fluence of 2 X 1014 e/cm 2 and
placed in a 60°C annealing temperature with and
without illumination. No recovery of these cells
was observed; indeed, many cells degraded some-
what further. Thus it is unlikely that the gamma-
irradiated C11A cells would show recovery if the
radiation were removed. It is interesting to note
that in both experimental situations, the lithium-
doped solar cells demonstrate a power margin of
about 5% over the N/P cell.
The final portion of the experiment consisted
of a 4-MeV proton bombardment of two CllA cells
to a fluence of 2.2 X 1011 p/cm2 . The cells were
allowed to anneal in an oven at 60°C for 800 h, with
I-V measurements made at intervals throughout.
This data is summarized in Fig. 6, along with the
electron-damage annealing data from Fig. 3. In
both electron and proton Van de Graaff bombard-
ment, the P/N lithium cells are degraded much
more than the N/P cell. This difference between
radiation hardness in P-type and N-type silicon
solar cells has been established for many years
(Refs. 5, 6). During the annealing, the lithium
cell recovers to a higher power level than the
N/P cell after 800 h at 60°C. Carter and Downing
(Ref. 7) report like behavior in similar solar cells
irradiated to 3 X 1015 l-MeV e/cm 2 and annealed
at 100°C. In their case, the lithium cell power
recovered to the value for the N/P cell in 2 h. Since
recovery rate depends on irradiation fluence and
annealing temperature (Ref. 8), these two results
are notnecessarily conflicting. The recoveryfrom
protondamagefollows a different behavior. There
is no additional damage found during the first few
hours after irradiation; recovery begins at once
and proceeds more rapidly and to a higher degree
than for electron damage. The percentage recov-
ery at 800 h is 38% for electron damage and 68%
for proton damage. The proton data shown for the
N/P cell is a typical value extrapolated from a
previous experiment (Ref. 6). No annealing data
was available for the N/P cell.
IV.. SUMMARY
Very conclusive evidence has been presented
that a lithium-diffused crucible-grown silicon
solar cell can be made with better efficiency than
the flight-quality N/P 10 Q-cm solar cell. When
this lithium cell is exposed to a continuous radia-
tion environment at 60°C (electron spectrum from
gamma rays) it has a higher power output than the
N/P cell after a fluence of 4 X 1014 e/cm Z
(equivalent 1 MeV).
A comparison of annealing of proton- and
electron-damage in this lithium cell reveals a
decidedly faster rate of recovery and higher level
of recoverable power from the proton effects.
This fact strongly suggests that the lithium cell in
a low-rate continuous proton flux would have even
greater superiority over the N/P cell than it has
in the case of electrons. Therefore, the lithium
cell shows a good potential for many space mis-
sions where the proton flux is a significant fraction
of the radiation field to be encountered. This is
the case for many specified earth-orbit trajector-
ies as well as interplanetary missions.
The need for additional proton radiation stud-
ies is obvious, in view of the superior performance
of the lithium cells. Such work will be carried out
utilizing various other proton energies of interest.
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All cells are illuminated with tungsten light and are individually loaded with a 10-Q2 resistor
developing a load voltage of 0. 21 to 0. 24 V. The cells are removed from the chambers for













Table 2. Photovoltaic parameters of experimental cells
Cell group Type IS, mA Pax mW Efficiency, %lo
H-2 Li CG 64. 5 27. 8 9.9
H-6 Li CG 60. 0 24.7 8.8
H-5 Li FZ 70. 0 27.4 9.8
H-9 Li FZ 61. 0 25. 1 9.0
ClIA Li CG 71. 6 31. 0 11. 1
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Fig. 1. Power loss in lithium-doped P-on-N solar cell1 compared to
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Fig. 2. Power loss in lithium-doped P-on-N solar cells and 10 Q-cm
N-on-P! solar cells irradiated at 30 and 60 °C by Co60 gamma
flux























I I I I I I I I 
VAN DE GRAAFF IRRADIATION
5 x10 4 1 MEV E/CM 2
O N-ON-P, 10 OHM-CM, 600C
o CIIA, Li DOPED CG, 60°C












I I I I I I I I I I
100 1000
16 I IIIt0
TIME (HOURS) AFTER IRRADIATION
Fig. 3. Post-radiation annealing of power lost through l-MeV electron
irradiation in lithium-doped P-on-N solar cells and N-on-P
10 f-cm solar cells
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Fig. 4. Percentage of power recovered through post-radiation annealing
in solar cells irradiated by 1-MeV electrons
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Fig. 5. Comparison of power recovery by annealing following a t-MeV
electron radiation, and the power lost in a real-time Co O
gamma radiation for lithium-doped P-on-N solar cells and
N-on-P 10 0-cm solar cells. The annealing time extends
to 2300 h, whereas the time to gamma irradiate to 5 X 1014
is 200 days
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Fig. 6. Comparison of power recovery following a l -MeV electron
radiation and a 4-MeV proton radiation for lithium-doped
P-on-N solar cells
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5RADIATION DAMAGE ANNEALING KINETICS
M. S. Dresselhaus
Department of Electrical Engineering,
Center for Materials Science and Engineering,
Massachusetts Institute of Technology, Cambridge, Mass.
I. INTRODUCTION
Our primary task is to understand how the
presence of lithium assists in the recovery process
of irradiated silicon solar cells. Although lithium
is more effective in accelerating the recovery rate
from neutron and proton bombardment, lithium has
also proved useful in the recovery process from
electron irradiation. Since neutron irradiation is
not especially important for typical NASA space
missions involving solar cells, and, furthermore,
since it is relatively easy to provide protection
against proton damage, our efforts have been
mainly directed toward the study of recovery from
electron irradiation.
II. BACKGROUND
To see how to tackle the problem let us start
at the beginning and consider the solar cell as a
p-n junction where for our case, the base region
is the n-region, as is illustrated in Fig. 1. Light
incident on this base region produces electron-hole
pairs, with the holes capable of surmounting the
potential barrier at the p-n junction and reaching
the collecting electrode. We are accustomed to
thinking of typical carrier diffusion lengths in
crucible-grown quartz as L - 1.2 X 10- 4 m so that
collection can result from electron-hole pairs
formed far from the junction. It is this long dif-
fusion length that encourages us to think that the
kinetics in bulk silicon might be the crucial factor
in determining solar cell behavior. We shall now
show why, on one hand, the consideration of bulk
effects might by themselves lead to erroneous
conclusions and, on the other hand, why it is
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nevertheless important to consider the kinetics
of bulk silicon.
Any kinetics modeling based on a first-
principles approach requires the observation of:
(1) the defects that are formed during irradiation,
(2) how these defects are annealed out in the re-
covery process, and (3) how these defects affect
the diffusion length, minority carrier lifetime,
carrier removal rate, etc. In dealing with this
problem, we must classify the defects into various
categories, and since each category tends to have
a rather different cross section for minority car-
rier removal, different concentration ranges could
significantly affect the minority carrier diffusion
length.
In the first category we have the shallow donor
and acceptor levels. These defects do not repre-
sent a major perturbation to the periodic potential
characteristic of the host silicon lattice and con-
sequently offer just a small cross-section for
minority carrier removal. Typical concentrations
of such defects have little effect on the minority
carrier transport problem. On the other hand,
the deep defect levels represent appreciable per-
turbations to the periodic potential and offer large
cross-sections for a number of carrier removal
processes. For such defects (e. g. , gold), a con-
centration as low as -10 1 9 /rn3 (which is merely a
trace concentration) can appreciably affect the
minority carrier diffusion length (Ref. 1). Some
deep defect levels act like traps and are impor-
tant in minority carrier removal processes assoc-
iated with transient phenomena. But in the steady
state, once a trap is filled, it will remain filled.
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On the other hand, a single recombination center
can continuously remove minority carriers by
combining them with majority carriers in either a
radiative or a non-radiative recombinationprocess.
If the process is radiative, it is, in principle,
observable by radiation recombination measure-
ments; on the other hand, non-radiative processes
are very difficult to study experimentally.
The types of defects most prevalent in the base
region before irradiation are: (1) the shallow
donor defects which are present in concentrations
as large as 10 2 1 /m 3 , and (2) deep impurity defects
which are present in trace concentrations. Before
irradiation, it is these trace quantities of deep
impurity recombination centers which control the
minority carrier diffusion length. The types of
defects introduced by irradiation with electrons
in the energy range of -1 MeV are predominantly
in the deep defect level classification, since the
radiation-induced defects (such as the vacancy)
represent a major perturbation to the periodic
lattice of the host crystal. For fluences typical
of the space environment of a synchronous orbit
mission of 5-yr duration, the radiation-induced
deep defect concentrations will generally exceed
the native deep-defect concentrations. Upon
annealing, the radiation-induced defects tend to
form complexes which are also associated with
deep level states but generally represent less of
a perturbation to the periodic potential of the host
crystal. In both the irradiation and recovery
processes, majority carriers are removed when
they become bound to the various defect centers.
This carrier removal results in a degradation of
the junction.
To consider the kinetics problem from first
principles, we must identify the primary radiation-
induced defects and determine their effect on the
minority carrier lifetime. We must then identify
the centers that result upon annealing of the pri-
mary centers and determine the effect of these new
centers on the minority carrier lifetime. In this
connection it would be desirable to carry out mea-
surements of both the minority carrier lifetime
and the energy level spectrum of the defects. Such
joint measurements should be made on samples
that are well-characterized with regard to both
material parameters and radiation environment.
III. EXPERIMENTAL TECHNIQUES
A number of experimental techniques are
available for the study of defect levels. The infra-
red absorption technique is one of the most useful
techniques for establishing the energy levels assoc-
iated with defects. We must remember here that
there are many different species of defects present
in the base region of an irradiated solar cell. Fur-
thermore, each defect can be found in any one of a
number of energy states as shown in Fig. 2. This
figure shows the energy levels of the divacancy,
one of the common defects occurring in irradiated
float-zone silicon (Ref. 2). If the photon energy of
the infrared radiation is just sufficient to excite
electrons from the singly charged (-1) occupied
level, 0. 4 eV below the Fermi level, to the con-
duction band, there is an absorption of power from
the incident beam. An experiment closely related
to the infrared absorption is the photoconductivity
experiment whereby we look at the current of the
photoexcited electrons rather than at the power
absorbed from the incident beam. These experi-
ments are not actually equivalent insofar as the
final state in the photoconductivity experiment
must be a band state, while a bound state is an
acceptable final state in the infrared absorption
process. At any rate, both types of experiments
have, in fact, been carried out under our program
and some results of the photoconductivity studies
by Corelli are shown in Fig. 3. In interpreting
such curves, the maxima in the photocurrent are
identified with the resonant absorption from or to
a defect level. These measurements by them-
selves do not identify the nature of the defect
centers; to make such identifications it is neces-
sary to study concentration dependences, temper-
ature dependences, effects of stress or possibly
magnetic fields. To study the effect of these
centers on solar cell characteristics, measure-
ments of the minority carrier lifetimes should be
made on the same samples and correlated with
the optical data.
There are, however, some more fundamental
difficulties with these data: in order to observe
these defects optically, it was necessary to irra-
diate the samples with fluences which create defect
densities far in excess of the lithium concentration.
These fluences are larger than are of practical
interest for space missions. Since the benefits of
lithium donors are realized primarily when the
lithium concentration exceeds the damage center
concentration (Ref. 3), these experiments are only
of limited utility for our kinetic modeling program.
Furthermore, this difficulty would not be resolved
by increasing the lithium concentration, since the
lithium concentrations used in this work were
already as high as might be of interest to possible
solar cell applications. In order for optical tech-
niques to be useful to us, the sensitivity of the
technique must be increased by perhaps two orders
of magnitude. To accomplish this, a modulation
technique could be exploited to advantage.
To study defect centers in bulk material some
rather elegant recombination luminescence studies
have been carried out by the University of Illinois
group. In recombination luminescence, one mea-
sures the spectrum of the radiation emitted when,
for example, an electron associated with a partic-
ular defect level combines with trapped hole or
with hole in the valence band. An example of such
a spectrum is shown in Fig. 4. Because recombi-
nation luminescence in silicon is not an efficient
process, these experiments have also been plagued
with the same difficulties as the optical experi-
ments insofar as it has been necessary to employ
high irradiation fluences in order to observe re-
combination luminescence signals. Recently,
increased sensitivity has been achieved in silicon
through use of a laser source to achieve the initial
excitation (Ref. 4). Perhaps such techniques could
also be employed in the luminescence recombi-
nation work in our program. In the luminescence
studies made under our program, considerable suc-
cess has been achieved in the identification of the
nature of the observed defects. For example, the
structure at 0.97 eV is identified with the divacancy
0.19 eVbelow the conductionband and the structure at
0.79 eV is identifiedwith a two- oxygen defect complex.
To make such studies valuable to a kinetic model-
ing effort, it will be necessary to correlate the
luminescence studies with minority carrier life-
time measurements in order to understand the role
of such defects in the solar cell degradation upon
irradiation and subsequent recovery.
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The difficulty with the bulk measurements
made under conditions of intense irradiation can
also be understood in terms of Fig. 5, where the
dependence of the minority carrier diffusion length
L is plotted as a function of fluence for 1-MeV
electron irradiation on standard n/p solar cells,
made from crucible grown silicon (Ref. 5). While
L is -1. 20 X 10-4 m for the pre-irradiated cells,
we see a rapid decrease in L with increasing
fluence so that for a fluence -10 2 0 /m 2 the dif-
fusion length is already below 10- 5 m. This fig-
ure tells us that if we are considering fluences in
excess of -102 0 /m 2 , the solar cell current gener-
ation in the base region will become less impor-
tant compared with the behavior in the vicinity of
the junction. Since the impurity concentrations
and defect densities tend to be rather different
near the junction as compared with the bulk be-
havior, the kind of data on bulk silicon that is
of primary interest for kinetic modeling is that
for low fluence levels corresponding to typical
space environments. On the other hand, we
should not conclude from this figure that mea-
surements on bulk silicon are irrelevant. We
shall soon see why it is important to consider
both the data on the devices and data on the bulk
mate rial.
Another powerful technique that has been
applied to the study of radiation-induced defects
and their subsequent annealing in the presence
of lithium is the electron spin resonance (ESR)
technique. This technique is applicable to the
study of defects in a singly charged state; for
these states, the ESR technique provides a micro-
scopic and detailed probe. With this technique,
it has been possible to identify resonances asso-
ciated with the oxygen-vacancy, the divacancy,
the phosphorus-vacancy, the lithium-oxygen, as
well as many other centers. The interpretation
of these experiments indicates that for oxygen-
lean silicon, the presence of lithium favors the
formation of lithium-vacancy complexes rather
than phosphorus-vacancy complexes and that in
the annealing process, lithium can help to
neutralize phosphorus in the phorphorus-vacancy
complexes that happen to be present (Ref. 6).
For the oxygen-rich silicon, the presence of
lithium tends to favor formation of LiOV centers
rather than the OV center itself. The fluences
necessary for observation of ESR signals are
still rather large (like 1020 to 1021 electrons/m 2 )
but somewhat smaller than are required for the
optical measurements.
We have, however, encountered several dif-
ficulties in utilizing some of the ESR data: (1) The
measurements employ 30-MeV rather than 1-MeV
electrons, the lower energy matching more closely
other work in the program as well as the environ-
mental conditions in space. Since the production
and annealing rates for a given defect are strongly
energy dependent, it would be desirable to have
ESR data on similar samples as a function of
electron irradiation energy. (2) The lithium con-
centration tends to be higher than the range of
interest for solar cell applications and yet the lith-
ium concentration is often less than the density of
irradiation defects. Thus, the parameters do not
really fall into the desired range for solar cell
modeling. (3) Not all centers can be studied by
the ESR method because they have the wrong
charge state or are unoccupied.
From the point of view of cell modeling, our
%nost useful data have come from less microscopic
an'd perhaps less elegant techniques, but neverthe-
less capable of yielding information on the defect
production and annealing in the parameter range
of interest to solar cells and the type of space
environment where the cells will be utilized. Such
techniques are the bulk Hall and resistivity mea-
surements, minority carrier lifetimes in bulk
silicon and in solar cell devices, and capacitance
measurements. We will have more to say about
relating such data to the kinetic modeling later.
From the temperature dependence of the Hall
effect and from analysis of the temperature depen-
dence of the minority carrier lifetime data, it is
also possible to deduce defect levels. Such tech-
niques have been widely exploited for this purpose
in our program by the RCA, TRW, and Gulf-
Atomic groups. If we now consider all the defect
levels that have been reported in the literature to
date we get the typical representation shown in
Fig. 6. This diagram shows that a large number
of defects have been identified and that a given
defect can exist in various energy states. Not
only is the number of defect levels overwhelmingly
large, but the quantity of reliable and necessary
information on each level is discouragingly small.
From this situation, we must conclude that it is
not feasible at this time to construct a first-
principles kinetic model for the annealing of
electron radiation damage in lithium-diffused
silicon solar cells.
IV. KINETICS MODELING
We have, therefore, looked toward a phenom-
enological approach whereby a parametric model
is developed to predict lifetime damage constants
and carrier removal rates relevant to the oper-
ation of the solar cell. In dealing with the kinetics
problem, we divide it into two parts: (1) a deter-
mination of the minority carrier lifetime as a
function of the material and environmental param-
eters, and (2) the deduction of solar cell perfor-
mance from the minority carrier lifetime, and
from doping profiles in the n- and p-material and
of the diffused lithium in the solar cell. The
second part of the problem has been dealt with by
the Exotech and Gulf-Atomic groups. For this
reason, we have mainly concerned ourselves with
the determination of minority carrier lifetimes.
(We have recently learned that the Gulf-Atomic
group has also been successful in modeling minor-
ity carrier lifetimes under a variety of material
and environmental parameters).
Almost all lifetime data is analyzed in terms
of the Shockley-Read-Hall theory for recombi-
nation processes. According to this theory, the
lifetime for a single level defect is given by the
expres sion,
/n0+ n1 + An\
T = T + + n +
PO0 P0 + an
T (po + l An\
n0 n0 + P0 + An)
where the lifetimes in heavily p-type and n-type
material are given by
1
TPO NRvth(T) crp(T)
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and
1




= recombination center density
vth = thermal velocity
n¢ = cross sections for recombination of
p, n holes or electrons
nOP p= thermal equilibrium carrier
concentration
An = Ap = concentration of excess
carriers
T = temperature
nl = N e[(EREC)/kT ]
1 = N e[(EVER)/kT]Niv
where Nc and Nv are integrals over the density of
states for the conduction and valence bands,
respectively, and
N = JP (E) e[-(EEc)/kTdE]
N
v
= / Pv ( E) e[-(EV - E)/kTdE]
In order to interpret lifetime versus temperature
data, an explicit temperature dependence of the
cross sections and of the thermal velocity vth must
be assumed. The temperature dependence of -r is
complicated but has been treated theoretically
(Ref. 8). Although there exist divergent opinions
on the temperature dependence of a-, there is
general agreement that the temperature dependence
of vth goes as T1/2 . Most interpretations of life-
time data consider (r(T) -T-1/2 so that ap- and
-n0 are temperature independent. If temperature
dependences for Vth and o-(T) are introduced, then
it is possible to fit the experimental lifetime mea-
surements as a function of temperature and thereby
to deduce the energy of the defect level ER.
We are at present trying to understand how to
use the Shockley-Hall-Read theory to find this
effective defect level in an unambiguous way. It
is our hope that the minority carrier lifetime is
controlled by one or two dominant defects, e. g.,
the divacancy in oxygen-lean silicon and the
oxygen-vacancy complex in oxygen-rich silicon.
If this is the case, then we might expect the effec-
tive defect level ER to be correlated with an impor-
tant defect level that has been identified by more
direct measurements on bulk material, e. g.,
optical, luminescence, ESR, temperature depen-
dence of the Hall effect, etc. In this context, it
would be most desirable to make measurements on
the same samples by different techniques.
The application of the Shockley-Read-Hall
approach to the minority carrier lifetime problem
is itself beset with complications. To illustrate
these complications, Fig. 7 displays the various
energy levels identified with radiation defects pro-
duced by 1-MeV electrons in n-type silicon. In
all cases, the levels were obtained from Shockley-
Read-Hall analysis of the temperature dependence
of lifetime data. The two most important reasons
for the variety of effective levels in this diagram
are: (1) differences in material parameters in the
n-type silicon, and (2) differences in the use of the
Shockley-Read-Hall theory. Differences in the
material parameters are difficult to handle be-
cause it has not been customary to give a complete
characterization in the literature of the material
and environmental parameters. This lack of in-
formation has made it exceedingly difficult to
compare the work of different groups. This lack
of sample characterization may also be responsible
for the tendency on the part of some workers to
ignore past work and to report their findings with
little or no attempt to correlate their results with
previous measurements. Because of the collabo-
rative aspect of the JPL program, we have a
unique opportunity to correlate lifetime measure-
ments in a more significant way. Differences in
the use of the Shockley-Read-Hall theory arise
largely through differences in the assumptions for
the temperature dependence of the cross sections.
As can be seen in Fig. 7, the upper energy level
is relatively less sensitive than is the lower level
to these two classes of differences.
As a first stab at the annealing problem, we
have decided to use the Shockley-Read-Hall ap-
proach and to consider the recombination center
density NR to be time dependent. The determi-
nation of NR then is governed by a rate equation,
such as has been developed by Fang and others
(Ref. 9).
Although we have given some thought to radi-
ation annealing in the presence of lithium, we are
still developing techniques for handling the kinetics
problem for non-lithium-diffused irradiated sili-
con. We are trying to understand such questions
as the presence of multiple competing defects and
defects with more than one important recombina-
tion level. The introduction of lithium donors
suggests a need for such a generalization to multi-
level Shockley-Read-Hall models.
Because of the complexity of the annealing
process itself, it will be necessary to develop
some physical insight into the problem in order to
know what type of approximations can be made.
The first problematical fact about lithium is its
rather low solubility in silicon: -10 2 0 /m 3 . Yet,
it is customary for us to unconcernedly charac-
terize our materials with Li concentrations as high
as 10 2 3 /m 3 . Electron microscopy studies such as
those shown in Fig. 8 show a precipitation of lith-
ium metal in oxygen-lean silicon having nominally
a 10 2 3 /m 3 lithium concentration. Substantive evi-
dence for such precipitation comes from the identi-
fication of body-centered cubic electron diffraction
patterns with the lattice constant of metallic lith-
ium. We have not yet understood how this property
can be incorporated into the kinetic model.
A second property that must be considered is
the fact that the lithium profile in a solar cell
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exhibits a linear concentration gradient across the
junction, as well as concentration gradients far
into the base region, as is seen in Fig. 9. Since
the minority carrier diffusion lengths for irradi-
ated material become comparable to a few junction
widths, this lithium gradient is important in anal-
ysis of lifetime data. The presence of lithium
gradients introduces electric fields. Since the
minority carrier drift to the collecting electrodes
is assisted by these electric fields, the interpre-
tation of the minority carrier lifetime measure-
ment in solar cell devices becomes more compli-
cated. The effective minority carrier diffusion
lengths now become an average over the lithium
concentration profile and thus we cannot now write
simply L = /-DT.
One promising technique for studying the
minority carrier diffusion lengths in just such a
situation is the spectral response curve. For
incident light with photon energies in excess of
the indirect gap, absorption will occur. As the
photon energy is increased above the band gap, the
absorption will increase and the effective length
for the penetration of the light will decrease, as
can be seen in Fig. 10, showing the frequency
dependence of the optical absorption coefficient in
silicon. The presence of impurities and radiation
defects has no important effect on such a curve,
which is characteristic of the valence and con-
duction band states. Therefore, we can use the
wavelength of the light to control the dimensions
of the active region of the solar cell, i. e., min-
ority carrier generation will proceed only up to
the penetration depth of the light.
In the spectral response curve itself shown
in Fig. 11, we measure the short-circuit current
as a function of the wavelength (or photon energy)
of the light. In the long wavelength region, where
the absorption coefficient is small and the light
penetrates far into the base of the cell, the spectral
response is dominated by the base region minority
carrier lifetime or diffusion length. At shorter
wavelengths where the optical penetration depth is
somewhat larger than the junction depth, the effect
of concentration gradients near the junction
become important. At yet shorter wavelengths
where the optical penetration depth is confined to
the diffused layer, the spectral response will be
sensitive to the minority carrier lifetime in the
diffused layer and to the front surface recombi-
nation velocity. Our main interest in this work is
to study the spectral response curves for optical
penetration depths traversing the base region of
the cell. It should be noted that the spectral res-
ponse curve rises for photon energies above the
indirect band gap even though the optical penetra-
tion length decreases; this is because the optical
absorption is increasing with increasing photon
energy. For sufficiently high photon energies the
effect of the decreased penetration depth begins to
dominate over the effect of increasing optical
absorption.
Spectral response studies have been made in
non-lithium solar cells covering a variety of
environmental parameters, though very little has
so far been done on lithium-diffused solar cells.
The spectral response of a solar cell with uniform
doping in the base region and in the front diffused
layer can be analyzed relatively simply. In addi-
tion, exponential carrier concentration gradients
and their resulting electric fields can also be
included in the analysis.
The spectral response method is complemen-
tary to the short-circuit current determination of
the damage constant where one measures some
effective diffusion length characteristic of the
entire base region of the cell. On the other hand,
in the analysis of spectral response measurements
it will be necessary to include the effect of: (1)
lithium concentration gradients, and (2) the elec-
tric field resulting from such gradients. This
analysis will involve a fairly complicated com-
puter program. We aim to correlate these
spectral response measurements with diffusion
length measurements made on the same samples.
A spectral response apparatus has been built
and tests are being made on a preliminary batch
of cells. Here we measure the wavelength depen-
dence of the collection efficiency, Q = Isc/qNph
where Isc is the short-circuit current produced by
the incident photon flux Nph and q is the electronic
charge.
A block diagram of the appartus is shown in
Fig. 12. Here the monochromator is a double-
pass Perkin-Elmer prism monochromator with a
resolution of better than 1 cm X 10-8, and the
light source is a flat filament tungsten lamp. The
output of the monochromator is chopped and
imaged uniformly over the active area of the cell
by a toroidal section mirror. In these measure-
ments, the cell is loaded to short-circuit con-
ditions. In the first mode of operation, the mea-
surements will be made first using only the
illumination of the monochromator. In the second
mode of operation, spectral response will be
probed by the low intensity light from the mono-
chromator while the cell is simultaneously illu-
minated by the solar simulator (a powerful tungsten
source). The simulated sunlight will allow obser-
vation of injection level dependence in the recom-
bination mechanisms. In the second mode of
operation, high power output will be obtained from
the solar cell and, consequently only a small load
will be needed to keep the voltage low. The ac
signal from the appropriately loaded cell is
amplified, synchronously rectified, and recorded.
As a first step in our experimental program,
we will develop a reliable technique for spectral
response measurements using non-irradiated
(i e., undamaged) standard n/p solar cells.
The next step will involve the extensions of
the spectral response measurements to non-
irradiated lithium solar cells. In this work, we
will determine values of the same set of charac-
teristic parameters for the lithium-doped cells as
for the non-lithium-doped cells.
As a third step, we will irradiate both stand-
ard cells and the lithium diffused cells with I-MeV
electrons and measure the spectral response at
several fluence levels. This procedure is impor-
tant for the identification of the particular param-
eters which are being degraded by the irradiation
and in ultimately determining the damage con-
stants for minority carrier lifetime degradation.
If the kinetic modeling of the lifetime damage
mechanism is to be successful, it is imperative
that the cell degradation be attributed to the
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appropriate degraded parameters. If, for example,
the electric field changes in a lithium-doped cell
due to radiation damage, then there will be con-
sequent changes in the short-circuit current which
of course must not be attributed to changes in life-
time. Such misinterpretation of the cell degrada-
tion could lead to a seriously distorted model of
the damage mechanism. It is this kind of separa-
tion of the radiation damage effects which makes
the spectral response method a valuable tool for
studying the complexities of the annealing kinetics
in lithium-diffused solar cells.
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Fig. 4. Luminescence spectrum of n-type pulled silicon,
phosphorous doped, irradiated with 1021
electrons/m 2 at 2. 5 MeV. Here the in-
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Fig. 5. Minority carrier diffusion
length as a function of
fluence for 1-MeV electron
irradiation on standard
N/P solar cells made from
crucible-grown silicon
(Ref. 5)
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Fig . 7. Ene rgy levels of rad ia t ion 
defects produced by 1-MeV 
e l ec t rons in n-type si l icon 
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Fig. 8. E lec t ron m i c r o s c o p y s tudies of un i r r ad i a t ed f loat-zone si l icon: 
l i thium a t o m s / m , and showing l i thium prec ip i ta t ion (Ref. 16) 
(a) no l i th ium, (b) with 10 23 
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LITHIUM PROFILES AND DIFFUSION SCHEDULES
(P. ILES, NASA TM 33-467, IAPRIL 1971)
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Fig. 9. Lithium profiles and diffusion schedules (Ref. 17)
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Fig. 10. Optical absorption coefficient of
silicon versus wavelength
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Fig. 11. A spectral response curve for a silicon solar cell exposed to a
tungsten light source
















Fig. 12. Block diagram for spectral response measurements
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